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For detailed ordering information, please consult price list or contact Parflex® Division.
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Parflex Fittings

Parflex has expanded the Fitting Section to include the
new, Global 56 Series.

Shorter and more compact than 55/58 Series
-Weight reduction up to 20%
-Easier handling/installation in tight installation areas

-Short length may allow use of hose routing to replace
current elbow fittings

Faster & easier hose crimping

-Full length crimp of the sleeve (no marking of crimp
length needed), therefore easier, safer and faster
crimping vs. 55 series

Parker Legacy Fitting
Nomenclature

Example: 10356-8-6

This example describes a permanent crimp 1/2"
Male JIC 37° with a 3/8" I.D. hose size. This
fitting is constructed of steel since the designated
material is blank.

10356-8-6 - Fitting Type (1 = Permanent/Crimp)

(2 = Field Attachable Fitting)
10356-8-6 — End Configuration Code (Male JIC 37°)
10356-8-6 — Fitting Series (Series 56)
10356-8-6 — End Size (1/2")
10356-8-6 — Hose 1.D. (3/8")
10356-8-6C - Alternate Material

Fitting part numbers that start with a “2” are field
attachable fittings

Legacy Fitting Material Selection

- Blank = Steel (unless otherwise noted)

- B = All Brass

- C = Stainless Steel

- S = All Carbon Steel — Used only with PTFE Fittings

Current 55 series dies are qualified and can be
used with the 56 series

Consolidation of 2 series into one

- (65 and 58 = 56 ) thus reducing the customer
inventory

- Easy to choose product range

- Global fitting series/Global availability

- Global part numbering with metric & inch
hex and end connections

PAGE Fitting
Nomenclature

Example: 08-16SAN-S

This example describes a permanent sanitary
flange step down, 1/2" I.D. hose with a 1" sani-
tary flange. This fitting is constructed of stainless
steel since the designated material is -S.

As demonstrated below, the nomenclature as-
sociated with the PAGE fitting is not consistent
with the traditional Parker products, as the end
size and hose I.D. are reversed and located at the
front of the part construction.

08-16SAN-S — Hose 1.D. (1/27)

08-16SAN-S — End Size (17)

08-16SAN-S — End Configuration Code
(Sanitary Flange)

PAGE Fitting Material Selection

- B =All Brass

- C = Carbon Steel
- S = Stainless Steel

NOTE: The FAGE fittings, which are designed
for use with traditional PAGE fluoropolymer
hoses only, are a two piece crimp connection
and need to be combined with the corresponad-
ing crimp collars located on page E-92.

For detailed ordering information, please consult price list or contact Parflex® Division. m
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-3
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> Hose

Standard Fitting Configurations
by Connection and End Code

Description (fg:e Description &:'(?e
Male NPTF Pipe - Rigid - Straight 01 Female Metric L - Swivel - Straight (Ball Nose) C3
Male NPTF Pipe - Swivel - Straight 13 Female Metric L - Swivel - 45° Elbow (Ball Nose) C4
= ;'_- Male NPTF Pipe - Swivel - 90° Elbow 1L Female Metric L - Swivel - 90° Elbow (Ball Nose) C5
§ Female NPTF Pipe - Rigid - Straight 02 Female Metric L - Swivel - Straight (24° Cone with 0-ring) CA
B Female NPSM Pipe - Swivel - Straight (60° Cone) 07 Female Metric L - Swivel - 45° Elbow (24° Cone with 0-ring) CE
5 Male SAE Straight Thread with O-ring - Rigid - Straight 05 o Female Metric L - Swivel - 90° Elbow (24° Cone with 0-ring) - CF
: Male SAE Straight Thread with O-ring - Swivel - Straight 0G % Male Metric S - Rigid - Straight (24° Cone) D2
ﬁ Male SAE Straight Thread with 0-ring - Swivel - 90° Elbow oL = Male Standpipe Metric S - Rigid - Straight 3D
% Male SAE Straight Thread with 0-ring - Adjustable - 90° Elbow 35 Female Metric S - Swivel - Straight (Ball Nose) C6
% Male JIC 37° - Rigid - Straight 03 Female Metric S - Swivel - 45° Elbow (Ball Nose) Cc7
i: . Male JIC 37° - Bulkhead without Locknut - Straight LB Female Metric S - Swivel - 90° Elbow (Ball Nose) C8
éé’ Female JIC 37° - Swivel - Straight 06 Female Metric S - Swivel - Straight (24° Cone with 0-ring) C9
8; Female JIC 37° - Swivel - 45° Elbow - Short Drop 37 Female Metric S - Swivel - 45° Elbow (24° Cone with 0-ring) 0C
C Female JIC 37° - Swivel - 45° Elbow - Medium Drop L7 Female Metric S - Swivel - 90° Elbow (24° Cone with 0-ring) 1C
Female JIC 37° - Swivel - 90° Elbow - Short Drop 39 Male BSP Taper Pipe - Rigid - Straight 91
o | Female JIC 37° - Swivel - 90° Elbow - Medium Drop L9 Female BSP Parallel Pipe - Swivel - Straight (60° Cone) 92
E Female JIC 37° - Swivel - 90° Elbow - Long Drop 41 Male BSP Parallel Pipe - Rigid - Straight (60° Cone) D9
Male SAE 45° - Rigid - Straight 04 o | Female BSP Parallel Pipe - Swivel - 45° Elbow (60° Cone) B1
é Female SAE 45° - Swivel - Straight 08 @ Female BSP Parallel Pipe - Swivel - 90° Elbow (60° Cone) B2
é Female SAE 45 / Swivel - 45° Elbow 77 Female BSP Parallel Pipe - Swivel - 90° Elbow Block Type (60° B4
= Female SAE 45 / Swivel - 90° Elbow 79 Cone) S :
B Female SAE 45 / Swivel - 90° Elbow - Long Drop 81 FMB;::S?)S;s:rri:lp":gl:w::' 'E;::gm [t ;5;
Female JIC 37°/SAE 45° Dual Flare - Swivel - Straight 06 N Voo BSP Taper Fipe - Rigid - 90° Elbow or Side Outet -
§ | Malo Inveried SAE 457 - Sulvel - Srloht 28 1| [ Wale French Gz Series - Rigid - Straight (24° Cone) FG
% Male Inverted SAE 45" - Swivel - 45" Eloow o7 - Female French Gaz Series - Swivel - Straight (Ball Nose) F4
§ Mae Inverted SAE 45" - Swivel - 90° Elbow % Male Ferulok Flareless-Rigid-Straight (24° Cone with Nut & Ferrule) 11
£ | Female Inverted SAE 45° - Rigid - Straight 29 - - =
§ Male Seal-Lok - Rigid - Straight (with 0-ring) 0 Female F.erulok‘ FIareIes.s - Swivel - Straight (24° Cone) 12
=2 Male Seal-Lok - Bulkhead without Locknut-Straight with 0-ring B DIN Metric Banjo - Straight 49
E Female Seal-Lok - Swivel - Straight - Long JS ANSI B16.5 Flange - w
§ Female Seal-Lok - Swivel - Straight - Short JC :zz:: 2::])2@6?:32[838'0[] ':I(;
§ Female Seal-Lok - Swivel - 30° Elbow J2 Sanitary Flange & Step Downs o
® [ Female Seal-Lok - Swivel - 22 1/2° Elbow J6
Female Seal-Lok - Swivel - 45° Elbow a7 | |% | Mini Sanitary Flange i
— Female Seal-Lok - Swivel - 90° Elbow - Short Drop Jo | |§ [ Bulknead w/zerk Port Integrated oK
ég Female Seal-Lok - Swivel - 90° Elbow - Medium Drop 5| |? reiea:;h'_"ljn@e;ag::;‘;ry :12
E’g Female Seal-Lok - Swivel - 90° Elbow - Long Drop J1 Malo Sanfary Bevel Seat m
_g@ Female Metric Swivel - Straight (30° Flare) MU -
85| | | Female BSP Parallel Pipe - Swivel - Straight (30° Fiare) FU Female Sanitary Bevel Seat _ : Ho
F S Male BSP Taper Pipe - Rigid - Straight (60° Cone) T Male Standpipe - Rigid - Straight (Inch Size Tube 0.D.) 34
Female BSP Parallel Pipe - Swivel - Straight (60° Cone) GU Male Standpipe - Rigid - Straight with V-Notch w
Female BSP Parallel Pipe - Swivel - 45° Elbow (60° Cone) G1 Universal Tube Stb____ L
o |_Female BSP Paraliel Pipe - Swivel - 90° Elbow (60° Cone) G2 x::: :z:g 2::::2:5 i:f';';zw VV\‘,’\l’Jv
E % | Male Metric L - Rigid - Straight (24° Cone) DO - : =
é = | Male Standpipe Metric L - Rigid - Straight 1D Mgl e 0gEton WY
S
&
G For detailed ordering information, please consult price list or contact Parflex® Division.

E-4

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd



http://parker.com/pfd

51 Series Visual Index

51 Series

FIELD
ATTACHABLE

57 Series Field Attachable

201 E"@ﬁ Taper Pipe 1203 \ale (Jic) 37° 206 | SAELICIOT 208 | SAE 45° Swivel 239 | G el
E-5 E-6 E-7
20151 Male Taper Pipe Rigid
Part Thread Hose A Cutoff Allow. | H w
Number Size I.D. B Hex | Hex
A N
H | @ 'S
inch [ mm | inch | mm | inch | mm | inch | inch
20151-2-3 1/8-27 3/16 1.71 1 7/16 5/8
w 20151-4-3 1/4-18 3/16 1.90 1-1/8 9/16 5/8
20151-2-4 1/8-27 1/4 1.90 1 1/2 5/8
20151-4-4 1/4-18 1/4 2.08 1-3/16 9/16 5/8
20151-4-5 1/4-18 5/16 217 1-7/16 9/16 3/4
20151-6-5 3/8-18 5/16 217 1-7/16 3/4 3/4
20151-4-6 1/4-18 3/8 2.61 1-7/116 3/4 7/8
20151-6-6 3/8-18 3/8 2.61 1-7/16 3/4 7/8
20151-8-6 1/2-14 3/8 2.80 1-9/16 7/8 7/8
20151-6-8 3/8-18 1/2 2.99 1-1/2 7/8 | 1-1/16
20151-8-8 1/2-14 1/2 3.17 1-11/16 7/8 | 1-1/16
20151-12-12 3/4-14 3/4 3.42 1-3/4 1-1/8 | 1-3/8
20151-16-16 1-11-1/2 3.74 2-1/4 1-3/8 | 1-9/16
Construction: Steel.
Add “C” for Stainless Steel.
51 series field attachable couplings are not intended for use on hose that has previously been in service.
For detailed ordering information, please consult price list or contact Parflex® Division.
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-5
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571 Series Field Attachable

D
[95]
o
-
o - .
A 20351 Male (JIC) 37° - Rigid
Part Thread Hose A Cutoff Allow. | H | W
Number Size I.D. B Hex | Hex
fe——A
et | f || © O
inch | mm | inch | mm | inch | mm | inch | inch
20351-4-3 7/16-20 3/16 5 188 | 48 | 1-1/8 | 29 1/2 5/8
= " " 20351-5-4 17220 | 1/4 | 6 | 206 | 52 | 1-1/8 | 29 | 9/16 | 58
§ 20351-6-5 9/16-18 5/16 8 216 | 55 |[1-5/16| 33 5/8 3/4
B 20351-6-6 9/16-18 3/8 10 | 2.61 66 [1-716 | 37 3/4 7/8
20351-8-6 3/4-16 3/8 10 | 2.71 69 |[1-716| 37 |13/16 | 7/8
20351-8-8 3/4-16 1/2 13 | 308 | 78 | 1-5/8 | 41 7/8 |1-1/16
Construction: Steel.
- Add “C” for Stainless Steel.
3
=
=w
%LI
O
51 series field attachable couplings are not intended for use on hose that has previously been in service.
o -
- 20651 SAE (JIC) 37° Swivel
g
) Part Thread Hose A Cutoff Allow. | H J W
=g Number Size I.D. B Hex | Hex | Hex
D ‘
B OOO
inch | mm | inch [ mm | inch | mm | inch | inch | inch
20651-4-3 7/16-20 | 3/16 5 1.99 | 51 1-1/4 | 32 | 9/16 | 9/16 5/8
" 20651-4-4 7/16-20 1/4 6 2.18 55 1-1/4 32 9/16 | 9/16 5/8
%E 20651-5-4 1/2-20 1/4 6 224 | 57 |1-716| 37 5/8 5/8 5/8
f‘f% 20651-6-4 9/16-18 1/4 6 234 | 59 |1-716| 37 |[11/16 | 11/16 | 5/8
E 20651-6-5 9/16-18 | 5/16 8 237 | 60 | 1-1/2 | 38 |[11/16 | 11/16 | 3/4
20651-6-6 9/16-18 3/8 10 (274 70 |[1-716| 37 [1116|11/16 | 7/8
20651-8-6 3/4-16 3/8 10 | 2.88 | 73 | 1-5/8 | 41 7/8 7/8 7/8
20651-8-8 3/4-16 1/2 13 | 325 | 83 | 1-3/4 | 44 7/8 7/8 | 1-1/16
20651-10-8 7/8-14 1/2 13 | 337 | 86 | 1-7/8 | 48 1 1 1-1/16
— 20651-12-12 | 1-1/16-12 | 3/4 19 [ 375 | 95 | 2-1/8 | 54 |[1-1/4|1-1/4 | 1-3/8
—
%w 20651-16-16 | 1/5/16-12 1 25 393 | 100 |2-716| 62 |[1-1/2 | 1-1/2 | 1-9/16
2o
u?jg Construction: Steel.
28 Add “C” for Stainless Steel.
ISh<
o
F
8
=
[&)
@
=
D
)
(&)
G For detailed ordering information, please consult price list or contact Parflex® Division.
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20851 SAE 45° Swivel

571 Series Field Aftachable

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Hose A Cutoff Allow. | H J W
Number Size 1.D. B Hex | Hex | Hex
# | © OO
inch | mm | inch | mm | inch | mm | inch | inch | inch
20851-6-6 5/8-18 3/8 2.82 1-9/16 3/4 3/4 7/8
Construction: Steel.
Add “C” for Stainless Steel.
51 series field attachable couplings are not intended for use on hose that has previously been in service.
o H o
23951 JIC 37° Swivel 90° Elbow Short Drop
Part Thread Hose A Cutoff Allow. H J W
Number Size 1.D. B Hex | Hex | Hex
# |~ © OO0
inch | mm | inch | mm | inch | mm | inch | mm | inch | inch | inch
23951-4-3 7/16-20 | 3/16 1.77 1 0.83 3/8 | 9/16 | 5/8
23951-6-6 9/16-18 | 3/8 2.70 1-7/16 0.85 9/16 [11/16 | 7/8
23951-8-6 3/4-16 | 3/8 2.90 1-5/8 1.09 1116 | 7/8 7/8
Construction: Steel.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
E-7
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Fittings
M Series 54

54 Series Visual Index

54 Series

PERMANENT

54 Series
Adapter

PERMANENT

1JC54 Female Seal-Lok™ Straight Short O-ring Face Seal

54 Series Permanent

Female SAE (JIC) Female (JIC) Female (JIC) Female Seal-Lok™ Female Seal-Lok™
106 37° Swivel 137 37° Swl, 45° Elbow 139 37° Swl, 90° Elbow 1J7 45° Elbow 1J9 90° Elbow
E-9 E-10 E-10
- ™ H . .
1JC Female Seal-Lok 1WW Male Rapid 1WY Male Rapid 1WU Male Rapid

Str. Short O-ring

Assembly, 45° Elb.

Assembly, 90° Elb.

Assembly, Straight

=

E-8

|

E-10

685RA

Female Rapid Assy.
Adapter Male SAE

IS0 12151-1 SWSA

Part Thread Hose A Cutoff Allow. C H
. Number Size I.D. B Hex

C B
# || (O O
J inch | mm | inch | mm | inch | mm | inch | mm | inch
. 1JC54-4-4 9/16-18 1/4 6 138 | 35 5/8 16 .32 8 |11/16
1JC54-6-6 | 11/16-16 | 3/8 10 | 158 | 40 | 9116 | 14 .32 8 |13/16

Construction: Steel.

, Equipment
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n
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Add “C” for Stainless Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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54 Series Permanent

1J754 Female Seal-Lok™ 45° Elbow O-ring Face Seal
ISO 12151-1 SWE45

Part Thread Hose A Cutoff Allow. E J
Number Size I.D. B Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J754-4-4 9/16-18 1/4 6 216 | 55 [1-3/8| 35 | 0.41 10 | 11/16

Construction: Steel.
Add “C” for Stainless Steel.

1J954 Female Seal-Lok™ 90° Elbow O-ring Face Seal Short Drop

IS0 12151-1 SWES90

Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
———E © O
B
; //—!_E/,i inch | mm [inch | mm | inch | mm |inch | mm | inch
JEL o 1J954-4-4 9/16-18 | 1/4 6 |214| 54 |1-3/8| 35 |0.83| 21 |11/16
, 1J954-6-6 | 11/16-16 | 3/8 | 10 [232| 59 [1-3/8 | 35 | 090 | 23 |13/16
Construction: Steel.
Add “C” for Stainless Steel.
10654 Female SAE (JIC) 37° Swivel
Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
A
| # || (O OO
%: inch | mm | inch | mm | inch | mm | inch | inch
< 10654-4-4 7/16-20 1/4 6 1.75 | 45 1 25 9/16 | 9/16
10654-6-6 9/16-18 | 3/8 10 | 213 | 54 |[1-3/16| 30 | 11/16 | 11/16

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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13754 Female JIC 37° Swivel 45° Elbow

54 Series Permanent

Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
f————A
e # |2 O O
inch | mm | inch | mm | inch | mm |inch | mm | inch
E
13754-4-4 7/16-20 | 1/4 | 6 |208| 53 |1-1/4| 32 | .33 | 8 | 9/16
J Construction: Steel.
Add “C” for Stainless Steel.
13954 Female JIC 37° Swivel 90° Elbow Short Drop
Part Thread Hose A Cutoff Allow. E J
A Number Size I.D. B Hex
s # | © O
}— inch | mm | inch | mm | inch | mm | inch | mm | inch
E 13954-4-4 7/16-20 | 1/4 6 197 | 50 |1-3/16| 30 .68 17 | 9116
~_, 13954-6-6 9/16-18 | 3/8 10 | 230 | 59 |1-5/8| 41 85 22 | 11116
Construction: Steel.
Add “C” for Stainless Steel.
TWW54 Male Rapid Assembly - 45° Elbow
Part Stem Hose A Cutoff Allow. E
Number 0.D. I.D. B
inch | mm | inch | mm | inch | mm | inch | mm |inch | mm
.
i 1WW54-4-4 | 1/4 | 6 | 1/4 | 6 |197| 50 [1-3/16| 30 | .67 | 17
1 4
1WW54-6-6 | 3/8 | 10 | 3/8 | 10 | 219 | 56 [1-3/16| 30 | .69 | 18

E-10

Construction: Brass nipple, steel plated shell, Nitrile O-ring.
NOTE: Use with mating adapter PN 685RA.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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TWUb4 Male Rapid Assembly - Straight

@

[

TWY54 Male Rapid Assembly - 90° Elbow

54 Series Permanent

Part Stem Hose A Cutoff Allow. E
Number 0.D. 1.D. B
inch | mm | inch | mm |inch | mm | inch | mm |inch | mm
1WY54-4-4 | 1/4 | 6 | 1/4 | 6 [127]| 32 | 1/2 13 | .90 | 23
1WY54-6-6 | 3/8 | 10 | 3/8 | 10 [1.49 | 38 | 1/2 13 11.00| 25
Construction: Brass nipple, steel plated shell, Nitrile O-ring.
NOTE: Use with mating adapter PN 685RA.
Part Stem Hose A Cutoff Allow.
Number 0.D. I.D. B
inch | mm | inch | mm |[inch | mm | inch | mm
1WU54-4-4 | 1/4 | 6 | 1/4 | 6 |1.85| 47 |1-1/16| 27
1WU54-6-6 | 3/8 | 10 | 3/8 | 10 | 213 | 54 [1-1/8| 29

Construction: Brass nipple, steel plated shell, Nitrile O-ring.
NOTE: Use with mating adapter PN 685RA.

685RA Adapter Female Rapid Assembly - Male SAE
Straight Thread ORB

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Stem Thread A H
Number 0.D. Size Hex
# | © | we O
inch | mm inch | mm | inch
685RA-4-4 | 1/4 6 7/16-20 1.05 | 27 |11/16
685RA-6-4 | 3/8 10 7/16-20 115 | 29 3/4
685RA-4-6 | 1/4 6 9/16-18 112 | 28 3/4
685RA-6-6 | 3/8 10 9/16-18 115 | 29 3/4

Construction: Brass nipple, Nitrile O-ring.
NOTE: Use with mating fittings 1WU54, 1WW54, 1WY54.
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55/58 Series Visual Index

55/58 Series Permanent

Male Taper Pipe
Rigid

Female Taper Pipe
Rigid

- Male (JIC) 37°

- Male SAE 45°

Male Str. Thread
0-ring

i
1

i

00

i

E-13 E-14 E-14 E-15 E-16
- SAE (JIC) 37° Swivel- Female Pipe Swivel - Female SAE 457 - Ferrul-Fix - Qe Flareless
[ [
o |80 | B | OO | BEE
E-16 E-17 E-17 E-18 E-18
[08] vt poe st OB s o [HAR] dgieeo [mm] Tt fgr o [l piesn o
METRIC
E-19 E-33 E-19 E-20 E-21
- Standpipe Heavy - Male (JIC) 37° Long - E(IS{I)JLI;JSK;;\SA./WWM - Hose Splicer - %EEYSé\e,\/lnverted
METRIC
E-34 E-15 ﬁ E-22 E-23 E-23

SAE Male Inverted
90° Elbow

Female BSP Pipe
Swivel - Str. (60° Cone]

A-Lok®
Compression

Female BSP Pipe Swivel
45° Elb. (60° Cone)

Female BSP Pipe Swivel
90° Elb. (60° Cone)

:

E-24 E-34 E-28 E-35 E-35
Female Swivel DIN Female Swivel DIN Male Stud DIN Male Stud DIN Male BSPP
20078 HW w/o 0-ring 20078 HW O-ring 20078 Light 20078 Heavy
METRIC METRIC METRIC METRIC METRIC
E-31 E-31 E-32 E-32 E-33

[JIS)/BSP 30° Flare
Female Swivel

[JIS)/BSP 60° Cone
FM Swivel 45° Elb.

[JIS)/BSP 60° Cone
FM Swivel 90° Elb.

[JIS)/BSP 60° Cone
Female Swivel

Male Seal-Lok™
Rigid Str. w/0-ring

a8 .

E-29

E-30

= 1

E-29

-

E-25

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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55/58 Series Permanent

D
3
I
A
Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™
11 90° Elbow Long 1J7 45° Elbow 1J9 90° Elbow Short 1JC Straight Short 1Js Straight
55/58
Series B .
SERS:
PERMANENT
E-26 E-26 E-27 E-25 E-24 =
£
FM JIC 37° Swivel (JIS) Metric 30° Universal Tube Stub =
1L9 90° Elbow, SPL Drop MU Flare Female Swivel 1TU End TUT | Mate (IS)/BSPT B
METRIC
0
=5 I ST i —
E-22 E -29 E-27 E-28 ®
3
=
B
S
o
C
10155/10158 Male Taper Pipe Rigid
Part Part Thread Hose A Cutoff Allow. H
Number Number Size I.D. B Hex
» g
o # | # || © O
o
0 55 Series 58 Series inch | mm | inch | mm | inch mm inch §
10155-2-3 — 1/8-27 3/16 5 194 | 49 1 25 9/16 D
H
10155-2-4 10158-2-4 1/8-27 1/4 6 213 | 54 1 25 5/8
10155-4-3 — 1/4-18 3/16 5 212 | 54 | 1-3/116 30 11/16
10155-4-4 10158-4-4 1/4-18 1/4 6 2.31 59 | 1-3/16 30 11/16
10155-4-5 — 1/4-18 5/16 8 237 | 60 | 1-3/16 30 11/16 i
10155-4-6 10158-4-6 1/4-18 3/8 10 | 266 | 68 | 1-5/16 33 3/4 w%
19]
10155-6-3 — 3/8-18 3/16 5 2.21 56 | 1-3/16 30 3/4 ,%’%
(s
10155-6-4 10158-6-4 3/8-18 1/4 6 2.41 61 1-5/16 33 3/4 E
10155-6-5 — 3/8-18 5/16 8 247 | 63 | 1-5/16 33 3/4
10155-6-6 10158-6-6 3/8-18 3/8 10 | 266 | 68 | 1-5/16 33 3/4
10155-6-8 10158-6-8 3/8-18 1/2 13 | 285 | 72 | 1-5/16 33 7/8
10155-8-6 10158-8-6 1/2-14 3/8 10 | 291 74 | 1-9/16 40 15/16
10155-8-8 10158-8-8 1/2-14 1/2 13 1 309 | 78 | 1-9/16 40 15/16 é
10155-8-10 10158-8-10 1/2-14 5/8 16 | 3.20 | &1 1-1/2 38 1 %‘g
10155-12-10 — 3/4-14 5/8 16 | 3.20 | &1 1-1/2 38 1-1/8 uéé
10155-12-12 | 10158-12-12 3/4-14 3/4 19 | 329 | 84 | 1-9/16 40 1-1/8 Ei
10155-16-16 | 10158-16-16 1-11-1/2 1 25 | 3.97 | 101 1-3/4 44 1-3/8 F
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.
8
=
@
=
[«5)
)
(&>}
For detailed ordering information, please consult price list or contact Parflex® Division. G
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-13
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> Hose

00 Tubing

55/58 Series Permanent

10255/10258 Female Taper Pipe Rigid

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series 55/58

, Equipment
& Accgessgrie%

Toolin

n

@ General Technical

Part Part Thread Hose A Cutoff Allow. | H
Number Number Size 1.D. B Hex
——) # # | O O
— ]
n 55 Series 58 Series inch | mm | inch | mm | inch | mm | inch
==H 10255-4-4 10258-4-4 1/4-18 1/4 6 | 239 | 61 [1-1/4] 32 3/4
" 10255-6-4 — 3/8-18 1/4 6 | 260 | 66 |1-1/2] 38 7/8
10255-6-6 10258-6-6 3/8-18 38 | 10 | 284 | 72 |1-1/2| 38 7/8
10255-8-6 — 1/2-14 38 | 10 | 287 | 73 |1-3/8| 35 |1-1/16
10255-8-8 10258-8-8 1/2-14 172 | 13 | 287 | 73 |[1-3/8| 35 [1-1/16
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.
10355/10358 Male (JIC) 37° - Rigid
Part Part Thread Hose A Cutoff Allow. | H
Number Number Size 1.D. B Hex
T # | # |= ©O O
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch
) 10355-4-3 — 716-20 | 3416 | 5 | 217 | 55 |1-3/16| 30 | 9/16
10355-4-4 10358-4-4 7/16-20 1/4 6 | 231 | 58 [1-3/16| 30 5/8
10355-5-4 — 1/2-20 1/4 6 | 230 | 58 [1-3/16| 30 5/8
10355-5-5 — 1/2-20 516 | 8 | 230 | 58 [1-3/16| 30 5/8
10355-6-4 — 9/16-18 1/4 6 | 230 | 58 [1-3/16| 30 | 11/16
10355-6-5 — 9/16-18 | 516 | 8 | 230 | 58 |1-3/16| 30 | 11/16
10355-6-6 10358-6-6 9/16-18 38 | 10 | 265 | 67 |1-1/4| 32 3/4
10355-8-6 10358-8-6 3/4-16 38 | 10 | 268 | 68 |1-3/8| 35 |13/16
10355-8-8 10358-8-8 3/4-16 172 | 13 | 287 | 73 | 1-3/8 | 35 7/8
10355-8-10 | 10358-8-10 3/4-16 58 | 16 | 310 | 79 [1-716| 36 1
10355-10-8 | 10358-10-8 7/8-14 172 | 13 | 303 | 77 |1-9/16| 40 | 15/16
— 10358-10-10 |  7/8-14 58 | 16 | 320 | 81 [1-9/16| 40 1
10355-12-10 | 10358-12-10 | 1-1/16-12 | 58 | 16 | 331 | 84 | 1-58 | 41 | 1-1/8
10355-12-12 | 10358-12-12 | 1-1/16-12 | 3/4 | 19 | 332 | 84 [1-11116| 43 | 1-1/8
10355-16-16 | 10358-16-16 | 1-5/16-12 1 25 | 393 | 100 | 1-3/4 | 44 | 1-3/8

E-14

Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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13E55/13E58 Male (JIC) 37° Long

55/58 Series Permanent

Part Part Thread Hose A Cutoff Allow. | H
Number Number Size I.D. B Hex
A
——— | # | # e © O
] 55 Series 58 Series inch | mm | inch | mm | inch | mm | inch
13E55-4-4 — 7/16-20 | 1/4 2.93 1-13/16 5/8
: 13E55-6-6 — 9/16-18 | 3/8 3.38 2 3/4
13E55-8-8 — 3/4-16 1/2 3.72 2-1/8 7/8

Construction: Steel
Add “B” for Brass.

Add “C” for Stainless Steel.
NOTE: Bulkhead Locknut sold separately. WLN Locknuts are Manufactured by the Tube Fittings Division.

Refer to Catalog 4300 for additional information.

10455/10458 Male SAE 45° - Rigid

Part Part Thread Hose A Cutoff Allow. | H
Number Number Size I.D. B Hex
= # | # |2 © O
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch
10455-4-3 — 7/16-20 | 3/16 2.06 1-1/8 9/16
" 10455-5-4 — 1/2-20 1/4 2.34 1-1/8 5/8
10455-6-5 — 5/8-18 5/16 2.55 1-1/4 3/4
10455-6-6 10458-6-6 5/8-18 3/8 2.74 1-1/4 3/4
10455-6-8 — 5/8-18 1/2 2.90 1-1/4 7/8
10455-8-8 10458-8-8 3/4-16 1/2 3.04 1-3/8 7/8
10455-12-12 | 10458-12-12 | 1-1/16-14 | 3/4 3.54 1-11/16 1-1/4
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division.
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-15
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> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series 55/58

, Equipment
& Acc%ssgrie%

Toolin

n

@ General Technical

55/58 Series Permanent

10555/10558 Male Straight Thread O-ring (BUNA N 0-ring included)

>

e

10655/10658 SAE (JIC) 37° Swivel

E-16

Part Part Thread Hose A Cutoff Allow. | H

Number Number Size 1.D. B Hex

# | # e © O

55 Series 58 Series inch | mm | inch | mm | inch | mm | inch
10555-4-3 — 7/16-20 | 3/16 | 4 198 | 50 | 1-1/8 | 29 | 9/16
10555-4-4 — 7/16-20 | 1/4 6 | 211 | 54 1 25 | 5/8
10555-4-5 — 7/16-20 | 516 | 8 | 211 | 54 1 25 | 5/8
10555-5-4 10558-5-4 1/2-20 1/4 6 | 211 | 54 1 25 | 5/8
10555-5-5 — 1/2-20 | 516 | & | 211 | 54 1 25 | 5/8
10555-6-3 — 9/16-18 | 3/16 | 4 1.89 | 48 1 25 [ 11/16
10555-6-4 10558-6-4 9/16-18 | 1/4 6 | 214 | 54 1 25 [11/16
10555-6-6 10558-6-6 9/16-18 | 3/8 | 10 | 242 | 61 | 1-1/8 | 29 | 3/4
10555-8-6 — 3/4-16 3/8 | 10 | 246 | 62 |1-1/8 | 29 | 7/8
10555-8-8 10558-8-8 3/4-16 1/2 | 13 | 265 | 67 |[1-316| 30 | 7/8
10555-10-8 10558-10-8 7/8-14 12 | 13 | 277 | 70 |[1-516| 33 1
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.

Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex

# | # | © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
10655-3-3 — 3/8-24 | 3/16 | 5 223 | 57 |1-5/16| 33 | 9/16 | 9/16
10655-4-3 — 7/16-20 | 3/16 | 5 223 | 57 | 1-1/4 | 32 | 9/16 | 9/16
10655-5-3 — 1220 | 316 | 5 224 | 57 | 1-1/4 | 32 | 9116 | 5/8
10655-4-4 10658-4-4 7/16-20 | 1/4 6 | 236 | 60 |1-3/16| 30 | 58 | 9/16
10655-5-4 10658-5-4 1/2-20 1/4 6 | 243 | 62 |1-1/4| 32 | 518 | 58
10655-6-4 10658-6-4 9/16-18 | 1/4 6 | 245 | 62 |1-516| 33 | 58 |11/16
10655-5-5 10658-5-5 1/2-20 | 516 | 8 | 246 | 62 |1-1/4| 32 | 58 | 5/8
10655-6-5 10658-6-5 9/16-18 | 5116 | 8 | 248 | 63 | 1-1/4 | 32 | 58 |11/16
10655-6-6 10658-6-6 9/16-18 | 3/8 | 10 | 270 | 69 |1-516| 33 |11/16|11/16
10655-8-6 10658-8-6 3/4-16 38 | 10 | 289 | 73 [1-1/2| 38 |11/16| 7/8
10655-6-8 10658-6-8 9/16-18 | 1/2 | 13 | 296 | 75 | 1-3/8 | 35 | 7/8 |11/16
10655-8-8 10658-8-8 3/4-16 172 | 13 | 3.08 | 78 | 112 | 38 | 7/8 | 7/8
10655-8-10 10658-8-10 3/4-16 58 | 16 | 330 | 84 | 1-5/8 | 41 1 |15/16
10655-10-8 10658-10-8 7/8-14 172 | 13 | 312 | 79 | 1-5/8 | 41 7/8 [1-1/16
10655-12-8 10658-12-8 | 1-1/16-12 | 1/2 | 13 | 3.21 | 82 | 1-3/4 | 44 1| 1-1/4
10655-10-10 | 10658-10-10 | 7/8-14 58 | 16 | 330 | 84 | 1-5/8 | 41 1 [1-1/16
10655-12-10 | 10658-12-10 | 1-1/16-12 | 5/8 | 16 | 3.40 | 86 | 1-3/4 | 44 | 1-1/8 |1-5/16
10655-10-12 | 10658-10-12 | 7/8-14 3/4 | 19 | 336 | 85 |[1-11/16] 43 | 1-1/8 |1-1/16
10655-12-12 | 10658-12-12 | 1-1/16-12 | 3/4 | 19 | 3.40 | 86 | 1-3/4 | 44 |1-1/8 | 1-1/4

— 10658-16-12 | 1-5/16-12 | 3/4 | 19 | 355 | 90 |1-13/16 46 | 1-3/8 | 1-1/2
10655-16-16 | 10658-16-16 | 1-5/16-12 | 1 25 | 402 | 102 | 1-3/4 | 44 |1-3/8 | 1-1/2
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.

NOTE: Sizes -4, -5,-8 and -10 incorporate a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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10755/10758 Female Pipe Swivel

55/58 Series Permanent

Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size I.D. B Hex | Hex
—— # | # |» ©O OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
f M 10755-4-4 10758-4-4 1/4-18 1/4 2.43 1-1/4 5/8 | 11/16
10755-4-5 —_ 1/4-18 5/16 2.39 1-3/16 11/16 | 11/16
10755-6-6 10758-6-6 3/8-18 3/8 2.61 1-3/16 1116 | 7/8
10755-8-8 10758-8-8 1/2-14 1/2 2.93 1-5/16 7/8 1
— 10758-12-12 3/4-14 3/4 3.48 1-3/4 1-1/8 | 1-1/4
10755-16-16 | 10758-16-16 | 1-11-1/2 1 4.00 1-13/16 1-3/8 | 1-1/2
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.
10855/10858 Female SAE 45° Swivel
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size I.D. B Hex | Hex
# | # |2 © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
10855-6-4 — 5/8-18 1/4 2.55 1-3/8 5/8 | 3/4
10855-6-5 — 5/8-18 | 5/16 2.61 1-3/8 5/8 | 3/4
10855-6-6 10858-6-6 5/8-18 | 3/8 2.75 1-5/16 34 | 34
10855-12-12 | 10858-12-12 | 1-1/16-14 | 3/4 3.40 1-11/16 1-1/8 | 1-1/4
Construction: Steel.
Add “B” for Brass.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-17
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n

@ General Technical

11155/11158 Ferrul-Fix (Nut and Sleeve included)

55/58 Series Permanent

Part Part Thread Tube Hose A Cutoff Allow. | H J
Number Number Size 0.D. I.D. B Hex | Hex
A
s # | # |- O © OO
55 Series 58 Series inch | mm | inch | mm |inch | mm | inch | mm | inch | inch
Ny H 11155-6-4 — 9/16-18 | 3/8 1/4 2.34 1-1/8 11/16 | 11/16
11155-6-6 — 9/16-18 3/8 3/8 2.53 1-1/8 3/4 | 11/16
11155-8-6 — 3/4-16 1/2 3/8 2.63 1-5/16 7/8 7/8

Construction: Steel.
Add “C” for Stainless Steel.

“Ferrul-Fix” affords salvaging of bent tube section of combination tube-hose assemblies and quick, easy repair on the job.
See page G-41 for Ferrule-Fix installation instructions.

NOTE: Nut Part Number is 111-size.
Sleeve Part Number is 110-size.

Nut and Sleeve are Manufactured by the Tube Fittings Division. Refer to Catalog 4300 for additional information.

11255/11258 SAE Flareless Swivel

J H

E-18

——A
—B—>

Part Part Thread Hose A Cutoff Allow. | H J

Number Number Size I.D. B Hex | Hex
# | # |- O OO
55 Series 58 Series inch | mm |inch | mm | inch | mm | inch | inch
11255-6-4 — 9/16-18 | 1/4 2.62 1-1/2 1116 | 3/4
11255-6-6 — 9/16-18 | 3/8 2.82 1-1/2 34 | 3/4
11255-8-6 — 3/4-16 | 3/8 2.92 1-5/8 7/8 | 15/16

Construction: Steel.

Add “B” for Brass.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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11355/11358 Male Pipe Swivel*

55/58 Series Permanent

i_

i

1

IS

Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex
# | # - © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
11355-4-3 — 1/4-18 | 3/16 2.72 1-3/4 5/8 | 11/16
11355-4-4 11358-4-4 1/4-18 | 1/4 2.84 1-3/4 5/8 | 11/16
11355-4-5 — 1/4-18 | 5/16 2.84 1-3/4 5/8 | 11/16
11355-6-6 11358-6-6 3/8-18 | 3/8 3.12 1-13/16 3/4 | 3/4
11355-8-6 — 1/2-14 | 3/8 3.37 2-1/16 3/4 | 15/16
11355-8-8 11358-8-8 1/2-14 | 1/2 3.56 2-1/16 7/8 | 15/16
11355-12-12 | 11358-12-12 | 3/4-14 | 3/4 3.81 2-1/8 1-1/8 | 1-1/8
11355-16-16 | 11358-16-16 | 1-11-1/2 | 1 5.06 2-13/16 1-1/2 | 1-172
Construction: Steel.
Add “C” for Stainless Steel.

NOTE: *For use with petroleum based fluids.

WARNING: Fittings allow minor movement to relieve stress on hose but are not recommended for continued or
extensive swiveling. Not recommended for use in CNG applications.

11L55/11L58 Male Pipe Swivel 90° Elbow*

e

Part Part Thread Hose A Cutoff Allow.| H J
Number Number Size 1.D. B Hex | Hex
# | # |- © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
11L55-4-4 — 1/4-18 1/4 1.94 13/16 11/16 | 11/16

Construction: Steel.

Add “C” for Stainless Steel.

*For use with petroleum based fluids.

NOTE: Use crimp Die Ring 80C-R1L with Parkrimp 1 Machine; crimp Die Ring 82C-R1L with KarryKrimp or

MiniKrimp.

WARNING: Fittings allow minor movement under pressure to relieve stress on hose but are not recommended for
continued or extensive swiveling. Fittings not recommended for use in CNG applications.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

E-19

> Hose

00 Tubing

Coiled Air Hose

O & Fittings

O Transportation

Series 55/58

m Fittings

Tooling, Equipment

M g Accessories

@) General Technical


http://parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series 55/58

, Equipment
& Acc%ssgrie%

Toolin

n

@ General Technical

13755/13758 Female JIC 37° Swivel 45° Elbow

55/58 Series Permanent

——t
L g
| H
J
Part Part Thread Hose Cutoff Allow. H J
Number Number Size 1.D. B Hex | Hex
# | # - © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
13755-4-3 — 71620 | 316 | 5 | 249 | 63 |[1-1/2| 38 | 033 | 8 | 916 | 9/16
13755-4-4 13758-4-4 7116-20 | 1/4 6 | 249 | 63 [1-12| 38 | 033 | 8 5/8 | 9/16
13755-5-4 — 1/2-20 1/4 6 | 249 | 63 [1-12| 38 | 036 | 9 5/8 | 5/8
13755-6-5 — 9/16-18 | 516 | & | 273 | 69 |[1-9/16| 40 | 039 | 10 | 58 |11/16
13755-6-6 13758-6-6 9/16-18 | 3/8 | 10 | 291 | 74 [1-916| 40 | 039 | 10 | 3/4 |11/16
13755-8-6 13758-8-6 3/4-16 | 3/8 | 10 | 318 | 81 |[1-13/16| 46 | 055 | 14 | 3/4 | 7/8
13755-8-8 13758-8-8 3/4-16 172 | 13 | 337 | 8 |1-13/16| 46 | 055 | 14 | 7/8 | 7/8
13755-10-8 13758-10-8 7/8-14 172 | 13 | 342 | 87 |1-7/8| 48 | 063 | 16 | 7/8 1
— 13758-10-10 | 7/8-14 | 5/8 | 16 | 344 | 87 | 1-3/4 | 44 | 064 | 16 |1-1/16| 1
13755-12-12 | 13758-12-12 | 1-1/16-12 | 3/4 | 19 | 405 | 103 | 2-3/8 | 60 | 0.78 | 20 |1-1/8|1-1/4
13755-16-16 | 13758-16-16 | 1-5/16-12 | 1 25 | 457 | 116 |2-516| 59 | 0.89 | 23 |1-3/8 | 1-1/2

Construction: Steel.

Add “C” for Stainless Steel.

E-20

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

For detailed ordering information, please consult price list or contact Parflex® Division.
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13955/13958 Female JIC 37° Swivel 90° Elbow Short Drop

A
5 —]

55/58 Series Permanent

S
E
1
AN
Part Part Thread Hose A Cutoff Allow. H J
Number Number Size 1.D. B E Hex | Hex
# | # | o © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
13955-4-3 — 7/16-20 316 | 5 | 249 | 63 | 1-3/8| 35 | 068 | 17 | 9/16 | 9/16
13955-4-4 13958-4-4 7/16-20 1/4 6 | 249 | 63 | 1-3/8| 35 | 068 | 17 | 58 | 9/16
13955-5-4 — 1/2-20 1/4 6 | 249 | 63 |1-916| 40 | 077 | 20 | 5/8 | 58
13955-6-4 — 9/16-18 1/4 6 | 257 | 65 [1-9/16| 36 | 0.85 | 22 | 5/8 |[11/16
13955-6-5 — 9/16-18 516 | 8 | 273 | 69 |1-1/2| 38 | 085 | 22 | 5/8 |11/16
13955-6-6 13958-6-6 9/16-18 38 | 10 | 291 | 74 | 1-1/2| 38 | 091 | 23 |11/16|11/16
13955-8-6 13958-8-6 3/4-16 3/8 | 10 | 318 | 81 |1-916| 40 | 114 | 29 | 3/4 | 7/8
13955-8-8 13958-8-8 3/4-16 172 | 13 | 337 | 8 | 1-58 | 41 | 1.09 | 28 | 7/8 | 7/8
13955-10-8 13958-10-8 7/8-14 12 | 13 | 342 | 87 | 1-3/4| 44 | 123 | 31 | 7/8 1
— 13958-10-10 7/8-14 58 | 16 | 3.28 | 83 | 1-58 | 41 | 1.23 | 31 |1-1/16| 1
13955-12-12 | 13958-12-12 1-1/16-12 3/4 | 19 | 405 | 103 | 2-1/4 | 57 | 181 | 46 |1-1/8 | 1-1/4
13955-16-16 | 13958-16-16 1-5/16-12 1 25 | 457 | 116 |2-916| 65 | 214 | 54 |1-3/8 | 1-1/2

Construction: Steel.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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55/58 Series Permanent

14155/14158 Female JIC 37° Swivel 90° Elbow Long Drop

-

E

|

Part Part Thread Hose A Cutoff Allow. H J
Number Number Size I.D. B E Hex | Hex
# | # | © OO
55 Series 58 Series inch [ mm | inch | mm | inch | mm | inch | mm | inch | inch
14155-4-3 — 7/16-20 | 316 | 5 | 237 | 60 | 1-3/8| 35 | 1.80 | 46 | 9/16 | 9/16
14155-4-4 — 7/16-20 | 1/4 6 | 257 | 65 |1-716| 36 | 1.80 | 46 | 5/8 | 9/16
14155-5-4 — 1/2-20 1/4 6 | 251 | 64 |1-3/8| 35 | 180 | 46 | 58 | 58
14155-6-5 — 9/16-18 | 516 | 8 | 273 | 69 |1-916| 40 | 218 | 55 | 5/8 |11/16
14155-6-6 14158-6-6 9/16-18 | 3/8 | 10 | 292 | 74 |1-916| 40 | 213 | 54 |11/16 | 11/16
14155-8-6 14158-8-6 3/4-16 3/8 | 10 [ 300 | 76 [1-5/8 | 41 | 252 | 64 | 3/4 | 7/8
14155-8-8 14158-8-8 3/4-16 12 | 13 | 318 | 81 | 1-5/8 | 41 | 243 | 62 | 7/8 | 7/8
14155-10-8 14158-10-8 7/8-14 12 | 13 | 339 | 86 |[1-13/16| 46 | 257 | 65 | 7/8 1
14155-12-12 | 14158-12-12 | 1-1/16-12 | 3/4 | 19 | 391 | 99 |[2-3/16| 56 | 3.73 | 95 |1-1/8 | 1-1/4
14155-16-16 | 14158-16-16 | 1-5/16-12 | 1 25 | 462 | 117 | 2-3/8 | 60 | 433 | 110 | 1-3/8 | 1-1/2

Construction: Steel

Add “C” for Stainless Steel.

1L955/1L958 Female JIC 37° Swivel 90° Elbow Special Drop

— ma‘

.734.‘

Part Part Thread Hose A Cutoff Allow. H J
Number Number Size I.D. B E Hex | Hex
# | # || © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
11.955-4-3 — 716-20 | 3/16 | 5 | 231 | 59 |1-3/8| 35 | 088 | 22 | 9/16 | 9/16
11.955-4-4 — 7116-20 | 1/4 6 | 247 | 63 | 1-3/8| 35 | 088 | 22 | 58 | 9/16
1L955-5-4 — 1/2-20 1/4 6 | 253 | 64 [1-716| 36 | 0.88 | 22 | 58 | 5/8
11.955-6-5 — 9/16-18 | 5/16 | 8 | 269 | 68 |1-1/2 | 38 | 112 | 28 | 58 |11/16
1L955-6-6 1L958-6-6 9/16-18 | 3/8 | 10 | 2.88 | 73 |1-746| 36 | 1.12 | 28 |11/16 | 11/16
1L955-8-6 1L958-8-6 3/4-16 3/8 | 10 | 300 | 76 | 1-5/8 | 41 | 161 | 41 34 | 7/8
1L955-8-8 1L958-8-8 3/4-16 12 | 13 | 319 | 81 | 1-5/8 | 41 | 138 | 35 | 7/8 | 7/8
11955-10-8 1L958-10-8 7/8-14 172 | 13 | 368 | 93 | 2-1/8| 54 | 175 | 44 | 7/8 1
11955-12-12 | 1L958-12-12 | 1-1/16-12 | 3/4 | 19 | 429 | 109 | 2-1/2 | 64 | 206 | 52 |1-1/8 | 1-1/4
1L955-16-16 | 1L958-16-16 | 1-5/16-12 | 1 25 | 514 | 131 [ 2-3/4 | 70 | 250 | 64 |1-3/8 | 1-1/2

Construction: Steel.

E-22

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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15555/15858 Hose Splicer

55/58 Series Permanent

55 Series 58 Series I-lloDse A vax
. # # | © O
H Part Number | Part Number | inch mm inch mm inch
w 15555-4-4 15858-4-4 1/4 3.25 11/16
15555-5-5 15858-5-5 5/16 3.25 3/4
15555-6-6 15858-6-6 3/8 3.62 13/16
15555-8-8 15858-8-8 1/2 4.00 1
15555-12-12 | 15858-12-12 3/4 4.50 1-5/16
15555-16-16 | 15858-16-16 1 5.54 1-9/16

Construction: Steel

16755/16758 SAE Male Inverted Swivel 45° Elbow

B—

: Thread Tube Hose Cutoff Allow. H J

55 Series | "gjze 0.D. ID. A B E' | Hex | Hex

# > ©]© OO
Part Number inch | mm | inch | mm | inch [ mm | inch | mm |inch | mm | inch | inch
16755-6-6 5/8-18 3/8 3/8 3.48 2-1/8 0.94 3/4 | 5/8
Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division. m
E-23
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16955/16958 SAE Male Inverted Swivel 90° Elbow

55/58 Series Permanent

A |
B——
i H
l J
Part Part Thread Hose A Cutoff Allow. E H J
Number Number Size 1.D. B Hex | Hex
# | # |2 © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
16955-6-6 — 5/8-18 3/8 3.48 1-3/4 1.69 3/4 | 5/8
Construction: Steel.
Add “C” for Stainless Steel.
™ -
1JS55/1J558 Female Seal-Lok™ Straight
ISO 12151-1-SWSB
X - A |
J H
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex
# | # |- ©O OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | inch
1J855-4-3 — 9/16-18 | 3/16 2.23 1-1/4 9/16 | 11/16
1J855-4-4 — 9/16-18 | 1/4 2.42 1-1/4 5/8 |11/16
1J855-6-4 — 11/16-16 | 1/4 2.48 1-1/4 11/16 | 13/16
1JS55-6-5 — 11/16-16 | 5/16 2.54 1-5/16 11/16 | 13/16
1JS55-6-6 1JS58-6-6 11/16-16 | 3/8 2.73 1-5/16 11/16 | 13/16
1JS55-8-6 — 13/16-16 | 3/8 3.00 1-5/8 7/8 | 15/16
1J855-8-8 1J858-8-8 13/16-16 | 1/2 3.20 1-5/8 7/8 | 15/16
1J855-10-10 | 1JS58-10-10 1-14 5/8 3.53 1-7/8 1-1/8 | 1-1/8
1J855-12-12 | 1JS58-12-12 | 1-3/16-12 | 3/4 3.75 2 1-1/4 | 1-3/8

Construction: Steel.
Add “C” for Stainless Steel.

E-24

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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55/58 Series Permanent

1JC55/1JC58 Female Seal-Lok™ Straight - Swivel - Short

IS0 12151-1-SWSA

Part Part Thread Hose A Cutoff Allow. C H J
Number Number Size I.D. B Hex | Hex
i | # | # | © OlO
e 55Series | 58 Series inch | mm [ inch | mm | inch | mm [inch | mm (Irrr]:r;]q) m)
1JC55-4-3 — 9/16-18 | 3/16 1.88 15/16 .32 9/16 | 11/16
1JC55-4-4 1JC58-4-4 9/16-18 | 1/4 2.16 1-1/16 .32 5/8 11/16
1JC55-6-4 1JC58-6-4 11/16-16 | 1/4 2.22 1-1/16 .32 1116 | 13/16
1JC55-4-5 1JC58-4-5 9/16-18 | 5/16 2.22 1 .32 5/8 11/16
1JC55-6-5 1JC58-6-5 11/16-16 | 5/16 2.28 1-1/16 .32 11/16 | 13/16
1JC55-6-6 1JC58-6-6 11/16-16 | 3/8 2.47 1-1/16 .32 11/16 | 13/16
1JC55-6-6-SM | 1JC58-6-6-SM | 11/16-16 | 3/8 2.47 1-1/16 .32 (19 (22)
1JC55-8-6 1JC58-8-6 13/16-16 | 3/8 2.56 1-3/16 43 7/8 15/16
1JC55-8-6-SM | 1JC58-8-6-SM | 13/16-16 | 3/8 2.56 1-3/16 43 (24) (24)
1JC55-8-8 1JC58-8-8 13/16-16 | 1/2 2.75 1-3/16 43 7/8 15/16
1JC55-10-8 1JC58-10-8 1-14 1/2 2.95 1-3/8 .53 1-1/8 | 1-1/8
— 1JC58-10-10 1-14 5/8 3.05 1-3/8 .53 1-1/8 | 1-1/8
1JC55-10-12 | 1JC58-10-12 1-14 3/4 3.15 1-3/8 .53 1-1/8 | 1-1/8
1JC55-12-8 — 1-3/16-12 | 1/2 3.00 1-7/16 57 1-1/4 | 1-3/8
1JC55-12-10 | 1JC58-12-10 | 1-3/16-12 | 5/8 3.10 1-7/16 .57 1-1/4 | 1-3/8
1JC55-12-12 1JC58-12-12 | 1-3/16-12 | 3/4 3.20 1-7/16 .57 1-1/4 | 1-3/8
1JC55-16-16 | 1JC58-16-16 | 1-7/16-12 | 1 3.74 1-1/2 .58 1-1/2 | 1-5/8
— 1JC58-20-16 [ 1-11/16-12| 1 3.78 1-9/16 .59 1-5/8 | 1-3/8
Construction: Steel.
Add “C” for Stainless Steel.
1J055/1J058 Male Seal-Lok™ Rigid Straight (with Buna N 0-ring)
ISO 12151-1-S
Part Part Thread Hose A Cutoff Allow. H
Number Number Size 1.D. B Hex
0 55 Series 58 Series inch | mm | inch | mm | inch | mm | inch (mm)
1J055-4-4 — 9/16-18 1/4 2.20 1-1/16 5/8
. 1J055-4-4-SM — 9/16-18 1/4 2.20 1-1/16 (17)
1J055-6-6 1J058-6-6 11/16-16 3/8 2.53 1-1/8 3/4
1J055-6-6-SM | 1J058-6-6-SM | 11/16-16 3/8 2.47 1-1/8 (19)
1J055-8-6 — 13/16-16 3/8 2.62 1-1/4 7/8
1J055-8-6 -SM — 13/16-16 3/8 2.62 1-1/4 (24)
1J055-8-8 1J058-8-8 13/16-16 172 2.75 1-1/4 15/16
1J055-8-8 -SM| 1J058-8-8-SM | 13/16-16 172 2.75 1-1/4 (24)
Construction: Steel.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-25
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> Hose

55/58 Series Permanent

1J155/1J158 Female Seal-Lok™ Swivel 90° Elbow Long Drop
ISO 12151-1-SWEL90

00 Tubing
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, Equipment
& Accgessgrie%

Toolin

n

@ General Technical

—B—f
H
I
Ny
Part Part Thread Hose A Cutoff Allow. E H J
Number Number Size I.D. B Hex | Hex
# | # |- © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
1J155-4-3 — 9/16-18 | 3/16 2.30 1-5/16 1.80 9/16 | 11/16
1J155-4-4 — 9/16-18 | 1/4 2.45 1-5/16 1.80 9/16 | 11/16
1J155-6-6 1J158-6-6 11/16-16 | 3/8 2.94 1-3/4 213 11/16 | 13/16
1J155-8-6 — 13/16-16 | 3/8 2.94 1-5/8 2.52 3/4 | 15/16
1J155-8-8 1J158-8-8 13/16-16 | 1/2 3.21 1-11/16 2.52 7/8 | 15/16
— 1J158-10-10 1-14 5/8 3.35 1-11/16 2.76 1-1/16| 1-1/8
1J155-12-12 | 1J158-12-12 | 1-3/16-12 | 3/4 3.86 2-1/8 3.78 1-1/8 | 1-3/8
1J155-16-16 | 1J158-16-16 | 1-7/16-12 | 1 4.42 2-3/8 4.50 1-3/8 | 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
™ -
1J755/1J758 Female Seal-Lok™ Swivel 45° Elbow
1ISO 12151-1-SWE45
Part Part Thread Hose A Cutoff Allow. H J
Number Number Size 1.D. B E Hex | Hex
# | # =] © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
1J755-4-4 1J758-4-4 9/16-18 | 1/4 2.66 1-1/2 0.41 5/8 | 11/16
1J755-6-4 — 11/16-16 | 1/4 2.74 1-5/8 0.43 5/8 | 13/16
1J755-6-6 1J758-6-6 11/16-16 | 3/8 2.98 1-5/8 0.43 3/4 |13/16
1J755-8-6 — 13/16-16 | 3/8 3.23 1-15/16 0.59 3/4 | 15/16
1J755-8-8 1J758-8-8 13/16-16 | 1/2 3.43 1-15/16 0.59 7/8 | 15/16
— 1J758-10-10 1-14 5/8 3.56 1-7/8 0.65 1-1/16| 1
1J755-12-12 | 1J758-12-12 | 1-3/16-12 | 3/4 3.67 2 0.81 1-1/8 | 1-3/8
1J755-16-16 | 1J758-16-16 | 1-7/16-12 | 1 5.10 2-7/8 0.94 1-3/8 | 1-5/8

Construction: Steel.
Add “C” for Stainless Steel.

E-26

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

For detailed ordering information, please consult price list or contact Parflex® Division.
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1J955/1J958 Female Seal-Lok™ Swivel 90° Elbow Short Drop

IS0 12151-1-SWES90

55/58 Series Permanent

E
L H
J
Part Part Thread Hose A Cutoff Allow. H J
Number Number Size 1.D. B E Hex | Hex
# | # |= © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
1J955-4-4 — 9/16-18 | 1/4 2.49 1-3/8 0.82 5/8 | 11/16
1J955-6-4 — 11/16-16 | 1/4 2.59 1-7/16 0.90 5/8 | 13/16
1J955-6-5 — 11/16-16 | 5/16 2.66 1-1/2 0.90 5/8 | 13/16
1J955-6-6 1J958-6-6 11/16-16 | 3/8 2.85 1-1/2 0.91 3/4 |13/16
1J955-8-6 13/16-16 | 1/2 3.15 1-5/8 1.14 3/4 | 15/16
— 1J958-8-8 13/16-16 | 1/2 3.15 1-5/8 1.14 7/8 | 15/16
— 1J958-10-10 1-14 5/8 3.26 1-5/8 1.27 1-116| 1
1J955-12-12 | 1J958-12-12 | 1-3/16-12 | 3/4 3.82 2-1/8 1.85 1-3/8 | 1-3/8
1J955-16-16 | 1J958-16-16 | 1-7/16-12 | 1 5.03 2-15/16 2.21 1-3/8 | 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
1TU55/1TU58 Universal Inch Tube Stub End
F——
R::
f—C—
H
Part Part Diameter Hose A Cutoff Allow. H
Number Number R I.D. B Hex
55 Series 58 Series inch inch | mm | inch | mm | inch | mm | inch | mm | inch
1TU55-4-4 1TU58-4-4 1/4 1/4 2.60 1-1/2 0.72 5/8
1TU55-6-6 1TU58-6-6 3/8 3/8 2.91 1-1/2 0.78 3/4
1TU55-8-8 1TU58-8-8 1/2 1/2 3.35 1-13/16 1.03 7/8
1TU55-12-12 | 1TU58-12-12 3/4 3/4 3.66 1-15/16 1.03 1-1/8
1TU55-16-16 | 1TU58-16-16 1 1 4.41 2-3/16 1.29 1-3/8

Construction: Steel.
Add “C” for Stainless Steel.

NOTE: Use with A-Lok & CPI nuts, sleeves and adapters. These components are manufactured by Parker’s Instrumentation
Connectors Division. Refer to catalogs 4230 & 4233 for additional information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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| — i

55/58 Series Permanent

1AL55/1AL58 A-LOK® Compression (With Nut and Ferrule)

1UT55/1UT58 Male Rigid (JIS)/BSPT

——B—

H

E-28

Construction: Steel.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Part Thread | Tube | Hose A Cutoff Allow. | H J
Number Number Size 0.D. I.D. B Hex | Hex
# | # - 0O © OO
55 Series 58 Series inch |inch | mm [inch | mm | inch | mm | inch | inch
1AL55-4-4 1AL58-4-4 7/16-20 1/4 1/4 2.16 11/16 5/8 | 9/16
1AL55-6-6 1AL58-6-6 9/16-20 | 3/8 3/8 2.56 13/16 3/4 | 11/16
1AL55-8-8 1AL58-8-8 3/4-20 1/2 1/2 2.81 3/4 15/16 | 7/8
Construction: 316 Stainless nipple and shell.
NOTE: Nut part No. is XNUX or XNUX-316 for stainless steel.
Front ferrule part No. is XFFX or XFFX-316 for stainless steel.
Back ferrule part No. is XBFX or XBFX-316 for stainless steel.
X denotes dash size.
Nuts and Ferrules are Manufactured by the Instrumentation Products Division. Refer to Catalog 4300
for additional information.
Part Part Thread Hose A Cutoff Allow. | H
Number Number Size 1.D. B Hex
# | # | | © O
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm
1UT55-4-3 — PT 1/4-19 3/16 2.20 1-1/4 19
1UT55-4-4 — PT 1/4-19 1/4 2.36 1-1/4 19
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1FU55/1FU58 (JIS)/BSP 30° Flare Female Swivel

1SO 228-1

55/58 Series Permanent

1SO 228-1

J H

Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size I.D. B Hex | Hex
# | # |~ © OO
55 Series 58 Series inch | mm |inch | mm | inch | mm | mm | mm
1FU55-4-4 1FU58-4-4 PF1/4-19 | 1/4 2.48 1-9/16 19 19
1FU55-6-6 1FU58-6-6 PF3/8-19 | 3/8 2.88 1-11/16 22 22
1FU55-8-8 1FU58-8-8 PF1/2-14 | 1/2 3.27 1-7/8 27 27
1FU55-12-12 | 1FU58-12-12 | PF3/4-14 | 3/4 3.58 1-3/16 36 36
1FU55-16-16 | 1FU58-16-16 | PF1-11 1 4.22 1-3/8 41 41
Construction: Steel.
Add “C” for Stainless Steel.
o .
1GU55/1GU58 (JIS)/BSP 60° Cone Female Swivel
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex
# | # |- © OO
55 Series 58 Series inch | mm |inch | mm | inch | mm | mm | mm
1GU55-4-4 — PF1/4-19 | 1/4 2.44 1-1/4 19 19
1GU55-6-6 1GU58-6-6 PF 3/8-19 | 3/8 2.76 1-3/8 22 22
1GU55-8-8 — PF1/2-14 | 1/2 3.24 1-11/16 27 27
1GU55-12-12 — PF 3/4-14 | 3/4 3.46 1-13/16 27 36
Construction: Steel.
Add “C” for Stainless Steel.
. ° .
1MU55/1MU58 (JIS) Metric 30° Flare Female Swivel
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex
# | # |~ © OO
55 Series 58 Series inch | mm |inch | mm | inch | mm | mm | mm
1MU55-4-4 — M14x1,5 | 1/4 2.41 1-5/16 19 19
1MU55-4-6 — M14x15 | 3/8 2.75 1-3/8 19 19
1MU55-6-6 — M18x1,5 | 3/8 2.86 1-1/2 22 24
1MU55-8-8 — M22x1,5 | 1/2 3.19 1.63 27 27
Construction: Steel.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
E-29
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55/58 Series Permanent

1G155/1G158 (JIS)/BSP 60° Cone Female Swivel 45° Elbow

IS0 228-1

Part Part Thread Hose A Cutoff Allow. E J

Number Number Size I.D. B Hex
# | # |=] © O

55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm | mm

1G155-4-4 — PF1/4-19 | 1/4 3.30 2-3/16 079 | 20 19

1G155-6-6 — PF3/8-19 | 3/8 3.48 2-1/8 0.82 | 21 22

1G155-8-8 — PF1/2-14 | 1/2 427 2-11/16 1.16 | 30 27

Construction: Steel.
Add “C” for Stainless Steel.
1G255/1G258 (JIS)/BSP 60° Cone Female Swivel 90° Elbow
IS0 228-1
A
B—

i Part Part Thread Hose A Cutoff Allow. £ J

Number Number Size 1.D. B Hex
B | # | # =] O O

e 55Series | 58 Series inch | mm |[inch | mm | inch | mm | inch | mm | mm
1G255-4-4 — PF1/4-19 | 1/4 2.57 1-7/16 0.94 19

16255-6-6 — PF3/8-19 | 3/8 3.06 1-9/16 1.50 22

1G255-8-8 — PF1/2-14 | 1/2 3.26 1-11/16 1.81 27

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-30 m Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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(Without O-ring) SO 8434-1

55/58 Series Permanent

(With 0-ring) 1ISO 12151-2-SWS

o

D
(93]
o
- - - T
1C655/1C658 Female Metric Swivel DIN 20078 Heavy Series A
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size I.D. B Hex | Hex
# | # |- © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm | mm
10655-8-3 — M16x1,5 | 3/16 2.25 1-3/8 19 19 =
10655-10-4 10658-10-4 | M18x1,5 | 1/4 2.50 1-3/8 19 22 =)
10655-12-5 — M20x1,5 | 5/16 2.57 1-7/16 24 24 B
1C655-14-6 — M22x15 | 3/8 3.02 1-5/8 27 27
1C655-16-8 1C658-16-8 | M24x1,5 | 1/2 3.19 1-5/8 27 30
10655-20-12 — M30x2 | 3/4 3.46 1-11/16 36 36
— 10658-25-12 | M36x2 3/4 3.64 1-7/8 4 46 -
[95)
Construction: Steel. £
Add “C” for Stainless Steel. zé’
BE
S
O
C
s
2
2
g
. . . =
1C955/1C958 Female Metric Swivel DIN 20078 Heavy Series D
Part Part Thread Hose A Cutoff Allow. | H J
Number Number Size 1.D. B Hex | Hex -
Lo
e
#  # |- OO e
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm | mm LA
10955-8-3 — M16x1,5 | 3/16 2.15 1-1/4 19 19 E
10955-10-4 10958-10-4 | M18x1,5 | 1/4 2.46 1-5/16 19 22
10955-12-5 10958-12-5 | M20x1,5 | 5/16 2.54 1-7/16 24 24
1C955-14-6 10958-14-6 | M22x1,5 | 3/8 2.95 1-9/16 27 27
1€955-16-8 10958-16-8 | M24x1,5 | 1/2 3.18 1-9/16 24 30 E
10955-20-12 | 1C958-20-12 | M30x2 | 3/4 3.33 1-9/16 36 36 %5
10955-25-12 | 10958-25-12 | M36x2 | 3/4 3.55 1-13/16 4 46 T3
SDB
Construction: Steel. %é(%
) Lo
Add “C” for Stainless Steel. F
8
kS
2
=
[«B}
)
(&)
For detailed ordering information, please consult price list or contact Parflex® Division. m G
E-31
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1D055/1D058 Male Stud DIN 20078 Light Series

55/58 Series Permanent

ISO 8434-1
Part Part Thread Hose A Cutoff Allow. | H
Number Number Size 1.D. B Hex
- # | # | © O
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm
1D055-6-3 — M12x1,5 | 3/16 1.93 1 15
H 1D055-8-4 — M14x15 | 1/4 217 1 19
1D055-10-5 — M16x1,5 | 5/16 2.28 1 19
1D055-12-5 — M18x1,5 | 5/16 2.32 1-1/16 22
1D055-10-6 | 1D058-10-6 | M16x1,5 | 3/8 2.52 1 22
1D055-12-6 | 1D058-12-6 | M18x1,5 | 3/8 2.52 1-1/16 22
1D055-15-8 | 1D058-15-8 | M22x1,5 | 1/2 2.80 1-3/16 27
1D055-18-12 — M26x1,5 | 3/4 3.03 1-3/16 32
— 1D058-22-12 | M30x2 3/4 3.11 1-1/4 36
— 1D058-28-16 36x2 1 3.54 1-1/4 4
Construction: Steel.
Add “C” for Stainless Steel.
1D255/1D258 Male Stud DIN 20078 Heavy Series
IS0 8434-1
Part Part Thread Hose A Cutoff Allow. | H
Number Number Size 1.D. B Hex
| A
B—] # # w @ O
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm
1D255-10-4 | 1D258-10-4 | M18x1,5 | 1/4 2.28 1-1/8 22
H 1D255-12-5 — M20x 1,5 | 5/16 2.44 1-3/16 24
1D255-12-6 — M20x1,5 | 3/8 2.64 1-3/16 24
1D255-14-6 | 1D258-14-6 | M22x1,5 | 3/8 2.72 1-1/4 27
1D255-16-8 | 1D258-16-8 | M24x1,5 | 1/2 2.87 1-1/4 27
1D255-20-12 | 1D258-20-12 | M30x2 | 3/4 3.19 1-5/16 36
— 1D258-25-12 | M36x2 3/4 3.27 1-3/8 4
— 1D258-30-16 | M42x2 1 3.90 1-3/8 46

E-32

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1D955/1D958 Male BSPP - Rigid

1SO 228-1

55/58 Series Permanent

e
0

H

ISO 8434-1

R/l

Part Part Thread Hose A Cutoff Allow. | H
Number Number Size I.D. B Hex
# | # - ©O O
55 Series 58 Series inch | mm | inch | mm | inch | mm | mm
1D955-4-4 — PF1/4-19 | 1/4 2.30 1-1/8 19
1D955-6-6 — PF3/8-19 | 3/8 2.52 1-1/16 22
1D955-8-8 — PF1/2-14 | 1/2 2.87 1-1/4 27
= 1D958-16-16 | PF1-11 1 3.74 1-3/8 41
Construction: Steel.
Add “C” for Stainless Steel.
NOTE: When used in a port, a bonded seal must be used. Purchase from Parker’s Tube Fittings Division.
Ref. P/N D9DT-SIZE.
11D55/11D58 Metric Standpipe Light Series
Part Part Diameter Hose A Cutoff Allow. C H
Number Number R I.D. B Hex
# # O © O
55 Series 58 Series | mm | inch | inch | mm |inch | mm | inch | mm |[inch | mm | mm
11D55-6-3 — 6 3/16 2.37 1-7/16 0.87 14
11D55-8-4 — 8 1/4 2.64 1-1/2 0.87 17
11D55-10-5 — 10 5/16 2.76 1-7/16 0.91 17
11D55-10-6 11D58-10-6 10 3/8 2.95 1-9/16 0.91 19
11D55-12-6 — 12 3/8 3.15 1-3/4 1.02 19
11D55-15-8 11D58-15-8 15 1/2 3.23 1-11/16 0.98 22
11D55-18-12 | 11D58-18-12 | 18 3/4 3.66 1-7/8 0.98 30
11D55-22-12 | 11D58-22-12 | 22 3/4 3.66 1-7/8 1.10 30
11D55-28-16 | 11D58-28-16 | 28 1 421 1-5/16 1.18 36
Construction: Steel.
Add “C” for Stainless Steel.
NOTE: Mates with Parker’s Tube Fittings Division EO “L” Series Adapters.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-33
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13D55/13D58 Metric Standpipe Heavy Series

ISO

8434-1

Part Part Diameter Hose A Cutoff Allow. C H
Number Number R 1.D. B Hex
# # | O © O
55 Series | 58 Series | mm | inch | inch [ mm | inch | mm | inch | mm |inch | mm | mm
13D55-8-3 — 8 3/16 2.45 1-1/2 0.94 14
13D55-10-4 — 10 1/4 2.80 1-11/16 0.94 17
13D55-12-5 — 12 5/16 2.86 1-11/16 1.02 17
13D55-12-6 — 12 3/8 3.05 1-11/16 1.02 19
13D55-14-6 — 14 3/8 3.17 1-13/16 1.02 19
13D55-16-8 — 16 1/2 3.44 1-7/8 1.18 22
Construction: Steel.
Add “C” for Stainless Steel.
NOTE: Mates with Parker’s Tube Fittings Division EO “S” Series Adapters.
19255/19258 Female BSP Parallel Pipe Swivel Straight (s0° cone)
Part Part Thread Hose A Cutoff Allow. C H| J
Number Number Size 1.D. B Hex | Hex
# | # |~ © OO
55 Series 58 Series inch | mm | inch | mm | inch | mm |inch | mm [ mm | mm
19255-4-3 — PF1/4-19 | 3/16 2.01 1-1/16 0.22 17 | 19
19255-4-4 19258-4-4 | PF1/4-19 | 1/4 2.20 1-1/16 0.22 17 | 19
19255-6-5 — PF 3/8-19 | 5/16 2.25 1-1/16 0.26 19 | 22
19255-6-6 19258-6-6 | PF3/8-19 | 3/8 2.44 1-1/16 0.26 19 | 22
19255-8-8 19258-8-8 | PF1/2-14 | 1/2 2.78 1-3/16 0.28 24 | 27
19255-12-12 | 19258-12-12 | PF 3/4-14 | 3/4 3.06 1-5/16 0.36 32 | 32
19255-16-16 | 19258-16-16| PF1-11 1 372 1-1/2 0.44 36 | 41

E-34

Bﬂ Aﬁ

55/58 Series Permanent

Construction: Steel.
Add “C” for Stainless Steel.
NOTE: When measuring overall length to the end of the nut, B+C dimensions must be used to calculate cut-off allowance.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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55/58 Series Permanent

1B155/1B158 Female BSP Parallel Pipe Swivel 45° Elbow
(60° Cone) 1SO 228-1

> Hose

A
.734-(
[
E
J
Part Part Thread Tube Hose Cutoff Allow. E J
Number Number Size 0.D. I.D. B Hex
# | # |-~ O © O
55 Series 58 Series inch | mm |inch | mm |inch | mm | inch | mm |inch | mm

1B155-4-4 — PF1/4-19 | 1/4 1/4 3.03 1-7/8 61 19
1B155-6-5 — PF3/8-19 | 3/8 5/16 3.60 2-1/4 67 22
1B155-6-6 — PF 3/8-19 | 3/8 3/8 3.60 2-1/4 67 22
1B155-8-8 — PF1/2-14 | 1/2 1/2 4.28 2-11/16 .79 27

Construction: Steel.

Add “C” for Stainless Steel.

1B255/1B258 Female BSP Parallel Pipe Swivel 90° Elbow

(60° Cone) 1SO 228-1

A
B—
0
E
J
Part Part Thread Tube Hose Cutoff Allow. E J
Number Number Size 0.D. 1.D. B Hex
#  # |- O] © O
55 Series 58 Series inch | mm | inch | mm | inch | mm | inch | mm |inch | mm
1B255-4-4 — PF1/4-19 | 1/4 1/4 2.39 1-1/4 1.14 19
1B255-6-5 — PF 3/8-19 | 3/8 5/16 2.72 1-3/8 1.34 22
1B255-6-6 — PF 3/8-19 | 3/8 3/8 2.81 1-1/2 1.37 22
1B255-8-8 — PF1/2-14 | 1/2 1/2 3.27 1-9/16 1.57 27
1B255-10-8 — PF5/8-14 | 1/2 1/2 3.28 1-11/16 1.89 30
1B255-12-12 — PF 3/4-14 | 3/4 3/4 4.20 2-7/16 2.54 36

Construction: Steel.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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56 Series Permanent

3
~| 56 Series Visual Index
ggﬁ“”er Pipe - E?g’?dale Taper Pipe - Male (JIC) 37° Rigid - Male SAE 45° Rigid - g"_"ﬂrﬁengsmhread
o E-37 E-37 E-38 E-38 E-39
2
S . o Female SAE 45° M FM Swivel 24° M FM Swivel 24°
E SAE (JIC) 37° SW‘Ve‘- Female Pipe Swivel - Swivel - O-ring 45° Elb. Lt. - O-ring 90° Elb. Lt.
METRIC METRIC
200 | =T e
. E-39 E-40 E-40 E-49 E-49
(93]
o
£ SAE Flareless o FM JIC 37° Swivel FM JIC 37° Swivel
=g . Swivel . Male Pipe Swivel . Male [JIC) 37° Long . 45° Elbow . 90° ELb. Short Drop
=
EES
S

E-40 E-41 E-41 E-42

Female JIC 37° . - SAE Male Inverted
Swivel 90° Elbow-Lg . MBanjo Union . Swivel 45° Elbow

METRIC

FM BSP Parallel
Pipe Swivel Str.

SAE Male Inverted
Swivel 90° Elbow

E-43 E-44 E-43 E-43

A-Lok Compression Female BSP Pipe Swivel Female BSP Pipe Swivel
P ! 45° Elb. (60° Cone) 90° Elb. (60° Cone)
M I

M FM Swivel Nut
Light

FM BSP Swivel 90° Elb.
Block Type (60° Cone)

O Transportation
O

METRIC

@%

E-49 E-50 E-51 E-51
M FM Swivel 45° M FM Swivel 90° M FM Swivel DIN M FM Swivel DIN M FM Swivel 24° Lt.
Elbow Lt. Elbow Lt. 20078 HW w/o 0-ring 20078 HW O-ring 0-ring
METRIC METRIC METRIC METRIC METRIC
f@ . n @- [

i<
£
28 E-52 E-53 E-53 E-54
g2

=8 M FM Swivel 24° M FM Swivel 24° M Male Stud DIN Male BSPP - Str.
Eg 0-ring 45° Elb. . Oring 90° Elb. . 20078 Lt. . M Male Stud 247 Lt. . (40° Cone)
o
Lo METRIC METRIC METRIC METRIC METRIC

E-55 E-55 E-56 E-56 E-57

8

=

[&]

s}

=

5]

[

D

&)

G For detailed ordering information, please consult price list or contact Parflex® Division.

E-36 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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56 Series Permanent

D
3
I
A
/ Male Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™
1J0 Rigid Str. w/O-ring 11 90° Elbow Long 1J2 30° Elbow 1J5 90° Elbow Med. 1J7 45° Elbow
56 Series
il J ] J J i ]
PERMANENT
E-46 E-46 E-46 E-47 E-47 =
£
Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™ Female JIC 37° Universal Inch Tube =
1J9 90° Elbow Short 1JC Str. Swivel Short 1Js Straight 1L9 Swivel 90° Elb. Med. 1TU Stub End E
[ — DZ I
E-45 E-45 E-44 E-48 >
3
=
£
=i
o
10156 Male Taper Pipe Rigid c
Part Thread Hose A Cutoff Allow. H
Number Size 1.D. B Hex
# PORARARNS @ O‘ 5
inch [ mm | inch [ mm | inch | mm inch £
o
10156-2-3 1/8-27 3/16 5 1.60 41 7/8 22 9/16 §
10156-4-3 1/4-18 3/16 5 1.82 46 1-1/8 28 9/16 B
10156-4-4 1/4-18 1/4 6 2.09 53 1-1/8 28 9/16
10156-4-6 1/4-18 3/8 10 2.16 58 1-3/16 30 11/16
10156-6-6 3/8-18 3/8 10 2.16 55 1-3/16 30 3/4
10156-8-8 1/2-14 12 13 2.55 65 1-7/16 37 7/8
10156-12-10 3/4-14 5/8 16 2.88 73 1-9/16 40 1-1/8 )
[92]
10156-12-12 3/4-14 3/4 19 2.97 5 1-5/8 41 1-1/16 §§
= o
10156-16-16 1-11-1/2 1 25 3.76 96 1-7/8 48 1-3/8 ""EUJ
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
. . S
10256 Female Taper Pipe Rigid Sg
TS
Ll oo
Part Thread Hose A Cutoff Allow. H 28
Number Size I.D. B Hex ‘S
=
—— # || © O F
t i inch [ mm | inch | mm | inch | mm | inch
\_H 10256-4-4 1/4-18 1/4 6 1.99 51 1 25 11/16
Construction: Steel.
Add “C” for Stainless Steel. E
kS
@
=
[«B}
)
(&>}
For detailed ordering information, please consult price list or contact Parflex® Division. G
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-37
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10356 Male (JIC) 37° - Rigid

56 Series Permanent

10456 Male SAE 45° - Rigid

E-38

T (-

=

Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
# o] O O
inch [ mm | inch | mm | inch | mm | inch
10356-4-3 716-20 | 316 | 5 | 1.83 | 46 | 1-1/8 | 28 9/16
10356-4-4 7/16-20 1/4 6 | 210 | 53 |1-1/8| 28 9/16
10356-5-4 1/2-20 1/4 6 | 210 | 53 |1-1/8| 28 9/16
10356-6-4 9/16-18 1/4 6 | 214 | 54 [1-3/16| 30 11/16
10356-6-5 9/16-18 | 516 | 8 | 222 | 5 |1-3/16| 30 11/16
10356-5-6 1/2-20 38 | 10 | 214 | 54 | 1-1/8| 28 5/8
10356-6-6 9/16-18 38 | 10 | 215 | 55 |[1-3/16| 30 5/8
10356-8-6 3/4-16 38 | 10 | 225 | 57 |1-1/4| 32 13/16
10356-8-8 3/4-16 172 | 13 | 240 | 61 |1-5/16| 33 7/8
10356-10-8 7/8-14 172 | 13 | 260 | 66 | 1-1/2| 38 15/16
10356-12-10 | 1-1/16-12 | 5/8 | 16 | 297 | 75 | 1-5/8 | 42 1-1/8
10356-12-12 | 1-1/16-12 | 3/4 | 19 | 3.07 | 78 | 1-3/4 | 44 1-1/8
10356-16-16 | 1-5/16-12 1 25 | 366 | 93 | 1-3/4 | 44 1-3/8
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
# |mee © O
inch | mm | inch | mm | inch | mm | inch
10456-4-3 716-20 | 316 | 5 | 171 | 43 1 25 9/16
10456-5-4 1/2-20 1/4 6 | 211 | 54 | 1-1/8 | 28 9/16
10456-6-5 5/8-18 | 516 | 8 | 218 | 55 [1-3/16| 30 | 11/16
10456-6-6 5/8-18 172 | 13 | 216 | 55 |1-3/16| 30 | 11/16
10456-6-8 5/8-18 172 | 13 | 237 | 60 | 1-1/4 | 32 3/4
10456-8-8 3/4-16 172 | 13 | 025 | 64 | 1-3/8 | 35 7/8
10456-12-12 | 1-1/16-14 | 3/4 | 19 | 311 | 79 | 1-3/4 | 44 | 1-1/8

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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10556 Male Straight Thread O-ring

(BUNA N O-ring included)

56 Series Permanent

Part Thread Hose Cutoff Allow. H
Number Size I.D. B Hex
g i inch [ mm | inch | mm | inch | mm | inch
H 10556-4-3 7/16-20 | 3/16 4 1.61 41 15/16 | 24 9/16
10556-6-3 9/16-18 | 3/16 4 1.64 42 15/16 | 24 11/16
10556-4-4 7/16-20 | 1/4 6 1.84 | 47 7/8 22 9/16
10556-5-4 1/2-20 1/4 6 1.84 | 47 7/8 22 5/8
10556-6-4 9/16-18 1/4 6 1.91 49 | 15/16 | 24 11/16
10556-4-5 7/16-20 | 5/16 8 1.91 49 7/8 22 5/8
10556-5-5 1/2-20 5/16 8 1.91 49 7/8 22 5/8
10556-6-6 9/16-18 3/8 10 1.95 50 15/16 | 24 11/16
10556-8-6 3/4-16 3/8 10 1.98 50 1 25 7/8
10556-8-8 3/4-16 1/2 12 (221 | 5 | 1-1/8| 28 7/8
10556-10-8 7/8-14 1/2 12 | 228 | 58 |1-3/16| 30 1
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
10656 SAE (JIC) 37° Swivel
Part Thread Hose Cutoff Allow. H J
Number Size I.D. B Hex Hex
# | © OO
inch | mm | inch | mm | inch | mm | inch inch
10656-3-3 3/8-24 | 3/16 5 191 | 49 |[1-3/16 | 30 1/2 1/2
10656-4-3 7/16-20 | 3/16 5 178 | 45 | 1-1116 | 27 9/16 9/16
10656-5-3 1/2-20 3/16 5 1.84 47 1-1/8 28 9/16 5/8
10656-2-4 3/8-24 1/4 6 1.98 | 50 1 25 1/2 7/16
10656-4-4 7/16-20 | 1/4 6 205 | 52 | 1-1116 | 27 9/16 9/16
10656-5-4 1/2-20 1/4 6 212 | 54 | 1-1/8 | 28 9/16 5/8
10656-6-4 9/16-18 | 1/4 6 214 | 54 | 1-3/16 | 30 11/16 9/16
10656-4-5 7/16-20 | 5/16 8 210 | 53 | 1-1/16 | 27 9/16 9/16
10656-5-5 1/2-20 | 5/16 8 221 | 56 |1-3/16 | 30 5/8 5/8
10656-6-5 9/16-18 | 5/16 8 223 | 57 |1-3/16 | 30 5/8 11/16
10656-4-6 7/16-20 3/8 10 2.09 53 1-1/8 28 9/16 9/16
10656-5-6 1/2-20 3/8 10 2.23 57 1-1/4 32 5/8 5/8
10656-6-6 9/16-18 | 3/8 10 [ 222 5 | 1-1/4 | 32 11716 | 11/16
10656-8-6 3/4-16 3/8 10 | 237 | 60 | 1-3/8 | 35 11/16 7/8
10656-6-8 9/16-18 | 1/2 13 | 242 | 61 | 1-5/16 | 33 3/4 11/16
10656-8-8 3/4-16 1/2 13 | 254 | 64 | 1-716 | 36 13/16 7/8
10656-10-8 7/8-14 1/2 13 | 264 | 67 | 1-1/2 | 38 7/8 1
10656-8-10 3/4-16 5/8 16 | 273 | 69 | 1-716 | 36 15/16 7/8
10656-10-10 7/8-14 5/8 16 | 299 | 76 |1-11716| 43 15/16 1
10656-12-10 | 1-1/16-12 | 5/8 16 | 3.06 | 78 | 1-3/4 | 44 | 1-1/16 | 1-1/4
10656-10-12 7/8-14 3/4 19 | 288 | 73 1-1/2 | 38 | 1-1/16 1
10656-12-12 | 1-1/16-12 | 3/4 19 | 3.06 | 78 1-3/4 | 44 | 1-116 | 1-1/4
10656-16-12 | 1-5/16-12 | 3/4 19 | 327 | 83 |1-15/16| 49 1-1/4 | 1-1/2
10656-16-16 | 1-5/16-12 | 1 25 | 3.81 | 97 |1-15/16| 49 1-3/8 | 1-1/2
10656-20-16 | 1-5/8-12 1 25 | 396 | 101 | 2-1/16 | 52 1-5/8 2

Construction: Steel.

Add “C” for Stainless Steel.

Note: Metric hex parts are available upon request. Sizes -4, -5, -8 and -10 incorporate a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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10756 Female Pipe Swivel

56 Series Permanent

Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex Hex
: # © OO
- B PPN
1+ I inch | mm | inch | mm | inch | mm | inch | inch
W 10756-4-4 1/4-18 | 1/4 | 6 |203| 52 [1-116]| 27 9/16 11/16
10756-4-5 1/4-18 | 516 | 8 |209| 53 [1-1/16]| 27 9/16 11/16
10756-6-6 3/8-18 | 3/8 | 10 | 213 | 54 | 1-1/8 | 28 11/16 7/8
10756-8-8 1/2-14 | 1/2 | 13 | 240 | 61 [1-5/16| 33 7/8 1
10756-12-12 | 3/4-14 | 3/4 | 19 298| 76 | 1-5/8 | 41 | 1-116 | 1-1/4
10756-16-16 | 1-11-1/2 | 1 25 | 374 95 | 1-7/8 | 48 1-3/8 | 1-1/2
Construction: Steel.
Add “C” for Stainless Steel.
° .
10856 Female SAE 45° Swivel
Part Thread Hose A Cutoff Allow. H J
Number Size I.D. B Hex Hex
A L
== #H =] © OO
45 h
%J inch | mm [inch | mm | inch | mm | inch | inch
J “H 10856-6-4 5/8-18 | 1/4 | 6 |219| 56 | 1-1/4 | 32 11/16 3/4
10856-6-5 5/8-18 |5M16| 8 |228| 58 | 1-1/4 | 32 11/16 3/4
10856-6-6 5/8-18 | 3/8 | 10 | 236 | 60 | 1-3/8 35 11/16 3/4
10856-12-12 | 1-1/16-14 | 3/4 | 19 |3.06 | 78 | 1-3/4 | 44 | 1-1/16 | 1-1/4
Construction: Steel.
Add “C” for Stainless Steel.
11256 SAE Flareless Swivel
Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
A
_— #H | OO
i inch | mm |inch | mm | inch | mm | inch | inch
% 11256-6-4 9/16-18 | 1/4 | 6 |214| 54 |1-3/16| 30 |11/16 | 9/16
11256-6-6 9/16-18 | 3/8 | 10 [222| 56 | 1-1/4 | 32 |11/16 | 11/16
11256-8-6 3/4-16 | 3/8 | 10 | 237 | 60 | 1-3/8 | 35 |[11/16| 7/8

Construction: Steel.
Add “C” for Stainless Steel.

E-40

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd



http://parker.com/pfd

56 Series Permanent

11356 Male Pipe Swivel

Part Thread Hose A Cutoff Allow. J
Number Size I.D. B Hex

BA # w@ O

SIS
' inch | mm | inch | mm | inch mm inch
ﬁ - 11356-2-3 1/8-27 3/16 2.85 2-1/8 5/8
11356-4-3 1/4-18 3/16 2.59 1-7/8 5/8
11356-4-4 1/4-18 | 1/4 2.95 2 5/8
11356-4-5 1/4-18 | 5/16 2.95 1-15/16 5/8
11356-6-6 3/8-18 | 3/8 3.06 2-1/16 3/4
11356-8-6 1/2-14 | 3/8 3.24 2-1/4 7/8
11356-8-8 1/2-14 | 1/2 3.37 2-1/4 7/8
11356-12-12 | 3/4-14 | 3/4 3.71 2-3/8 1-1/4
11356-16-16 | 1-11-1/2 | 1 4.64 2-3/4 1-1/2

Construction: Steel.
Add “C” for Stainless Steel.
NOTE: For use with petroleum based fluids.

WARNING: Fittings allow minor movement to relieve stress on hose but are not recommended
for continued or extensive swiveling. Not recommended for use in CNG applications.

13E56 Male (JIC) 37° Long

Part Thread Hose A Cutoff Allow. H

Number Size 1.D. B Hex

g A # || © O
i inch | mm | inch | mm | inch mm inch

H 13E56-4-4 7/16-20 | 1/4 2.80 1-13/16 5/8
13E56-6-5 9/16-18 | 5/16 2.97 1-15/16 3/4

13E56-6-6 9/16-18 | 3/8 2.97 2 7/8

13E56-8-8 3/4-16 1/2 3.24 2-1/8 7/8

Construction: Steel.
Add “C” for Stainless Steel.

NOTE: Bulkhead Locknut sold separately. WLN Locknuts are manufactured by the Tube Fittings
Division. Refer to Catalog 4300 for additional information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-41
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13756 Female JIC 37° Swivel 45° Elbow

56 Series Permanent

Part Thread Hose A Cutoff Allow. J
Number Size I.D. B E Hex
# |wen © O
inch | mm | inch | mm inch mm | inch | mm inch
13756-4-3 716-20 | 316 | 5 | 1.93 | 49 | 1-1/4 | 32 | .39 | 10 9/16
13756-4-4 7/16-20 | 1/4 6 | 219 | 56 | 1-1/4 | 32 | .39 | 10 9/16
13756-5-4 1/2-20 1/4 6 | 246 | 62 | 1-1/2 | 38 | .39 | 10 5/8
13756-6-4 9/16-18 | 1/4 6 | 224 | 57 | 1-1/4 | 32 | 43 | 11 11/16
13756-6-5 9/16-18 | 516 | 8 | 253 | 64 | 1-1/2 | 38 | 43 | 11 11/16
13756-6-6 9/16-18 | 3/8 | 10 | 257 | 65 | 1-9/16 | 40 | .43 | 11 11/16
13756-8-6 3/4-16 38 | 10 276 | 70 | 1-3/4 | 44 | 59 | 15 7/8
13756-8-8 3/4-16 12 | 13 | 272 | 69 | 1-5/8 | 41 59 | 15 7/8
13756-10-8 7/8-14 12 | 13 | 287 | 73 | 1-3/4 | 45 | 63 | 16 1
13756-10-10 | 7/8-14 58 | 16 | 323 | 83 2 50 | .63 | 16 1
13756-12-10 | 1-1/16-12 | 5/8 | 16 | 3.74 | 95 2.40 61 83 | 21 1-1/4
13756-12-12 | 1-1/16-12 | 3/4 | 19 | 4.03 | 102 |2-11/16| 68 | .83 | 21 1-1/4
13756-16-16 | 1-5/16-12 | 1 25 | 453 | 115 | 2.63 67 | .94 | 24 | 1-1/2
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
13956 Female JIC 37° Swivel 90° Elbow Short Drop
Part Thread Hose A Cutoff Allow. J
Number Size I.D. B E Hex
# | 2| © O
inch | mm | inch { mm | inch | mm | inch | mm | inch
13956-4-3 7/16-20 316 | 5 | 175 | 44 1116 27 | .83 | 21 9/16
13956-4-4 7/16-20 1/4 6 | 201 | 51 |1-116| 27 | .83 | 21 9/16
13956-5-4 1/2-20 1/4 6 | 201 | 51 |1-116| 27 | .83 | 21 9/16
13956-6-4 9/16-18 1/4 6 | 201 | 51 |1-1716 | 27 | 91 23 | 1116
13956-6-5 9/16-18 516 | 8 | 214 | 54 | 1-1/8 | 28 | .91 23 | 1116
13956-6-6 9/16-18 38 | 10 | 222 | 56 | 1-1/4 | 32 | 91 23 | 1116
13956-8-6 3/4-16 3/8 | 10 | 255 | 65 |1-9/16 | 40 | 1.14 | 29 7/8
13956-8-8 3/4-16 172 | 13 | 248 | 63 | 1-3/8 | 35 | 114 | 29 7/8
13956-10-8 7/8-14 172 | 13 | 260 | 66 | 1-1/2 | 38 | 1.26 | 32 1
13956-10-10 7/8-14 58 | 16 | 3.08 | 78 | 1-3/4 | 45 | 1.26 | 32 1
13956-12-10 1-1/16-12 58 | 19 | 339 | 8 |2-1/16 | 52 | 1.89 | 48 | 1-1/4
13956-12-12 1-1/16-12 3/4 | 19 | 3.89 | 99 |2-9116 | 65 | 1.89 | 48 | 1-1/4
13956-16-16 1-5/16-12 1 25 | 450 | 114 | 260 | 66 | 220 | 56 | 1-1/2

E-42

Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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14156 Female JIC 37° Swivel 90° Elbow Long Drop

56 Series Permanent

Part Thread Hose A Cutoff Allow. J
Number Size 1.D. B E Hex
parsle # | © O
\ % inch | mm | inch | mm | inch | mm | inch | mm | inch
£ 14156-4-3 7/16-20 3/16 1.73 1-1/16 1.81 9/16
l 14156-4-4 7/16-20 1/4 2.01 1-1/16 1.81 9/16
14156-5-4 1/2-20 1/4 2.01 1-1/16 1.81 5/8
J 14156-6-4 9/16-18 1/4 2.01 1-1/16 213 11/16
14156-6-5 9/16-18 5/16 214 1-1/8 213 11/16
14156-6-6 9/16-18 3/8 2.22 1-1/4 213 11/16
14156-8-6 3/4-16 3/8 2.22 1-1/4 2.52 7/8
14156-8-8 3/4-16 1/2 2.48 1-3/8 2.52 7/8
14156-10-8 7/8-14 1/2 2.48 1-3/8 2.76 1
14156-12-12 | 1-1/16-12 | 3/4 3.59 2-1/4 3.78 1-1/4
14156-16-16 | 1-5/16-12 1 4.36 2-1/2 4.49 1-1/2
Construction: Steel.
Add “C” for Stainless Steel.
16756 SAE Male Inverted Swivel 45° Elbow
Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
A
: # | © O
* (i . . . . .
e Z g ] inch | mm | inch | mm | inch | mm | inch | mm | inch
*—‘ A 16756-6-6 5/8-18 3/8 10 2.90 74 1-3/4 44 .94 24 5/8
/
J Construction: Steel.
Add “C” for Stainless Steel.
H o
16956 SAE Male Inverted Swivel 90° Elbow
Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
A
- g # OO @ C)‘
a
7 = ] inch | mm | inch | mm | inch | mm | inch | mm | inch
E 16956-6-6 5/8-18 3/8 10 1.65 42 1-9/16 40 1.70 43 5/8
i J Construction: Steel.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-43
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1L956 Female JIC 37° Swivel 90° Elbow Medium Drop

56 Series Permanent

Part Thread Hose A Cutoff Allow. J
Number Size .D. B E Hex
— # |z O O
7 T—FE)’—J inch | mm | inch | mm | inch | mm | inch | mm | inch
E 1L956-4-3 716-20 | 3/16 5 1.75 44 (1116 | 27 1.26 32 9/16
J 1L956-4-4 7/16-20 1/4 6 2.01 51 (1116 | 27 1.26 32 9/16
1L956-5-4 1/2-20 1/4 6 2.01 50 | 1-116 | 27 1.26 32 5/8
1L956-6-5 9/16-18 | 5/16 8 2.14 54 [ 1-1/8 | 28 1.50 38 11/16
1L956-6-6 9/16-18 3/8 10 2.22 56 1-1/4 32 1.50 38 11/16
1L956-8-6 3/4-16 3/8 10 2.22 56 1-1/4 32 1.61 41 7/8
1L956-8-8 3/4-16 1/2 13 2.48 63 1-3/8 35 1.61 41 7/8
1L956-10-8 7/8-14 1/2 13 2.48 63 1-3/8 35 1.85 47 1
1L956-12-12 | 1-1/16-12 | 3/4 19 3.89 99 [2-916| 65 2.28 58 1-1/4
1L956-16-16 | 1-5/16-12 1 25 436 | 111 2-1/2 63 2.80 71 1-1/2
Construction: Steel.
Add “C” for Stainless Steel.
14956 - Banjo Union
DIN 7642
Part Diameter Hose A Cutoff Allow.
Number R I.D. B
: # ] ©
= B—
/_) i 'i.\v'j'Tg h mm mm | inch | mm | inch | mm | inch
\\\\i/’i ilg\u 14956-14-3 14 5 3/16 49 1.93 31 1.22
14956-12-4 12 6 1/4 50 1.97 25 1.50
14956-14-4 14 6 1/4 56 2.20 32 1.26
14956-12-5 12 8 5/16 54 213 29 1.14
14956-14-5 14 8 5/16 53 2.09 27 1.06
14956-16-6 16 10 3/8 58 2.28 33 1.30
14956-17-6 17 10 3/8 55 217 29 1.14
Construction: Steel.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-44 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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56 Series Permanent

1JS56 Female Seal-Lok™ Straight
1SO 12151-1-SWSB

Part Thread Hose A Cutoff Allow. H J
Number Size 1.D. B

- # | © e

0 g ] inch | mm | inch [ mm | inch | mm | inch inch
W 1J556-4-3 9/16-18 | 3/16 1.89 48 1 1-3/16 | 30 9/16 11/16
1JS56-4-4 9/16-18 | 1/4 6 | 217 | 51 | 1-316 | 30 9116 | 11/16
1JS56-6-4 11/16-16 | 1/4 6 | 224 | 57 | 1-1/4 | 32 | 1116 | 13/16
1JS56-6-5 11/16-16 | 516 | 8 | 229 | 58 | 1-1/4 | 32 | 11/16 | 13/16
1JS56-6-6 11/16-16 | 3/8 | 10 | 228 | 58 | 1-5/16 | 33 | 11/16 | 13/16
1J556-8-6 13/16-16 | 3/8 10 2.40 61 1-7/16 | 36 13/16 15/16
1JS56-6-8 11/16-16 | 1/2 13 2.40 61 1-5/16 | 33 3/4 13/16
1JS56-8-8 13/16-16 | 1/2 | 13 | 252 | 64 | 1-3/8 | 35 | 13/16 | 15/16

($)]

> Hose

00 Tubing

1JS56-10-8 1-14 1/2 13 | 268 | 68 | 1-9/16 | 40 15/16 1-1/8
1JS56-10-10 1-14 5/8 16 292 | 74 1-5/8 4 15/16 1-1/8
1JS56-12-12 | 1-3/16-12 | 3/4 19 | 317 | 81 |1-13/16| 46 1-1/8 1-3/8
1JS56-16-16 | 1-7/16-12 1 25 | 376 | 96 1-7/8 48 1-3/8 1-5/8

Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.

1JC56 Female Seal-Lok™ Straight - Swivel - Short

ISO 12151-1-SWSA

Part Thread Hose A Cutoff Allow. C H J
Number Size I.D. B Hex Hex
# | O OO
inch | mm |inch | mm | inch | mm [inch | mm | inch inch

1JC56-4-3 9/16-18 |[3/16| 5 |1.58 | 40 7/8 22 .32 8 9/16 11/16
1JC56-4-4 9/16-18 1/4 6 1.86 | 47 7/8 22 .32 8 9/16 11/16
1JC56-6-4 11/16-16 | 1/4 6 [1.90| 48 | 15/16 24 .34 9 11/16 13/16
1JC56-4-5 9/16-18 [ 516 | 8 |1.81 | 46 | 13/16 21 .32 8 11/16 11/16
1JC56-6-5 11/16-16 [ 516 | & |1.95| 49 15/16 24 .34 9 11/16 13/16
1JC56-4-6 9/16-18 | 3/8 | 10 |1.91 | 48 15/16 24 .32 8 5/8 11/16
1JC56-6-6 11/16-16 | 3/8 | 19 | 1.89 | 48 7/8 22 .34 9 11/16 13/16
1JC56-8-6 13/16-16 | 3/8 | 10 | 2.00 | 51 1 25 43 | 11 13/16 15/16
1JC56-8-8 13/16-16 | 1/2 13 (213 | 54 1 25 43 11 13/16 15/16
1JC56-10-8 1-14 12 13 1230 | 58 | 1-3/16 30 48 12 15/16 1-1/8
1JC56-10-10 1-14 5/8 | 16 | 248 | 63 | 1-3/16 30 A8 | 12 15/16 1-1/8
1JC56-12-10 | 1-3/16-12 | 5/8 | 16 [ 2.61 | 66 | 1-5/16 33 55 | 14 1-1/8 1-3/8
1JC56-10-12 1-14 34 | 19 | 250| 64 | 1-3/16 30 48 12 1-1/8 1-1/8
1JC56-12-12 | 1-3/16-12 | 3/4 | 19 | 254 | 65 | 1-3/16 30 .55 14 1-1/8 1-3/8
1JC56-16-16 | 1-7/16-12 | 1 25 321 82 | 1-5/16 33 56 | 14 1-3/8 1-5/8

Construction: Steel.

Add “C” for Stainless Steel.

Note: Metric hex parts are available upon request.

For detailed ordering information, please consult price list or contact Parflex® Division.
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-45
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> Hose

1J056 Male Seal-Lok™ Rigid Straight w/0-ring

1S0 12151-1-S

56 Series Permanent

00 Tubing

Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
el i inch | mm | inch | mm | inch | mm | inch
U—&j&; 1J056-4-4 9/16-18 | 1/4 1.93 15/16 5/8
1J056-6-4 11/16-16 | 1/4 2.01 1-1/16 3/4
1J056-6-6 11/16-16 | 3/8 1.98 1 3/4
1J056-8-6 13/16-16 | 1/2 2.16 1-3/16 7/8
1J056-8-8 13/16-16 | 1/2 2.18 1-1/16 7/8

Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
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1J156 Female Seal-Lok™ Swivel 90° Elbow Long Drop

IS0 12151-1-SWEL90

=

Part Thread Hose A Cutoff Allow. E J
Number Size I.D. B Hex
# || © O
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J156-4-3 9/16-18 | 3/16 1.89 1-3/16 1.81 11/16
1J156-4-4 9/16-18 | 1/4 2.09 1-1/8 1.81 11/16
1J156-6-4 11/16-16 | 1/4 2.09 1-1/8 213 13/16
1J156-6-6 11/16-16 | 3/8 2.22 1-1/4 2.13 13/16
1J156-8-6 13/16-16 | 3/8 2.22 1-1/4 2.52 15/16
1J156-8-8 13/16-16 | 1/2 248 1-3/8 2.52 15/16
1J156-12-12 | 1-3/16-12 | 3/4 3.59 2-1/4 3.78 1-3/8
1J156-16-16 | 1-7/16-12 | 1 4.36 2-1/2 4.49 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
™ - o
1J256 Female Seal-Lok™ Swivel 30° Elbow
Part Thread Hose A Cutoff Allow. E J
Number Size I.D. B Hex
# | © O
inch { mm | inch | mm | inch | mm | inch [ mm | inch
1J256-8-8 13/16-16 | 1/2 2.84 1-11/16 43 15/16

E-46

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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56 Series Permanent

1J556 Female Seal-Lok™ Swivel 90° Elbow Medium Drop

IS0 12151-1-SWEM90

IS0 12151-1-SWEA45

P —

Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
# | O O
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J556-4-3 9/16-18 | 3/16 1.89 1-3/16 1.26 11/16
1J556-4-4 9/16-18 1/4 2.14 1-1/8 1.26 11/16
1J556-6-4 11/16-16 1/4 2.14 1-3/16 1.50 13/16
1J556-6-5 11/16-16 | 5/16 2.28 1-1/4 1.50 13/16
1J556-6-6 11/16-16 | 3/8 2.22 1-1/4 1.50 13/16
1J556-8-6 13/16-16 | 3/8 2.22 1-1/4 1.61 15/16
1J556-8-8 13/16-16 1/2 2.48 1-3/8 1.61 15/16
1J556-10-8 1-14 1/2 2.48 1-3/8 1.85 1-1/8
1J556-10-10 1-14 5/8 2.83 1-1/2 1.85 1-1/8
1J556-12-12 | 1-3/16-12 | 3/4 3.59 2-1/4 2.28 1-3/8
1J556-16-16 | 1-7/16-12 1 4.36 2-1/2 2.80 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
1J756 Female Seal-Lok™ Swivel 45° Elbow
Part Thread Hose A Cutoff Allow. J
Number Size 1.D. B E Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J756-4-3 9/16-18 | 3/16 2.00 1-5/16 .39 11/16
1J756-4-4 9/16-18 1/4 2.25 1-1/4 .39 11/16
1J756-6-4 11/16-16 | 1/4 2.27 1-5/16 43 13/16
1J756-6-5 11/16-16 | 5/16 2.32 1-3/8 43 13/16
1J756-4-6 9/16-18 3/8 2.25 1-1/4 .39 11/16
1J756-6-6 11/16-16 | 3/8 2.35 1-3/8 43 13/16
1J756-8-6 13/16-16 | 3/8 2.54 1-9/16 .59 15/16
1J756-8-8 13/16-16 | 1/2 272 1-5/8 .59 15/16
1J756-10-10 1-14 5/8 3.27 2 .63 1-1/8
1J756-12-12 | 1-3/16-12 | 3/4 4.03 2-11/16 .83 1-3/8
1J756-16-16 | 1-7/16-12 1 4.53 2.63 .94 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-47
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1J956 Female Seal-Lok™ Swivel 90° Elbow Short Drop

ISO 12151-1-SWES90

56 Series Permanent

Part Thread Hose A Cutoff Allow. J
Number Size I.D. B E Hex
# | © O
inch | mm | inch [ mm | inch | mm | inch | mm | inch
1J956-4-3 9/16-18 | 3/16 1.89 1-3/16 83 11/16
1J956-4-4 9/16-18 | 1/4 2.14 1-1/8 83 11/16
1J956-6-4 11/16-16 | 1/4 2.14 1-3/16 91 13/16
1J956-6-5 11/16-16 | 5/16 2.28 1-1/4 91 13/16
1J956-6-6 11/16-16 | 3/8 2.22 1-1/4 91 13/16
1J956-8-6 13/16-16 | 3/8 2.22 1-1/4 1.14 15/16
1J956-8-8 13/16-16 | 1/2 2.48 1-3/8 1.14 15/16
1J956-10-8 1-14 1/2 2.48 1-3/8 1.26 1-1/8
1J956-10-10 1-14 5/8 3.08 1-3/4 1.26 1-1/8
1J956-12-12 | 1-3/16-12 | 3/4 3.89 2-9/16 1.89 1-3/8
1J956-16-16 | 1-7/16-12 | 1 4.50 2.60 2.20 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
Note: Metric hex parts are available upon request.
1TUS6 Universal Inch Tube Stub End
Part Diameter Hose A Cutoff Allow. c H
Number R 1.D. B Hex
5 # O] © O
q inch inch | mm | inch [ mm | inch | mm | inch | mm | inch
—C— 1TU56-4-4 1/4 1/4 2.35 1-3/8 72 5/8
1TU56-6-4 3/8 1/4 2.41 1-7/16 78 11/16
1TU56-6-6 3/8 3/8 2.46 1-7/16 78 3/4
1TU56-8-8 1/2 1/2 2.68 1-9/16 1.03 3/4
1TU56-12-12 3/4 3/4 2.88 1-9/16 1.03 1
1TU56-16-16 1 1 4.03 1-7/8 1.03 1-1/4
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Construction: Steel.
Add “C” for Stainless Steel.

Note: Use with A-Lok & CPI nuts, sleeves and adapters. These components are manufactured by Parker’s
Instrumentation Connectors Division. Refer to catalogs 4230 & 4233 for additional information.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-48 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1AL56 A-LOK® Compression (With Nut and Ferrule)

56 Series Permanent

Light Series, 1SO 12151-2

——

A

B |
s mﬁ
§//v/ [

Light Series, 1ISO 12151-2

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Tube Hose A Cutoff Allow. | H J
Number Size 0.D. I.D. B Hex | Hex
# = © | © OO
inch | mm |inch | mm [inch | mm | inch | mm | inch | inch
1AL56-4-4 716-20 | 1/4 6 1/4 6 191 49 5/8 16 | 9/16 | 9/16
1AL56-6-6 9/16-20 | 3/8 10 | 3/8 | 10 [2.09 | 53 | 1116 | 17 |11/16 | 11/16
1AL56-8-8 3/4-20 1/2 13 | 3/8 | 10 [ 221 | 56 5/8 16 7/8 7/8
Construction: 316 Stainless nipple and shell.
NOTE: Nut part No. is XNUX or XNUX-316 for stainless steel.
Front ferrule part No. is XFFX or XFFX-316 for stainless steel.
Back ferrule part No. is XBFX or XBFX-316 for stainless steel.
X denotes dash size.
. - o - . o
10C56 - Metric Female Swivel 24° With 0-ring 45° Elbow
Part Thread Hose A Cutoff Allow. E J
Number Size 1.D. B Hex
# | © O
mm | inch | mm | inch | mm | inch [ mm | inch | mm
10C56-6-3 M14x1.5 | 5.0 58 40 16 17
10C56-8-3 M16x1.5 5 59 41 18 19
10C56-10-4 M18x1.5 6 64 40 17 22
10C56-12-5 M20x1.5 8 69 43 17 24
10C56-12-6 M20x1.5 10 75 49 20 24
10C56-16-8 M24x1.5 13 80 51 23 30
Construction: Steel.
Add “C” for Stainless Steel.
H H o H H o
11C56 - Metric Female Swivel 24° With 0-ring 90° Elbow
Part Thread Hose A Cutoff Allow. E J
Number Size I.D. B Hex
# |~ © O
mm | inch | mm | inch | mm | inch [ mm | inch | mm
11C56-8-3 M16x1.5 5 48 30 29 19
11C56-10-4 M18x1.5 53 29 32 22
11C56-12-5 M20x1.5 8 65 39 34 24
11C56-12-6 M20x1.5 10 63 38 37 24
11C56-16-8 M24x1.5 13 68 40 45 30
Construction: Steel.
Add “C” for Stainless Steel.
For detailed ordering information, please consult price list or contact Parflex® Division. m
E-49
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@ General Technical

19256 Female BSP Parallel Pipe Swivel Straight

(60° Cone)

Part Thread Hose Cutoff Allow.
Number Size 1.D. B
# DEANAAANY @
mm | inch | mm | inch | mm | inch
19256-4-3 G1/4 5 | 316 | 35 | 138 | 17 | 067
19256-2-4 G1/8 6 14 | 43 | 169 | 18 | 0.71
19256-4-4 G1/4 6 1/4 | 42 | 165 | 17 | 067
19256-6-4 G3/8 6 1/4 | 45 | 177 | 20 | 0.79
19256-4-5 G 1/4 8 | 5716 | 47 | 185 | 21 | 083
19256-6-5 G3/8 8 | 516 | 46 | 181 | 20 | 0.79
19256-6-6 G3/8 10 | 3/8 | 46 | 181 | 21 | 083
19256-8-6 G1/2 10 | 3/8 | 48 | 177 | 23 | 091
19256-6-8 G3/8 13 | 1/2 | 53 | 209 | 25 | 098
19256-8-8 G1/2 13 | 1/2 | 51 | 201 | 23 | 091
19256-10-8 G5/8 13 | 1/2 | 49 | 193 | 22 | 087
19256-12-12 G 3/4 19 | 3/4 | 60 | 236 | 26 | 1.02
19256-16-16 G1 25 1 74 | 291 | 26 | 1.02

Construction: Steel.
Add “C” for Stainless Steel.

56 Series Permanent

1B156 - Female BSP Parallel Pipe Swivel 45° Elbow

(60° Cone) IS0 228-1

E-50

Part Thread Hose E Cutoff Allow. | J
Number Size I.D. B Hex
# || © O

mm | inch | mm | inch | mm | inch | mm | inch | mm

1B156-4-3 G1/4 5 3/16 | 57 | 224 | 15 | 059 | 39 |[1.542] 19
1B156-4-4 G1/4 6 1/4 62 | 244 | 15 | 059 | 38 | 1.50 | 19
1B156-6-5 G3/8 8 516 | 65 | 256 | 17 | 067 | 39 [ 154 | 22
1B156-6-6 G3/8 10 3/8 67 | 264 | 17 | 067 | 42 | 165 | 22
1B156-8-8 G1/2 13 1/2 77 | 303 | 20 | 079 | 48 | 189 | 27
1B156-12-12 G3/4 19 3/4 99 | 390 | 25 | 1.00 | 65 | 256 | 32
1B156-16-16 G1 25 1 127 | 500 | 31 | 122 | 79 | 311 | M

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1B256 - Female BSP Parallel Pipe Swivel 90° Elbow

(60° Cone) ISO 228-1

(60° Cone) ISO 228-1

)
f%

56 Series Permanent

Part Thread Hose E Cutoff Allow. | J
Number Size 1.D. B Hex
# | © O
mm | inch | mm | inch | mm | inch | mm | inch | mm
1B256-4-3 G1/4 5 48 28 30 19
1B256-4-4 G1/4 6 53 28 29 19
1B256-4-5 G1/4 8 56 34 30 19
1B256-6-5 G 3/8 8 55 30 30 22
1B256-6-6 G 3/8 10 60 33 31 22
1B256-8-8 G1/2 13 70 40 42 27
1B256-12-12 G 3/4 19 92 52 58 32
1B256-16-16 G1 25 125 68 77 41
Construction: Steel.
Add “C” for Stainless Steel.
: o
1B456 - Female BSP Swivel 90° Elbow Block Type
Part Thread Hose Cutoff Allow. J
Number Size I.D. B Hex
# || © O
mm | inch | mm | inch | mm | inch | mm | inch | mm
1B456-4-4 G1/4 6 47 22 22 19
1B456-6-6 G3/8 10 52 27 25 22
1B456-8-8 G1/2 13 58 29 29 27
Construction: Steel.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-51

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Series b6

m Fittings

Tooling, Equipment

M g Accessories

@) General Technical


http://parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series 56

, Equipment
& Acc%ssgrie%

Toolin

n

@ General Technical

1C356 - Metric Female Swivel Nut

Light Series, 24°/60°

56 Series Permanent

Part Thread Hose Cutoff Allow. | J
. Number Size 1.D. B Hex
° # |z O O
%j ] mm | inch | mm | inch | mm | inch | mm
#p 1C356-6-3 M12x1.5 5 | 316 | 37 | 146 | 20 | 079 | 14
) 1C356-8-4 M14x1.5 | 6 /4 | 44 | 173 | 20 | 079 | 17
1C356-10-4 | M16x1.5 | 6 /4 | 45 | 177 | 21 | 083 | 19
1C356-10-5 | M16x1.5 | 8 | 5/16 | 46 | 1.81 | 20 | 079 [ 19
1C356-12-5 | M18x15 | 8 | 516 | 47 | 185 | 21 | 083 | 22
1C356-10-6 | M16x1.5 | 10 | 3/8 | 46 | 1.81 | 21 | 083 | 19
1C356-12-6 | M18x1.5 | 10 | 3/8 | 47 | 185 | 21 | 083 | 22
1C356-15-6 | M22x1.5 | 10 | 3/8 | 46 | 181 | 21 | 083 | 27
1C356-15-8 | M22x1.5 | 13 | 1/2 | 50 | 1.97 | 21 | 083 | 27
1C356-18-10 | M26x1.5 | 16 | 58 | 57 | 224 | 25 | 098 | 32
1C356-18-12 | M26x1.5 | 19 | 3/4 | 58 | 228 | 24 | 094 | 32
10356-22-12 | M30x2 19 | 3/4 | 60 | 236 | 27 | 106 | 36
Construction: Steel.
Add “C” for Stainless Steel.
1C456 - Metric Female Swivel 45° Elbow
Light Series, 24°/60°
Part Thread Hose Cutoff Allow. J
Number Size 1.D. B Hex
# |z © O
mm | inch | mm | inch | mm | inch | mm | inch | mm
10456-6-3 Mi2x1.5 | 5 | 3/16 | 57 | 224 | 40 | 157 | 16 | 063 | 14
10456-8-4 M14x1.5 | 6 14 | 60 | 236 | 36 | 142 | 14 | 055 | 17
10456-10-5 | M16x1.5 | 8 | 5/16 | 62 | 244 | 37 | 146 [ 15 | 059 | 19
10456-10-6 | M16x1.5 | 10 | 3/8 | 67 | 264 | 41 | 161 | 17 | 067 | 19
10456-12-6 | M18x1.5 | 10 | 3/8 | 72 | 283 | 47 | 185 | 18 | 071 | 22
10456-15-8 | M22x1.5 | 13 | 1/2 | 76 | 299 | 48 | 189 | 19 | 075 | 27

E-52

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1C556 - Metric Female Swivel 95° Elbow

Light Series, 24°/60°

56 Series Permanent

Part Thread Hose Cutoff Allow. J
Number Size 1.D. B Hex
H | @ S
mm | inch | mm | inch | mm | inch | mm | inch | mm
1C556-6-3 M12x1.5 5 3/16 | 48 | 189 | 30 | 118 | 30 | 118 | 14
1C556-8-4 M14x1.5 6 1/4 53 | 209 | 28 | 110 | 26 | 1.02 | 17
1C556-10-4 | M16x1.5 6 1/4 53 [ 209 | 28 | 110 | 27 | 106 | 19
1C556-12-5 | M18x1.5 8 5/16 | 58 | 228 | 33 | 130 | 34 | 134 | 22
1C556-10-6 | M16x1.5 | 10 3/8 63 | 248 | 38 | 150 | 33 | 130 | 19
1C556-12-6 | M18x1.5 | 10 3/8 63 | 248 | 38 | 150 | 34 | 134 | 22
10556-15-8 | M22x1.5 | 13 1/2 72 | 283 | 44 | 173 | 39 | 154 | 27
1C556-18-12 | M26x1.5 | 19 3/4 87 | 343 | 53 | 209 | 52 | 205 | 32
Construction: Steel.
Add “C” for Stainless Steel.
1C656 Female Metric Swivel DIN 20078
Heavy Series (Without 0-ring) 1SO 8434-1
Part Thread Hose Cutoff Allow. | J
A | Number Size 1.D. B Hex
§ | # | © O
E D mm | inch | mm | inch | mm | inch | mm
jb 10656-8-3 M16x1.5 5 3/16 | 38 | 150 | 20 | 079 | 19
J 1C656-10-4 | M18x1.5 6 1/4 47 | 185 | 22 | 087 | 22
10656-12-5 | M20x1.5 8 516 | 50 | 197 | 24 | 094 | 24
10656-12-6 | M20x1.5 | 10 3/8 49 | 193 | 24 | 094 | 24
10656-14-6 | M22x15 | 10 3/8 49 | 193 | 23 | 089 | 27
10656-16-8 | M24x15 | 10 1/2 53 | 209 | 25 | 098 | 30
10656-20-12 | M30x2 13 3/4 61 | 240 | 27 | 106 | 36

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1C956 Female Metric Swivel DIN 20078
Heavy Series, (With 0-ring) 1ISO 12151-2-SWS

56 Series Permanent

Part Thread Hose Cutoff Allow. | J
A ‘ Number Size I.D. B Hex
Bl | # == © O

£ [ mm | inch | mm | inch | mm | inch | mm

jﬁ; 10956-8-3 M16x1.5 5 | 316 | 41 | 161 | 23 | 091 | 19

J 10956-8-4 M16x1.5 6 /4 | 48 | 189 | 23 | 091 | 19

10956-10-4 M18x1.5 6 14 | 48 | 189 | 23 | 091 | 22

10956-12-4 M20x1.5 6 14 | 48 | 189 | 24 | 094 | 24

10956-10-5 M18x1.5 8 | 516 | 49 | 193 | 23 | 091 | 22

10956-12-5 M20x1.5 8 | 516 | 50 | 197 | 24 | 094 | 24

10956-12-6 M20x1.5 10 | 3/8 | 49 | 193 | 24 | 094 | 24

10956-14-6 M22x1.5 10 | 3/8 | 49 | 193 | 24 | 094 | 27

10956-16-8 M24x1.5 13 | 1/2 | 56 | 217 | 27 | 106 | 30

1£956-20-12 M30x2 19 | 3/4 | 65 | 256 | 31 | 122 | 36

10956-25-12 M36x2 19 | 3/4 | 66 | 260 | 32 | 130 | 46

Construction: Steel.
Add “C” for Stainless Steel.
1CA56 - Metric Female Swivel 24° With 0-ring
Light Series, ISO 12151-2-SWS

Part Thread Hose Cutoff Allow. | J

Number Size 1.D. B Hex
A
I # || O )

f 0 mm | inch | mm | inch | mm | inch | mm
d 7 1CA56-6-3 M12x1.5 5 | 316 | 40 | 157 | 22 | 087 | 14
1CA56-6-4 M12x1.5 6 14 | 48 | 189 | 24 | 094 | 14

J 1CA56-8-4 M14x1.5 6 1/4 | 47 | 185 | 23 | 091 [ 17

1CA56-10-4 M16x1.5 6 14 | 47 | 185 | 22 | 087 | 19

1CA56-12-4 M18x1.5 6 14 | 47 | 185 | 22 | 087 | 22

1CA56-10-5 M16x1.5 8 | 516 | 48 | 189 | 22 | 087 | 19

1CA56-12-5 M18x1.5 8 | 516 | 48 | 189 | 22 | 087 | 22

1CA56-10-6 M16x1.5 10 | 3/8 | 48 | 189 | 22 | 087 | 19

1CA56-12-6 M18x1.5 10 | 3/8 | 48 | 189 | 22 | 087 | 22

1CA56-15-6 M22x1.5 10 | 3/8 | 50 | 197 | 25 | 098 | 27

1CA56-12-8 M18x1.5 13 1/2 | 53 | 2.09 | 27 | 1.06 [ 22

1CA56-15-8 M22x1.5 13 1/2 | 53 | 2.09 | 25 | 098 [ 27

1CA56-18-8 M26x1.5 13 1/2 | 53 | 209 | 25 | 098 | 32

1CA56-18-10 | M26x1.5 16 | 5/8 | 60 | 236 | 26 | 102 | 32

1CA56-18-12 | M26x1.5 19 | 3/4 | 60 | 236 | 26 | 102 | 32

1CA56-22-12 M30x2 19 | 3/4 | 62 | 244 | 28 | 110 | 36

1CA56-28-16 M36x2 25 1 77 | 303 | 28 | 110 | 4

@ General Technical

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-54 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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56 Series Permanent

1CE56 - Metric Female Swivel 24° With 0-ring 45° Elbow
Light Series, 1SO 12151-2-SWE45

> Hose

Part Thread Hose Cutoff Allow. J
Number Size I.D. B Hex
H | @ O
mm | inch [ mm | inch | mm | inch | mm | inch | mm
1CE56-6-3 Mi2x15 | 5 | 3/16 | 58 | 228 | 40 | 157 | 17 | 067 | 14
1CE56-8-4 Mi14x15 | 6 1/4 | 65 | 256 | 40 | 157 | 18 | 071 | 17
1CE56-10-4 | M16x1.5 | 6 14 | 62 | 244 | 38 | 150 | 16 | 063 | 19
1CE56-10-5 | M16x15 | 8 | 516 | 72 | 283 | 46 | 181 [ 18 | 071 | 19
1CE56-10-6 | M16x1.5 | 10 | 3/8 | 75 | 295 | 50 | 197 | 19 | 075 | 19
1CE56-12-6 | M18x15 | 10 | 3/8 | 73 | 287 | 48 | 189 | 19 | 075 | 22
1CE56-15-8 | M22x1.5 | 13 12 | 78 | 307 | 50 | 197 | 22 | 087 | 27
1CE56-18-10 | M26x1.5 | 16 | 58 | 89 | 350 | 56 | 220 | 24 | 094 | 32
1CE56-18-12 | M26x1.5 | 19 | 3/4 | 101 | 3.74 | 67 | 264 | 27 | 1.06 | 32
1CE56-22-12 | M30x2 19 | 3/4 | 100 | 394 | 66 | 260 | 26 | 1.02 | 36
1CE56-28-16 | M36x2 25 1 133 | 527 | 8 | 335 | 33 | 130 | 41
Construction: Steel.
Add “C” for Stainless Steel.
1CF56 - Metric Female Swivel 24° With O-ring 90° Elbow
Light Series, ISO 12151-2-SWE90
Part Thread Hose Cutoff Allow. E J
Number Size I.D. B Hex
H e @ S
mm | inch | mm | inch | mm | inch | mm | inch | mm
1CF56-6-3 M12x1.5 5 | 316 | 48 | 189 | 30 | 118 | 30 | 118 | 14
1CF56-6-4 M12x1.5 6 16 | 53 | 209 | 29 | 114 | 33 | 130 | 14
1CF56-8-4 M14x1.5 6 16 | 55 | 217 | 30 | 118 | 29 | 114 | 17
1CF56-10-4 | M16x1.5 6 16 | 55 | 247 | 31 | 122 | 29 | 114 | 17
1CF56-10-5 | M16x1.5 8 | 516 | 66 | 260 | 40 | 157 | 29 | 114 | 19
1CF56-12-5 | M18x1.5 8 | 516 | 65 | 256 | 40 | 157 | 30 | 118 | 22
1CF56-10-6 | M16x1.5 | 10 | 3/8 | 64 | 252 | 39 | 154 | 37 | 146 | 19
1CF56-12-6 | M18x1.,5 | 10 | 3/8 | 63 | 248 | 38 | 150 | 35 | 1.38 | 22
1CF56-15-8 | M22x1.,5 | 13 | 1/2 | 68 | 268 | 40 | 157 | 43 | 169 | 27
1CF56-18-10 | M26x1.5 | 16 | 5/8 | 79 | 311 | 45 | 177 | 52 | 2.05 | 32
1CF56-22-12 | M30x2 19 | 3/4 | 91 | 358 | 57 | 224 | 55 | 217 | 36
1CF56-28-16 | M36x2 25 1 122 | 50 74 | 291 | 71 | 280 | #

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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@ General Technical

1D056 - Male Stud DIN 20078
Light Series, 1S0 8434-1

56 Series Permanent

1D256 - Metric Male Stud 24°
Light Series, 1S0O 12151-2

E-56

Part Thread Hose Cutoff Allow. | H
Number Size 1.D. B Hex
# | © O
mm | inch | mm | inch | mm | inch | mm
1D056-6-3 M12x1.5 5 316 | 41 | 161 | 23 | 091 12
1D056-6-4 M12x1.5 6 1/4 48 | 189 | 23 | 0.91 12
1D056-8-4 M14x1.5 6 1/4 47 | 185 | 23 | 091 | 14
1D056-10-5 | M16x1.5 8 516 | 50 | 1.97 | 24 | 094 | 17
1D056-12-5 | M18x1.5 8 516 | 52 | 2.05 | 26 | 1.02 | 19
1D056-10-6 | M16x1.5 | 10 3/8 50 | 197 | 24 | 094 | 17
1D056-12-6 | M18x1.5 | 10 3/8 50 | 197 | 24 | 094 | 19
1D056-15-6 | M22x1.5 | 10 3/8 52 | 205 | 27 | 106 | 22
1D056-15-8 | M22x1.5 | 13 1/2 55 | 216 | 27 | 106 | 22
1D056-18-10 | M26x1.5 | 16 5/8 64 | 252 | 30 | 118 | 27
1D056-22-12 | M30x2 19 3/4 68 | 268 | 34 | 134 | 30
1D056-28-16 | M36x2 25 1 82 | 323 | 34 | 134 | 36
Construction: Steel.
Add “C” for Stainless Steel.
Part Thread Hose Cutoff Allow. | H
Number Size I.D. B Hex
# | © O
mm | inch | mm | inch [ mm | inch | mm
1D256-8-3 M16x1.5 5 3/16 | 42 | 165 | 25 | 098 | 17
1D256-10-4 | M18x1.5 6 1/4 52 | 205 | 27 | 106 | 19
1D256-10-5 | M18x1.5 8 516 | 53 | 209 | 27 | 1.06 [ 19
1D256-12-5 | M20x1.5 8 516 | 53 | 209 | 27 | 1.06 [ 22
1D256-12-6 | M20x1.5 | 10 3/8 53 | 2.09 | 27 | 106 | 22
1D256-14-6 | M22x1.5 | 10 3/8 57 | 2.24 | 31 122 | 22
1D256-16-6 | M24x1.5 | 10 3/8 57 | 224 | 31 122 | 24
1D256-16-8 | M24x1.5 | 13 1/2 60 | 236 | 31 122 | 24
1D256-20-12 | M30x2 19 3/4 72 | 283 | 38 | 150 | 32

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1D956 Male BSPP - Straight

(60° Cone) IS0 228-1

Part Thread Hose Cutoff Allow. | H
Number Size I.D. B Hex
# || © O

mm | inch | mm | inch | mm | inch | mm

1D956-4-3 G1/4 5 44 27 19
1D956-4-4 G1/4 6 52 27 19
1D956-6-5 G3/8 8 53 27 22
1D956-6-6 G3/8 10 53 28 22
1D956-8-8 G1/2 13 60 32 27
1D956-12-12 G3/4 19 75 4 32
1D956-16-16 G1 25 91 42 4

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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Male Taper Pipe Female SAE (JIC) . FM (JIC) 37° FM (JIC) 37° Swivel
101 | po ™" 106 | 375l 113 | Vate Pipe Swivel |37 | gyiveile etbow | 189 | 90° Elbow Short
57 Series
PERMANENT ﬁ: %:
E-58 E-58 E-59 E-59 E-59
1J7 Elesg\»NLokW 45° 1J9 Elesg\»NLokW 90° 1JC gﬁglr»tLokW Straight
E-60 E-60 E-60
10157 Male Taper Pipe Rigid
Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
‘ A |
g | | # [ © O
inch | mm | inch | mm | inch | mm | inch
10157-2-2 1/8-27 1/8 3 135 | 34 3/4 19 1/2
" 10157-4-2 1/4-18 1/8 3 156 | 40 | 1516 | 24 5/8
Construction: Steel.
Add “C” for Stainless Steel.
° .
10657 SAE (JIC) 37° Swivel
Part Thread Hose A Cutoff Allow. | H J
Number Size 1.D. B Hex | Hex
| A
. # | © OO
= inch | mm | inch | mm | inch | mm | inch | inch
10657-2-2 5/16-24 | 1/8 3 163 | 41 1 25 | 12 | 172
s H 10657-3-2 3/8-24 1/8 3 160 | 41 1 25 | 172 | 9/16
10657-4-2 7/16-20 | 1/8 3 1.68 | 43 1 25 | 1/2 | 5/8

Construction: Steel.
Add “C” for Stainless Steel.
NOTE: Size -4 incorporates a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-58 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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57 Series Permanent

11357 Male Pipe Swivel*

Part Thread Hose A Cutoff Allow. | H J
Number Size 1.D. B Hex | Hex
A
r——— # || © OO
]@} Part Number inch | mm | inch | mm | inch | mm | inch | inch
\ 'J X » 11357-2-2 1/8-27 1/8 1.96 1-5/16 12 | 172

Construction: Steel.

Add “C” for Stainless Steel.

NOTE: *For use with petroleum based fluids.

WARNING: Fittings allow minor movement to relieve stress on hose but are not recommended for
continued or extensive swiveling.

13757 Female JIC 37° Swivel 45° Elbow

Part Thread Hose A Cutoff Allow.
Number Size 1.D. B

Hex

‘—BA_'I # AN @

— inch | mm | inch | mm | inch | mm | inch | mm | inch
T 13757-4-2 7/16-20 1/8 1.98 1-5/16 0.33 9/16
Construction: Steel.
~— )
Add “C” for Stainless Steel.
13957 Female JIC 37° Swivel 90° Elbow Short Drop
Part Thread Hose A Cutoff Allow. J
Number Size I.D. B E Hex
=t | | (O O
T inch | mm | inch | mm | inch | mm | inch | mm | inch
j 13957-4-2 7/16-20 | 1/8 1.87 1-1/4 0.68 9/16
\J Construction: Steel.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division. m
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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57 Series Permanent

1J757 Seal-Lok™ 45° Elbow
IS0 12151-1-SWE45

Part Thread Hose A Cutoff Allow. J
Number Size I.D. B E Hex
A
5 # PPN @ D
— inch | mm | inch | mm | inch | mm | inch | mm | inch
i 1J757-4-2 9/16-18 | 1/8 2.07 1-7/16 0.39 11/16
Construction: Steel.
’ Add “C” for Stainless Steel.
™
1J957 Seal-Lok ™ 90° Elbow
1SO 12151-1-SWE90
Part Thread Hose A Cutoff Allow. J
Number Size 1.D. B E Hex
—— # | © O
inch | mm | inch | mm | inch | mm | inch | mm | inch
L 1J957-4-2 9/16-18 | 1/8 2.04 1-7/16 0.83 11/16
1 . Construction: Steel.
J Add “C” for Stainless Steel.
™ -
1JC57 Seal-Lok™ Straight-Short
1SO 12151-1-SWSA
Part Thread Hose A Cutoff Allow. C H J
Number Size I.D. B Hex | Hex
C = A
. # | © OO
inch | mm | inch | mm | inch | mm |inch | mm | inch | inch
1JC57-4-2 9/16-18 | 1/8 1.34 3/4 32 5/8 | 11/16
oy O\

E-60

Construction: Steel.
Add “C” for Stainless Steel.

NOTE: When measuring overall length to the end of the nut, B+C dimensions must be used to calculate cut-
off allowance. Stainless steel fittings must be assembled with Karrykrimp2 or Parkimp2. See CrimpSource
for more information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-61
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Part NPTF Hose A Cutoff Allow. H
Number Thread I.D. B Hex
A
B | # PPN @ C>
inch mm inch mm inch mm inch
v 10158H-12-12 3/4-14 3/4 3.91 1-11/16 1-1/4
10158H-16-16 1-11-1/2 1 476 1-13/16 1-3/4
Construction: Steel.
Add “C” for Stainless Steel.
10658H (JIC) 37° Swivel
Part Thread Hose A Cutoff Allow. H J
Number Size I.D. B Hex | Hex
P— i
i # | © OO
0 inch | mm | inch | mm | inch | mm | inch | inch
{"‘J Ny 10658H-12-12 | 1-1/16-12 | 3/4 414 1-13/16 1-1/4 |1-5/16
10658H-16-16 | 1-5/16-12 | 1 4.89 1-15/16 1-3/4 | 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
13758H Female JIC 37° Swivel 45° Elbow
Part Thread Hose Cutoff Allow. H J
Number Size I.D. B E Hex | Hex
# | O OO
inch [ mm | inch | mm | inch | mm | inch | mm | inch | inch
13758H-16-16 | 1-5/16-12 | 1 5.46 2-1/2 0.90 1-3/4 | 1-1/2

Construction: Steel.
Add “C” for Stainless Steel.

E-62

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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58H Series Permanent

13958H Female JIC 37° Swivel 90° Elbow Short Drop

IS0 12151-1-SWSB

——4,

IS0 12151-1-SWSA

i

Part Thread Hose A Cutoff Allow. H J
Number Size I.D. B E Hex | Hex
# || © O
inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
13958H-12-12 | 1-1/16-12 | 3/4 457 2-3/8 1.81 1-1/4 | 1-1/4
13958H-16-16 | 1-5/16-12 | 1 5.42 2-1/2 2.14 1-3/4 | 1-1/2
Construction: Steel.
Add “C” for Stainless Steel.
™ -
1JS58H Seal-Lok™ Straight - Long
Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
# | © OO
inch | mm | inch | mm | inch | mm | inch | inch
1JS58H-12-12 | 1-3/16-12 | 3/4 4.29 2-1/16 1-1/4 | 1-3/8
1JS58H-16-16 | 1-7/16-12 | 1 497 1-15/16 1-3/4 | 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
™ -
1JC58H Seal-Lok™ Straight-Short
Part Thread Hose A Cutoff Allow. C H J
Number Size I.D. B Hex | Hex
# | © OO
inch | mm | inch | mm | inch | mm |inch | mm | inch | inch
H 1JC58H-12-12 | 1-3/16-12 | 3/4 3.86 1-1/2 57 1-1/4 | 1-3/8
1JC58H-16-16 | 1-7/16-12 | 1 4.66 1-11/16 .58 1-3/4 | 1-5/8

Construction: Steel.

Add “C” for Stainless Steel.

NOTE: When measuring overall length to the end of the nut, B+C dimensions must be used to calculate cut-off
allowance. Stainless steel fittings must be assembled with Karrykrimp2 or Parkimp2. See CrimpSource for more

information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1J158H Seal-Lok™ 90° Elbow - Long Drop
ISO 12151-1-SWEL90

58H Series Permanent

Part Thread Hose A Cutoff Allow. E H J
A Number Size 1.D. B Hex | Hex
B—
# | © OO
T inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
E : 1J158H-12-12 | 1-3/16-12 | 3/4 4.38 1-7/8 3.78 1-1/4 | 1-3/8
J 1J158H-16-16 | 1-7/16-12 | 1 5.35 1-7/8 4.50 1-3/4 | 1-5/8
J Construction: Steel.
Add “C” for Stainless Steel.
1J758H Seal-Lok™ 45° Elbow
ISO 12151-1-SWE45
Part Thread Hose A Cutoff Allow. H J
Number Size I.D. B E Hex | Hex
— # |ww O OO
[ inch | mm | inch | mm | inch | mm | inch | mm | inch | inch
£ ) 1J758H-12-12 | 1-3/16-12 | 3/4 4.51 2-5/16 0.81 1-1/4 | 1-3/8
; 1J758H-16-16 | 1-7/16-12 | 1 5.75 2-13/16 0.94 1-3/4 | 1-5/8
Construction: Steel.
Add “C” for Stainless Steel.
1J958H Seal-Lok™ 90° Elbow - Short Drop
ISO 12151-1-SWE90
Part Thread Hose A Cutoff Allow. H J
Number Size 1.D. B E Hex | Hex
—— # |2 © OO
7 inch | mm | inch { mm | inch | mm | inch | mm | inch | inch
EL " 1J958H-12-12 | 1-3/16-12 | 3/4 4.40 2-3/16 1.85 1-1/4 | 1-3/8
’ 1J958H-16-16 | 1-7/16-12 | 1 5.70 2-3/4 2.21 1-3/4 | 1-5/8

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-64 m Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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SAE Compression
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E-71

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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20190 Male Taper Pipe Rigid

’ |

B—

H

90 Series Field Attachable

20690 SAE (JIC) 37° Swivel

E-66

Part Thread | Hose A Cutoff Allow. | H
Number Size Size B Hex
# | = |© O

inch | mm | inch | mm | inch
20190-2-4 1/8-27 4 | 133 | 34 | 7/8 | 22 | 9/16
20190-4-4 1/4-18 -4 | 158 | 40 |1-1116| 27 | 9/16
20190-4-5 1/4-18 -5 | 166 | 42 |1-1/8| 29 | 5/8
20190-4-6 1/4-18 6 | 166 | 42 |1-1/8| 29 |11/16
20190-6-6 3/8-18 6 | 166 | 42 |1-1/8| 29 |11/16
20190-6-8 3/8-18 -8 | 177 | 45 |1-3/16| 30 | 7/8
20190-8-8 1/2-14 8 197 | 50 [1-716| 37 | 7/8
20190-8-10 1/2-14 -10 | 213 | 54 [1-7116| 37
20190-12-12 3/4-14 -12 | 226 | 57 |[1-9116] 40 |1-1/8
20190-12-16 3/4-14 -16 | 229 | 58 |1-5/8 | 41 |1-3/8
20190-16-16 1-11-1/2 -16 | 246 | 62 |1-7/8 | 48 |1-3/8
20190-20-20 | 1-1/4-11-1/2 | -20 | 269 | 68 |[2-1/16| 52 2
Construction: Brass nipple and ferrule, steel socket.
Add “C” for Stainless Steel.

Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
# |2© OO

inch | mm | inch | mm | inch | inch
20690-4-4 7/16-20 -4 | 158 | 40 | 1-1/8 | 29 | 9/16 | 9/16
20690-5-5 1/2-20 -5 1.66 42 1-1/8 29 5/8 5/8
20690-6-6 9/16-18 -6 1.74 44 11-3/16 | 35 | 11/16|11/16
20690-8-6 3/4-16 -6 1.85 A7 1 1-5/16 | 33 7/8 7/8
20690-8-8 3/4-16 -8 1.98 50 1-3/8 | 35 7/8 7/8
20690-8-10 3/4-16 -10 | 2.07 53 |1-716 | 37 1 7/8
20690-10-10 7/8-14 | 10 | 222 | 56 | 1-1/2 | 38 1 1
20690-12-12 | 1-1/16-12 | -12 | 233 | 59 | 1-5/8 | 41 | 1-1/4| 1-1/4
20690-16-16 | 1-5/16-12 | -16 | 2.52 | 64 |[1-15/16| 49 | 1-3/8 | 1-1/2
20690-20-20 1-5/8-12 | -20 | 2.99 76 | 2-5/16| 59 2 2

Construction: Brass nipple and ferrule, steel nut and socket.
Add “C” for Stainless Steel.
NOTE: Sizes -4, -5,-8 and -10 incorporate a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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90 Series Field Attachable

o .
20890 SAE 45° Swivel
Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
# | © O
inch | mm | inch | mm | inch | inch
20890-6-6 5/8-18 -6 | 177 1-1/4 11/16 | 3/4
20890-12-12 | 1-1/16-14 | -12 | 2.34 1-11/16 1-1/8 | 1-1/4
Construction: Brass nipple and ferrule, steel nut and socket.
Add “C” for Stainless Steel.
22890 SAE Male Inverted Swivel-Straight
Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
| | # |mw|(O) OO
ﬁ IE —g] inch | mm | inch | mm | inch | inch
J H 22890-4-4 7/16-24 -4 | 215 1-11/16 9/16 | 7/16
22890-5-5 1/2-20 5 | 221 1-11/16 5/8 | 1/2
22890-5-6 1/2-20 -6 | 220 1-11/16 1116 | 1/2
22890-6-6 5/8-18 -6 | 222 1-11/16 11/16 | 5/8
22890-8-8 3/4-18 -8 | 234 1-13/16 13/16 | 3/4
22890-10-10 7/8-18 -10 | 2.53 1-7/8 15/16 | 7/8
22890-12-12 | 1-1/16-16 | -12 | 3.01 2-3/8 1-1/8 |1-1/16
Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.
23490 Straight Tube
Part Hose Tube A Cutoff Allow. | H
Number Size Size B Hex
A )
1 | # O
inch | mm | inch [ mm | inch | mm | inch
N~y 23490-8-8 -8 1/2 3.06 2-1/2 13/16
23490-8-10 -10 12 3.15 2-1/2 1
23490-10-8 -8 5/8 3.26 2-5/8 13/16
23490-10-10 | -10 | 5/8 3.28 2-5/8 1
23490-12-12 | -12 | 3/4 3.28 2-11/16 1-1/8

Construction: Brass nipple and ferrule, steel socket.
Add “C” for Stainless Steel.

NOTE: 26T90 fitting includes 23490 with the 60HAB sleeve and 61HAB nut.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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23790 JIC 37° Swivel 45° Elbow

q

—B

|

90 Series Field Attachable

Part Thread | Hose A Cutoff Allow. H J
Number Size Size B E Hex | Hex
# 2O OO
inch | mm | inch | mm | inch | mm | inch | inch
23790-4-4 716-20 | -4 | 179 | 45 |1-3/8 | 35 | 033 | 8 | 9/16 | 9/16
23790-5-5 1/2-20 -5 1.86 47 1-3/8 35 0.36 9 5/8 5/8
23790-6-6 9/16-18 | -6 | 196 | 50 |1-7716| 37 | 039 | 10 |11/16 | 11/16
23790-8-6 3/4-16 6 | 211 | 54 |1-11/16 43 | 055 | 14 [11/16| 7/8
23790-8-8 3/4-16 -8 2.40 61 1-3/4 44 0.55 14 (1316 | 7/8
23790-10-10 7/8-14 | -10 | 245 | 62 | 1-7/8 | 48 | 063 | 16 |15/16| 1
23790-12-12 | 1-1/16-12 | -12 | 3.04 | 77 |2-716| 62 | 078 | 20 |1-1/8 | 1-1/4
23790-16-16 | 1-5/16-12 | -16 | 3.28 | 83 |[2-11/16] 63 | 0.90 | 23 | 1-3/8 | 1-1/2
23790-20-20 | 1-5/8-12 | -20 | 370 | 94 |[3-1/16| 78 | 118 | 30 |1-3/4| 2
Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.
23990 JIC 37° Swivel 90° Elbow Short Drop
Part Thread | Hose A Cutoff Allow. H J
Number Size Size B E Hex | Hex
# 2O OO
inch | mm | inch | mm | inch | mm | inch | inch
23990-4-4 7/16-20 -4 | 167 | 41 | 1-1/4| 32 | 068 | 17 | 916 | 9/16
23990-5-5 1/2-20 -5 1.75 44 1-1/4 32 0.77 20 5/8 5/8
23990-6-6 9/16-18 -6 1.86 47 1-3/8 35 0.85 22 | 1116 | 11/16
23990-8-6 3/4-16 6 | 195 | 50 |1-716| 37 | 1.09 | 28 |[11/16| 7/8
23990-8-8 3/4-16 -8 2.15 59 1-1/2 38 1.09 28 | 13/16 | 7/8
23990-10-10 7/8-14 | 10 | 238 | 60 | 1-3/4 | 44 | 123 | 31 |[15/16]| 1
23990-12-12 | 1-1/16-12 | -12 | 295 | 75 [2-516| 59 | 1.82 | 46 | 1-1/8 | 1-1/4
23990-16-16 | 1-5/16-12 | -16 | 3.13 | 80 | 2-1/2 | 64 | 214 | 54 |1-3/8 | 1-1/2
23990-20-20 1-5/8-12 | -20 | 3.54 90 2-7/8 73 2.57 65 | 1-3/4 2

E-68

For detailed ordering information, please consult price list or contact Parflex® Division.

Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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26190 SAE Compression Air Brake

90 Series Field Attachable

Part Thread | Hose A Cutoff Allow. | H
Number Size Size B Hex
A
F:Hﬂ # |=es|© O
20° . . A
AT inch | mm | inch | mm | inch
26190-8-8 11/16-20 | -8 | 1.69 | 43 [1-1/16| 27 |13/16
H
26190-8-10 11/16-20 | -10 | 1.86 | 47 |[1-3/16| 30 1
26190-10-10 | 13/16-18 | -10 | 1.92 | 49 | 1-1/4 | 32 1
26190-12-10 1-18 -10 | 2.09 | 53 |1-716| 37 1
26190-12-12 1-18 -12 [ 209 | 53 |1-716| 37 | 1-1/8
Construction: Brass nipple and ferrule, steel socket.
Add “B” for Brass nipple and socket.
Add “C” for Stainless Steel.
H (]
26790 SAE Male Inverted Swivel 45° Elbow
Part Thread | Hose A Cutoff Allow. H J
Number Size Size B E Hex | Hex
A |
—— 1 | # |==© OO
T_ inch | mm | inch | mm | inch | mm | inch | inch
E . 26790-4-4 7/16-24 -4 | 211 | 54 |1-1116| 43 | 063 | 16 | 9/16 | 7/16
l_ J 26790-5-5 1/2-20 -5 | 251 | 64 2 51 | 094 | 24 5/8 | 1/2
26790-5-6 1/2-20 6 | 255 | 65 |2-116| 52 | 094 | 24 |11/16| 1/2
26790-6-6 5/8-18 6 | 261 | 66 | 2-1/8| 54 | 094 [ 24 |11/16| 5/8
26790-8-8 3/4-18 -8 | 297 | 75 | 2-38| 60 | 094 | 24 |13/16| 3/4
26790-8-10 3/4-18 -10 | 3.05 | 77 |2-716| 62 | 094 | 24 |15/16 | 3/4
26790-10-10 7/8-18 -10 | 343 | 87 |2-11/16| 68 | 1.02 | 26 |15/16| 7/8
26790-12-12 | 1-1/16-16 | -12 | 3.83 | 97 |3-3/16| 81 | 115 | 29 | 1-1/8 [1-1/16

Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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26990 SAE Male Inverted Swivel 90° Elbow

90 Series Field Attachable

Part Thread | Hose A Cutoff Allow. H J
Number Size Size B Hex | Hex
# | OO
inch | mm | inch | mm | inch | mm | inch | inch
26990-4-4 7/16-24 -4 179 1-5/16 1.19 9/16 | 7/16
26990-5-5 1/2-20 -5 | 2.01 1-1/2 1.65 5/8 | 1/2
26990-5-6 1/2-20 -6 | 2.05 1-9/16 1.65 11116 | 172
26990-6-6 5/8-18 -6 | 2.03 1-1/2 1.70 11/16 | 5/8
26990-8-8 3/4-18 -8 | 230 1-11/16 1.78 13/16 | 3/4
26990-8-10 3/4-18 -10 | 2.39 1-3/4 1.78 15/16 | 3/4
26990-10-10 7/8-18 -10 | 3.16 2-1/2 2.18 15116 | 7/8
26990-12-12 | 1-1/16-16 | -12 | 3.56 2-15/16 2.51 1-1/8 [1-1/16
Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.
o : o
27790 SAE 45° Swivel 45° Elbow
Part Thread | Hose A Cutoff Allow. H J
A . Number Size Size B Hex | Hex
—o— | | # [2ew|© OO
inch | mm | inch | mm | inch | mm | inch | inch
" 27790-6-6 5/8-18 6 | 1.72 1-3/16 0.39 1116 | 3/4
27790-12-12 | 1-1/16-14 | -12 | 3.03 2-3/8 0.78 1-1/8 | 1-1/4
J Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.
(] H o
27990 SAE 45° Swivel 90° Elbow
Part Thread | Hose A Cutoff Allow. H J
A Number Size Size B Hex | Hex
~—B
#H | OO
inch | mm | inch | mm | inch | mm | inch | inch
27990-4-4 7/16-20 -4 | 167 1-1/4 .68 9/16 | 9/16
u
27990-5-5 1/2-20 -5 | 175 1-1/4 77 5/8 | 5/8
J
27990-6-6 5/8-18 -6 | 1.86 1-3/8 85 11/16 | 3/4
27990-8-8 3/4-16 -8 | 2.09 1-1/2 1.09 13/16 | 7/8
27990-12-12 | 1-1/16-14 | -12 | 2.95 2-5/16 1.82 1-1/8 | 1-1/4

E-70

Construction: Brass ferrule, steel tube, nut and socket.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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20090 Replacement Socket for
Field Attachable Fittings

H
Part H
Number Hex
# O
inch
20090-4 9/16
20090-5 5/8
20090-6 11/16
20090- 8 7/8
20090-10 1
20090-12 1-1/8
20090-16 1-3/8
20090-20 1-3/4

Construction: Steel or Stainless Steel.
Add “C” for Stainless Steel.

090 Replacement Ferrule for
90 Series Field Attachable Fittings

Part Hose
Number Size

#
090-4B -4
090-5B -5
090-6B -6
090- 8B -8
090-10B -10
090-12B -12
090-16B -16
090-20B -20

Construction: Brass.
Replace “B” with “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

90 Series Field Attachable

60 HAB SAE Compression
Airbrake Sleeve

I_/'
—
Part Tube
Number Size L

# | ©

inch | mm | inch
60HAB-4 1/4 250
60HAB-6 3/8 313
60HAB-8 1/2 375
60HAB-10 5/8 438
60HAB-12 3/4 500

Construction: Brass.
NOTE: To be used with 13491N & 23490.

61 HAB SAE Compression
Airbrake Nut

-t
w

Part Thread Tube L W

Number Size Size Hex

# || ©

inch | mm | inch | mm | inch
61HAB-4 7/16-24 1/4 0.75 9/16
61HAB-6 7/32-24 3/8 1.13 5/8
61HAB- 8 11/16-20 1/2 1.25 13/16
61HAB-10 13/16-18 5/8 1.38 15/16
61HAB-12 1-18 3/4 1.56 1-1/8

Construction: Brass.
NOTE: To be used with 13491N & 23490 Fittings.
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91N/91 Series Permanent

D
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For detailed ordering information, please consult price list or contact Parflex® Division.

@ General Technical

E-72 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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91N/91 Series Permanent

10191N Male Taper Pipe Rigid

Part Thread Hose A
Number Size Size

s | (O)

Cutoff Allow. H
B Hex

A

ey #

inch | inch | mm | inch | mm | inch
10191N-2-4 1/8-27 -4 1.27 32 3/4 19 7116
H 10191N-4-4 1/4-18 -4 1.50 38 | 15116 | 24 9/16
10191N-4-5 1/4-18 -5 1.55 39 | 15116 | 24 9/16
10191N-4-6 1/4-18 -6 1.60 4 15/16 | 24 9/16
10191N-6-6 3/8-18 -6 1.65 58 1 25 | 1116
10191N-6-8 3/8-18 -8 1.71 43 1 25 | 1116
10191N-8-8 1/2-14 -8 1.94 49 | 1-1/4 | 32 7/8
10191N-8-10 1/2-14 -10 | 1.96 50 | 1-1/4 | 32 7/8
10191N-8-12 1/2-14 12 | 242 61 1-1/4 | 32 1
10191N-12-12 | 3/4-14 -12 | 219 56 | 1-3/8 | 35 | 1-1/8
10191N-16-16 | 1-11-1/2 -16 | 246 62 | 1-12 | 38 | 1-3/8
10191-20-20 |1-1/4-11-1/2| -20 | 3.05 77 | 2116 | 52 | 1-3/4

Construction: Brass nipple, steel shell.
Add “B” for Brass nipple and shell.
Add “C” for Stainless Steel.

10391N Male (JIC) 37°

> Hose

00 Tubing

Coiled Air Hose

O & Fittings

O Transportation

For detailed ordering information, please consult price list or contact Parflex® Division.

Part Thread | Hose A Cutoff Allow. | H
A Number Size | Size B Hex
) # e © O
inch | mm | inch | mm | inch
10391N-4-4 | 716-20 | -4 | 137 | 35 | 13/16 | 21 1/2
10391N-5-5 | 1/2-20 5 | 148 | 38 7/8 22| 9116
10391N-6-6 | 9/16-18 | -6 | 1.64 | 42 1 25 | 11116
10391N-8-8 | 3/4-16 -8 | 179 | 35 |18 | 29 7/8
10391N-8-6 | 3/4-16 6 | 173 | 44 [1-146| 27 7/8
10391N-10-10 | 7/8-14 | -10 | 207 | 53 | 1-3/8 | 35 1
10391N-12-12 | 1-1/16-12 | 12 | 210 | 53 |1-5/16| 33 | 1-1/8
10391N-16-16 | 1-5/16-12 | -16 | 243 | 62 | 1-1/2 | 38 | 1-3/8

Construction: Brass nipple, steel shell.
Add “B” for Brass nipple and shell.
Add “C” for Stainless Steel.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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91N/91 Series Permanent

10691N SAE (JIC) 37° Swivel

Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
# 2O OO
inch | mm | inch | mm | inch | inch
10691N-4-4 7/16-20 -4 | 143 7/8 3/8 | 9/16
10691N-5-5 1/2-20 -5 | 1.56 15/16 7116 | 5/8
10691N-6-6 9/16-18 6 | 163 1 12 | 11/16
10691N-6-8 9/16-18 -8 | 169 1 9/16 | 11/16
10691N-8-8 3/4-16 -8 | 1.89 1-3/16 11/16 | 7/8
10691N-8-10 3/4-16 -10 | 1.86 1-1/8 3/4 7/8
10691N-10-10 7/8-14 -10 | 2.03 1-5/16 13/16 | 1
10691N-12-12 | 1-1/16-12 | -12 | 2.12 1-5/16 1 1-1/4
10691N-16-16 | 1-5/16-12 | -16 | 2.45 1-9/16 1-1/4 | 1-1/2
10691-20-20 1-5/8-12 | -20 | 2.98 1-13/16 1-11/16| 2

Construction: Brass nipple, steel nut and shell.

Add “B” for Brass nipple, nut and shell.

Add “S” for Steel nipple, nut and shell.

Add “C” for Stainless Steel.

NOTE: Sizes -4, -5,-8 and -10 incorporate a dual seat.

10691NRD SAE (JIC) 37° Swivel

A

Part Thread | Hose A Cutoff Allow. | J
s Number Size Size B

# |-|© O

inch [ mm | inch | mm | inch
10691N-4-4-RD 7/16-20 | -4 | 1.34 13/16 9/16
— 10691N-5-5-RD 1/2-20 -5 | 1.51 7/8 5/8
10691N-6-6-RD 9/16-18 | -6 | 1.60 15/16 11/16
10691N-8-8-RD 3/4-16 -8 | 1.79 1-1/16 7/8
10691N-10-10-RD 7/8-14 | -10 | 1.91 1-3/16 1
10691N-12-12-RD 1-1/16-12 | -12 | 2.09 1-5/16 1-1/4
10691N-16-16-RD 1-5/16-12 | -16 | 2.27 1-5/16 1-1/2

Construction: Brass nipple, steel nut and shell.

Add “B” for Brass nipple, nut and shell.

Add “C” for Stainless Steel.

NOTE: Sizes -4, -5,-8 and -10 incorporate a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-74 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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10791N Female Pipe Swivel

91N/91 Series Permanent

Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
#|e|© o0
inch | mm | inch | mm | inch | inch
10791N-4-4 1/4-18 -4 | 150 15/16 9/16 | 11/16
10791N-6-6 3/8-18 -6 | 167 1 5/8 | 7/8
10791N-8-8 1/2-14 -8 | 183 1-1/8 3/4 1
10791N-12-12 | 3/4-14 -12 | 2.09 1-5/16 1 1-1/4
10791N-16-16 | 1-11-1/2 | -16 | 2.26 1-5/16 1-3/16 | 1-3/8
Construction: Brass nipple, steel nut and shell.
Add “B” for Brass nipple, nut and shell.
Add “C” for Stainless Steel.
o .
10891N SAE 45° Swivel
Part Thread | Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
# || OO
inch | mm | inch | mm | inch | inch
10891N-6-6 5/8-18 -6 | 1.69 1-1/16 5/8
10891N-12-12 | 1-1/16-14 | -12 | 2.12 1-5/16 1

Construction: Brass nipple, steel nut and shell.
Add “S” for Steel nipple, nut and shell.
Add “C” for Stainless Steel.

12891N Male Inverted Swivel-Straight

Part Thread | Hose A Cutoff Allow. | J

Number Size Size B Hex
N1 ] # |mew|© O
R ] inch | mm | inch | mm | inch
) 12891N-4-4 7/16-24 -4 | 2.09 1-1/2 7/16

12891N-5-5 1/2-20 5 | 215 1-9/16 1/2

12891N-5-6 1/2-20 6 | 223 1-9/16 1/2

12891N-6-6 5/8-18 6 | 223 1-9/16 5/8

12891N-8-8 3/4-18 -8 2.31 1-5/8 3/4

12891N-10-10 7/8-18 -10 | 2.43 1-3/4 7/8
12891N-12-12 1-1/16-16 | -12 | 2,50 1-11/16 1-1/16

Construction: Steel nipple, tube, nut and shell.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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> Hose

00 Tubing

91N Series Permanent

13491N Straight Tube
Part Hose | Diameter A Cutoff Allow.
Number Size R B

¥ - } g 3 a

Ri—— — *Lj inch inch | mm | inch | mm
13491N-8-8 -8 112 2.80 2-1/8
13491N-8-10 -10 112 2.81 2-1/8
13491N-10-10 -10 5/8 2.96 2-1/4
13491N-12-12 -12 3/4 3.37 2-9/16

Construction: Brass nipple, steel shell.

Add “B” for Brass nipple and shell.

Add “C” for Stainless Steel.

NOTE: The 16T91N fitting includes 13491N with the 60HAB sleeve and 61HAB nut.

Coiled Air Hose
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13791N JIC 37° Swivel 45° Elbow

E-76

4784’1

Part Thread | Hose A Cutoff Allow. J
Number Size Size B E Hex
# |ew© O
inch | mm | inch | mm | inch | mm | inch

13791N-4-4 711620 | -4 | 174 1-3/16 0.33 9/16
13791N-5-5 1/2-20 -5 | 1.87 1-1/4 0.36 5/8
13791N-6-6 | 9/16-18 | -6 | 1.94 1-5/16 0.43 171
13791N-8-8 3/4-16 -8 | 2.28 1-9/16 0.55 7/8
13791N-10-10 | 7/8-14 | -10 | 2.42 1-11/16 0.64 1
13791N-12-12 | 1-1/16-12 | -12 | 2.83 2-1/16 0.78 1-1/4
13791N-16-16 | 1-5/16-12 | -16 | 3.18 2-1/4 0.89 1-1/2
13791-20-20 | 1-5/8-12 | -20 | 3.67 2-9/16 1.10 2

For detailed ordering information, please consult price list or contact Parflex® Division.

Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.

Non Standard. See page ii for information on non-standard products.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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13991N JIC 37° Swivel 90° Elbow Short Drop

91N/91 Series Permanent

Part Thread | Hose A Cutoff Allow. J
Number Size Size B E Hex
A ‘
e || || © O
] inch | mm | inch | mm | inch | mm | inch
£ 13991N-4-4 7/16-20 -4 162 | 41 |1-116| 37 | 068 | 17 | 9/16
’ 13991N-5-5 1/2-20 -5 171 | 43 | 1-1/8 | 29 | 077 | 20 | 5/8
13991N-6-6 9/16-18 -6 191 | 49 | 1-1/4 | 32 | 091 | 23 |11/16
13991N-8-8 3/4-16 -8 203 | 52 |1-5/16| 33 | 1.09 | 28 | 7/8
13991N-10-10 | 7/8-14 10 | 227 | 58 [1-9/16| 37 | 1.23 | 43 1
13991N-12-12 | 1-1/16-12 | -12 | 275 | 58 |[1-15/16] 49 | 1.82 | 46 | 1-1/2
13991N-16-16 | 1-5/16-12 | -16 | 315 | 80 |[2-3/16| 56 | 214 | 52 | 1-1/2
13991-20-20 | 1-5/8-12 | -20 | 353 | 90 |2-716| 62 | 1.18 | 30 2
Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
14191N JIC 37° Swivel 90° Elbow Long Drop
Part Thread | Hose A Cutoff Allow. J
Number Size Size B E Hex
A
1| # || © O
] inch [ mm | inch | mm | inch | mm | inch
14191N-4-4 7/16-20 -4 166 | 42 | 1-1/8 | 29 | 1.80 | 46 | 9/16
. 14191N-5-5 1/2-20 -5 172 | 44 | 1-1/8 | 29 | 177 | 45 | 5/8
14191N-6-6 9/16-18 -6 193 | 49 |1-5/16| 33 | 213 | 54 |[11/16
14191N-8-8 3/4-16 -8 211 | 54 | 1-3/8 | 35 | 243 | 62 | 7/8
- J 14191N-10-10 | 7/8-14 10 | 234 | 59 | 1-5/8 | 41 | 257 | 65 1
14191N-12-12 | 1-1/16-12 | 12 | 263 | 67 | 1-7/8 | 48 [ 373 | 95 |[1-1/4
14191N-16-16 | 1-5/16-12 | -16 | 3.15 | 80 |2-3/16| 56 | 4.33 | 110 | 1-1/2
14191-20-20 | 1-5/8-12 | -20 | 4.00 | 102 [2-15/16| 75 | 5.28 | 134 2

Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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> Hose
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91N/91 Series Permanent

16191N Compression Air Brake

Coiled Air Hose

O & Fittings
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— A Part Thread | Hose A Cutoff Allow. | H
Number Size Size B Hex
B
n #|2e/© O
inch | mm | inch | mm | inch
16191N-8-8 11/16-20 | -8 | 1.61 15/16 3/4
" 16191N-8-10 | 11/16-20 | -10 | 1.61 15/16 7/8
16191N-10-10 | 13/16-18 | -10 | 1.82 1-1/8 15/16
16191N-12-12 1-18 -12 | 1.93 1-1/8 1-1/4
Construction: Brass nipple, steel shell.
Add “B” for Brass nipple and shell.
Add “C” for Stainless Steel.
16791N Male Inverted Swivel 45° Elbow
Part Thread | Hose A Cutoff Allow. J
Number Size Size B E Hex
A
5 { # PPN @ O
inch | mm | inch | mm | inch | mm | inch
T 16791N-4-4 7/16-24 -4 | 205 1-1/2 0.63 7/16
E
L 16791N-5-5 1/2-20 -5 | 248 1-7/8 0.71 1/2
’ 16791N-6-6 5/8-18 -6 | 2.60 1-15/16 0.96 5/8
16791N-8-8 3/4-18 -8 2.85 2-1/8 0.90 3/4
16791N-10-10 7/8-18 -10 | 3.30 2-5/8 1.02 7/8
16791N-12-12 | 1-1/16-16 | -12 | 3.64 2-13/16 1.15 1-1/16

E-78

For detailed ordering information, please consult price list or contact Parflex® Division.

Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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16991N Male Inverted Swivel 90° Elbow

I
I

91N/91 Series Permanent

17791N SAE 45° Swivel 45° Elbow

17991N SAE 45° Swivel 90° Elbow

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

For detailed ordering information, please consult price list or contact Parflex® Division.

Part Thread | Hose A Cutoff Allow. J
Number Size Size B E Hex
# |=e(© O
inch | mm | inch | mm | inch | mm | inch
16991N-4-4 7/16-24 -4 | 172 1-3/16 1.19 7/16
16991N-5-5 1/2-20 -5 | 1.98 1-3/8 1.65 12
16991N-5-6 1/2-20 -6 | 203 1-7116 1.65 12
16991N-6-6 5/8-18 -6 2.08 1-7/16 1.70 5/8
16991N-8-8 3/4-18 -8 | 218 1-1/2 1.87 3/4
16991N-10-10 | 7/8-18 -10 | 3.02 2-5/16 2.18 7/8
16991N-12-12 | 1-1/16-16 | -12 | 3.36 2-9/16 2.51 1-1/16
Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
Part Thread | Hose Cutoff Allow. E J
Number Size Size B Hex
I ©) @
inch | mm | inch | mm | inch | mm | inch
17791N-6-6 5/8-18 3/8 | 2.06 1-5/16 0.39 3/4
17791N-12-12 1-1/16-14 | 3/4 | 3.07 2-7/16 0.78 1-1/4
Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
Part Thread | Hose Cutoff Allow. E J
Number Size Size B Hex
# || (O O
inch | mm | inch | mm |[inch | mm | inch
17991N-6-6 5/8-18 3/8 |2.06 1-5/16 1.19 3/4
17991N-12-12 1-1/16-14 3/4 | 292 2-1/8 1.82 1-1/4

Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
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1AL91N A-LOK® Compression

91N/91 Series Permanent

Part Part Hose A Cutoff Allow. | H J
Number Number Size B Hex | Hex
# # © OO
w/nut & ferrule |w/o nut & ferrules inch | mm | inch | mm | inch | inch
1AL91N-4-4C 1AL91N-4-4NC -4 | 1.30 7/16 172 | 9/16
1AL91N-4-5C 1AL91N-4-5NC -5 | 135 7/16 12 | 9116
1AL91N-6-6C 1AL91N-6-6NC 6 | 153 1/2 5/8 | 11/16
1AL91N-8-8C 1AL91N-8-8NC -8 | 1.61 7/16 13/16 | 7/8
1AL91N-12-12C | 1AL91IN-12-12NC| -12 | 1.86 1/2 1-1/8 | 1-1/8
1AL91N-16-16C | 1AL91IN-16-16NC| -16 | 2.11 7/16 1-3/8 | 1-1/2

Construction: Stainless steel nipple, nut, ferrules and shell.
NOTE: Nut part No. is XNUX-316;
Front ferrule part No. is XFFX-316;
Back ferrule part No. is XBFX-316.
X denotes dash size.

Nuts and Ferrules are Manufactured by the Instrumentation Products Division. Refer to Catalog
4230/4233 for Installation Instructions and Replacement Components.

1P691N CPI® Compression (With Nut and Ferrule)

Part Hose A Cutoff Allow. | H J
Number Size B Hex | Hex
# © OO
w/nut & ferrules inch | mm | inch | mm | inch | inch
1P691N-4-4C -4 1.30 7116 1/2 9/16
1P691N-6-6C -6 1.53 1/2 5/8 | 11/16
1P691N-8-8C -8 1.61 7116 13/16 | 7/8

Construction: Stainless steel nipple and shell.

NOTE: Nut part No. is XBZ-SS;
Ferrule part No. is XTZ-SS;
X denotes dash size.

Nuts and Ferrules are Manufactured by the Instrumentation Products Division. Refer
to Catalog 4230/4233 for Installation Instructions and Replacement Components.

TFN91N Sanitary Flange

~—B

L
L

E-80

| |

Part Hose A Cutoff Allow. C Flange
Number Size B Size D
inch [ mm | inch | mm | inch | mm | inch | mm
1FN91N-16-16C | -16 | 1.96 1-1/16 0.87 1.98

Construction: Stainless steel nipple and shell.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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91N/91 Series Permanent
D
2
™ -
1J191N Female Seal-Lok™ Swivel 90° Elbow Long Drop A
Part Thread | Hose A Cutoff Allow. E J
Number Size Size B Hex
: I ©), O
B—f
inch { mm | inch | mm | inch | mm | inch
1J191N-4-4 9/16-18 -4 | 1.66 1-1116 1.80 11/16
. 1J191N-4-5 9/16-18 -5 | 1.78 1-1116 1.80 11/16 2
1J191N-6-5 11/16-16 -5 | 1.92 1-3/16 213 13/16 =
S 1J191N-6-6 11/16-16 -6 | 1.92 1-3/16 213 13/16 B
1J191N-8-6 13/16-16 -6 | 2.00 1-9/16 2.51 15/16
1J191N-8-8 13/16-16 -8 | 215 1-7116 2.51 15/16
1J191N-10-10 1-14 -10 | 1.25 1-9/16 2.76 1-1/8
1J191N-12-12 1-3/16-12 | -12 | 2.65 1-13/16 3.78 1-3/8 .
[95)
1J191N-16-16 1-7/16-12 | -16 | 3.15 2-1/4 4.50 1-1/2 £
Construction: Steel tube, nipple, nut and shell. %g
Add “C” for Stainless Steel. Ses
C
™ - o
1J791N Female Seal-Lok™ Swivel 45° Elbow
[
Part Thread | Hose A Cutoff Allow. E J 2
Number Size Size B Hex =]
o
2
# || (O @ £
; - ; ; D
inch | mm | inch | mm | inch | mm | inch
1J791N-4-4 9/16-18 -4 1.73 1-1/4 0.41 11/16
1J791N-4-6 9/16-18 -6 1.91 1-5/16 0.41 11/16
1J791N-6-6 11/16-16 -6 2.02 1-3/8 0.43 13/16
1J791N-8-8 13/16-16 -8 2.18 1-1/2 0.59 15/16 5
1J791N-8-10 13/16-16 -8 2.39 1-11/16 0.59 15/16 §§
E=Nep)
1J791N-10-10 1-14 -10 | 2.47 1-3/4 0.59 1-1/8 =22
1J791N-12-12 1-3/16-12 12 | 2.74 1-15/16 0.81 1-3/8 E
1J791N-16-16 1-7/16-12 -16 | 3.50 2-1/2 0.94 1-5/8
Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
5
EC/J
2D
22
28
IShse
Lo
F
8
=
&
=
[«B}
5
(&)
For detailed ordering information, please consult price list or contact Parflex® Division. G

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-81
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91N/91 Series Permanent

1J991N Female Seal-Lok™ Swivel 90° Elbow Short Drop

Part Thread | Hose A Cutoff Allow. E J

Number Size Size B Hex

A ©) O

inch | mm | inch | mm | inch | mm | inch
1J991N-4-4 9/16-18 -4 | 173 1-1/4 0.82 11/16
1J991N-6-6 11/16-16 6 | 191 1-5/16 0.91 13/16
1J991N-8-8 13/16-16 6 | 2.02 1-3/8 1.15 15/16
1J991N-10-10 1-14 -10 | 2.18 1-1/2 1.27 1-1/8
1J991N-12-12 1-3/16-12 | -12 | 2.39 1-11/16 1.85 1-3/8
1J991N-16-16 1-7/16-12 | -16 | 2.47 1-3/4 2.21 1-5/8
Construction: Steel tube, nipple, nut and shell.
Add “C” for Stainless Steel.
1JC91N Female Seal-Lok™ Swivel Straight

Part Thread | Hose A Cutoff Allow. C H J

Number Size Size B Hex | Hex

) OO

inch | mm | inch | mm | inch | mm | inch | inch

1JCO1N-4-4 9/16-18 -4 | 1.46 5/8 32 9/16 | 11/16
1JCO1N-6-6 11/16-16 6 | 162 11/16 32 5/8 | 13/16
1JCO1N-8-8 13/16-16 -8 | 1.93 13/16 43 3/4 | 15/16
1JC91N-10-10 1-14 -10 | 2.05 7/8 53 15/16 | 1-1/8
1JCO1N-12-10 1-3/16-12 | -10 | 2.05 1-1/4 57 15/16 | 1-3/8
1JCOIN-12-12 1-3/16-12 | -12 | 2.05 1-1/4 57 15/16 | 1-3/8
1JC91N-16-16 1-716-12 | -16 | 2.56 1-1/16 58 1-3/8 | 1-5/8
1JC9IN-20-16 | 1-11/16-12 | -16 | 2.30 1-3/8 59 1-5/8 | 1-7/8
1JC91-20-20 1-11/16-12 | -20 | 2.68 1-11/16 59 1-11/16| 1-7/8

E-82

Construction: Steel nipple, nut and shell.
Add “B” for Brass nipple, nut and shell.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1Q191N Ultra Seal

=

91N/91 Series Permanent

1TU91N Universal Tube Stub

—B

=

Part Thread | Hose Cutoff Allow. | J
Number Size Size B Hex
# | © O
inch | mm | inch | mm | inch
1Q191N-8-8C 7/8-20 -8 1.62 15/16 1
Construction: Stainless Steel.
Part Hose | Diameter Cutoff Allow.
Number Size R B
# 0O U
inch inch | mm | inch
1TU91-2-3C -3 1/8 1.33 7/8
1TU91-3-3C -3 3/16 1.33 7/8
1TU91N-4-4C -4 1/4 1.63 1-1/16
1TU91N-4-5C -5 1/4 1.70 1-1/16
1TU91N-6-6C -6 3/8 1.81 1-3/16
1TU91N-8-8C -8 1/2 272 1-7/16
1TU91N-8-10C -10 1/2 214 1-7/16
1TU9IN-10-10C | -10 5/8 214 1-7/16
1TU9IN-12-12C | -12 3/4 2.24 1-7/16
1TU91IN-16-16C | -16 1 2.73 1-3/4

Construction: Stainless Steel.

NOTE: Use with A-Lok & CPI nuts, sleeves and adapters. These components are
manufactured by Parker’s Instrumentation Connectors Division. Refer to catalogs
4230 & 4233 for additional information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

E-83

> Hose

00 Tubing

Coiled Air Hose

O & Fittings

O Transportation

Fittings
m Seriegs 91

Tooling, Equipment

M g Accessories

@) General Technical


http://parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series 91

, Equipment
& Accgessgrie%

Toolin

n

@ General Technical

19291N Female BSP Parallel Pipe Swivel Straight (60° Cone)

91N/91 Series Permanent

Part Thread | Hose Cutoff Allow. | H J
Number Size Size B Hex | Hex
# |2o|© OO
inch | mm | inch | mm | inch | inch
19291N-8-8 PF-1/2-14 -8 1.99 1-5/16 27 27
19291N-12-12 PF-3/4-14 -12 2.35 1-9/16 36 36
Construction: Steel nipple, nut and shell.
Add “B” for Brass nipple, nut and shell.
Add “C” for Stainless Steel.
H H o
1B291N Female BSP Parallel Pipe Swivel - 90° Elbow
(60° Cone)
Part Thread | Hose Cutoff Allow. E J
Number Size Size B Hex
A
—— 1| # |2|© O
inch | mm | inch | mm | inch | mm | inch
1B291N-8-8 PF-1/2-14 -8 2.04 1-3/8 1.57 27
E 1B291N-12-12 PF-3/4-14 -12 | 2.93 2-1/8 2.54 36
Construction: Steel nipple, nut and shell.
J Add “C” for Stainless Steel.
m For detailed ordering information, please consult price list or contact Parflex® Division.
E-84 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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92 Series Visual Index

92 Series Permanent

] eere [J0RRY it G s GRSt
92
Series &: f
PERMANENT
E-85 E-85 E-86 E-86
11192 Ferrule-Fix (Nutand Sleeve Included)
Part Thread Hose A Cutoff Allow. | H J
Number Size Size B Hex | Hex
A
o # || © OO
inch | mm | inch | mm | inch | mm | inch | inch
‘LJ 11192-3-3 3/8-24 3/16 1.37 15/16 5/8 7/16

Construction: Steel.
Add “C” for Stainless Steel.

“Ferrul-Fix” affords salvaging of bent tube section of combination tube-hose assemblies and quick,

easy repair on the job. See page G-41 for Ferrule-Fix installation instructions.

NOTE:

Nut Part Number is 111-size.

Sleeve Part Number is 110-size.

Nuts and Ferrules are Manufactured by the Instrumentation Products Division. Refer to Catalog
4230/4233 for additional information.

12892 SAE Male Inverted Swivel Straight

Part Thread Hose A Cutoff Allow. C J
Number Size Size B Hex
inch | mm | inch | mm | inch | mm |inch | mm | inch
12892-3-3C 3/8-24 3/16 2.01 1-1/2 1.25 7/16

Construction: Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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16792 SAE Male Inverted Swivel 45° Elbow

A

92 Series Permanent

T
E
18 J

. B —

B

Part Thread Hose A Cutoff Allow. E J
Number Size Size B Hex
# || © O
inch | mm | inch | mm | inch | mm | inch | mm | inch

16792-3-3C 3/8-24 3/16 2.36 1-15/16 0.62 3/8

Construction: Stainless Steel.
16992 SAE Male Inverted Swivel 90° Elbow

Part Thread Hose A Cutoff Allow. E J
Number Size Size B Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch

16992-3-3C 3/8-24 3/16 1.45 1 1.25 3/8

m

E-86

Construction: Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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93N Series Visual Index

93N
Series

PERMANENT

37°

93N Series Permanent

Male Taper Pipe Female JIC 37° Female JIC 37° Female JIC 37°
101 | g ™77 106 | o.c( 137 | oiei 5o Fioow | 189 swivel 50° Elbow s, | TAK| ANSIB16.5 Flange
E-87 E-87 E-88 E-88 E-88
Female Seal-Lok™ Female Seal-Lok™ Female Seal-Lok™
17 | 15 cioow 139 | 96° Eibow Short 1JC Swivel Straight Short
E-89 E-89 E-89
10193N MaleTaper Pipe Rigid
Part Thread Hose A Cutoff Allow. | H
Number Size Size B Hex
A
e # | (O O
inch | mm | inch | mm | inch | mm | inch
H 10193N-8-8 1/2-14 1/2 13 2.09 53 1-1/2 38 7/8
\ 10193N-12-12 3/4-14 3/4 19 2.70 69 1-5/8 41 1-1/8
H
10193N-16-16 1-11-1/2 1 25 3.03 77 |1-13/16| 46 1-3/8
10193N-20-20 | 1-1/4-11-1/2 | 1-1/4 32 3.20 58 1-7/8 48 |1-11/16
10193N-24-24 | 1-1/2-11-1/2 | 1-1/2 38 3.76 9% | 2-1/16 | 52 2
10193N-32-32 2-11-1/2 2 51 3.97 101 | 2-5/16 | 59 2-1/2
Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.
o .
10693N (JIC) 37° Female Swivel
Part Thread Hose A Cutoff Allow. | H J
A Number Size Size B Hex | Hex
B
# | O OO
1l
inch | mm | inch | mm | inch | mm | inch | inch
10693N-6-6 9/16-18 3/8 10 | 1.69 | 43 | 1-3/32 | 28 3/4 | 11/16
»L 10693N-8-8 3/4-16 12 13 | 2.02 | 51 1-3/8 | 35 7/8 | 7/8
’ i 10693N-10-10 7/8-14 5/8 16 | 251 | 64 |1-11/16| 43 1 1
10693N-12-12 1-1/16-12 | 3/4 19 | 286 | 73 | 1-3/4 | 44 | 1-1/8 | 1-1/4
10693N-16-16 1-5/16-12 1 25 | 311 | 79 [1-13/16| 46 | 1-3/8 | 1-1/2
10693N-20-20 1-5/8-12 | 1-1/4| 32 | 328 | 83 2 51 | 1-3/4| 2
10693N-24-24 1-7/8-12 | 1-1/2| 38 | 392 | 58 | 2-1/4 | 57 2 | 2-1/4
10693N-32-32 2-1/2-12 2 51 | 412 | 105 | 2-7116 | 62 | 2-1/2 | 2-7/8

Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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13793N JIC 37° Swivel 45° Elbow

93N Series Permanent

Part Thread | Hose A Cutoff Allow. E J
Number Size Size B Hex
# || O
inch { mm | inch | mm | inch | mm | inch
13793N-12-12 1-1116-12 | -12 | 3.37 2-1/4 78 1-1/4
13793N-16-16 1-5/16-12 | -16 | 3.71 2-5/8 .90 1-1/2
13793N-20-20 1-5/8-12 -20 | 4.06 2-3/4 1.18 2
13793N-24-24 1-7/8-12 -24 | 5.76 4-1/4 1.47 2-1/4
Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.
o : o
13993N JIC 37° Swivel 90° Elbow Short Drop
Part Thread | Hose A Cutoff Allow. E J
Number Size Size B Hex
> # |ee|(© O
{ inch | mm | inch | mm | inch | mm | inch
E 13993N-8-8 3/4-16 -8 | 220 1-9/16 1.09 7/8
13993N-10-10 7/8-14 -10 | 2.4 1-11/16 1.23 1
13993N-12-12 1-116-12 | -12 | 3.28 2-3/16 1.82 1-1/4
13993N-16-16 1-5/16-12 | -16 | 3.7 2-1/2 214 1-1/2
13993N-20-20 1-5/8-12 -20 | 3.89 2-9/16 2.57 2
13993N-24-24 1-7/8-12 -24 | 5.72 4-1/4 317 2-1/4
Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.
14K93N ANSI B16.5 Flange
Part Hose Flange A Cutoff Allow. | Bolt Spacing
g A— Number Size Diameter B E
§ inch | mm | inch | mm | inch | mm | inch | mm | inch | mm
\ 14K93N-8-8 1/2 3-1/2 2.03 1-3/8 2-3/8
T 14K93N-12-12 3/4 3-7/8 2.70 1-3/4 2-3/4
14K93N-16-16 1 4-1/4 2.84 1-5/8 3-1/8
14K93N-20-20 | 1-1/4 4-5/8 2.98 1-5/8 3-1/2
14K93N-24-24 | 1-1/2 5 3.45 1-3/4 3-7/8
14K93N-32-32 2 6 3.62 2 4-3/4

@ General Technical

Construction: Steel nipple and shell, stainless steel flange.
NOTE: Also available in PAGE Fittings.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-88 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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93N Series Permanent

1JC93N Seal-Lok™ Swivel Straight Short

Part Thread Hose A Cutoff Allow. C H J
Number Size Size B Hex | Hex
#|wows| O OO
inch | mm | inch | mm | inch | mm |inch | mm | inch | inch

1JCO3N-12-12 | 1-3/16-12 | 3/4 2.30 1-3/8 57 1-3/8 | 1-3/8
1JCI3N-16-16 | 1-7/16-12 1 2.61 1-3/8 .58 1-3/8 | 1-5/8
1JC93N-20-20 | 1-11/16-12 | 1-1/4 2.65 1-5/16 .59 1-7/8 | 1-7/8

Construction: Steel nipple, nut and shell. Add “C” for Stainless Steel.

NOTE: Also available in PAGE Fittings. When measuring overall length to the end of the nut, B+C dimensions must
be used to calculate cut-off allowance. Stainless steel fittings must be assembled with Karrykrimp2 or Parkimp2.

See CrimpSource for more information.

> Hose

00 Tubing

1J793N Seal-Lok™ 45° Elbow

Part Thread Hose A Cutoff Allow. E J
Number Size Size B Hex
# |2 © 9
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J793N-20-20 | 1-11/16-12 | 1-1/4 4.25 2-15/16 1.00 1-7/8
L Construction: Steel nipple, tube, nut and shell.
J Add “C” for Stainless Steel.
NOTE: Also available in PAGE Fittings.
™ o
1J993N Seal-Lok™ 90° Elbow Short Drop
Part Thread Hose A Cutoff Allow. E J
Number Size Size B Hex
— A
o — # |2 O O
inch | mm | inch | mm | inch | mm | inch | mm | inch
l 1J993N-20-20 | 1-11/16-12 | 1-1/4 4.36 3-1/16 2.51 1-7/8
L Construction: Steel nipple, tube, nut and shell.
Add “C” for Stainless Steel.
J NOTE: Also available in PAGE Fittings.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-89

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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94/95 Series Visual Index

106

94
Series

PERMANENT

R

94/95 Series Permanent

SAE [JIC) 37° SAE (JIC) 37°
Female Swivel 106 Female Swivel
j 95 j
PERMANENT
E-90 E-90
o .
10694 SAE (JIC) 37° Female Swivel

Part Thread Hose A Cutoff Allow. J

Number Size Size B Hex
# || (© O

inch | mm | inch | mm | inch
10694-6-6 9/16-18 -6 1.76 15/16 11/16

10694-8-8 3/4-16 -8 2.09 1-3/16 7/8

10694-10-10 7/8-14 -10 2.30 1-5/16 1
10694-12-12 1-1/16-12 -12 2.45 1-5/16 1-1/4
10694-16-16 1-5/16-12 -16 2.72 1-7/16 1-1/2

Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.
° .
10695 SAE (JIC) 37° Female Swivel

Part Thread | Hose A Cutoff Allow. | J
Number Size Size B Hex
# || (© O
inch | mm | inch | mm | inch
10695-4-4 7/16-20 -4 1.76 15/16 11/16

10695-6-6 9/16-18 -6 2.09 1-3/16 7/8

10695-8-8 3/4-16 -8 2.30 1-5/16 1
10695-12-12 1-1/16-12 -12 2.45 1-5/16 1-1/4
10695-16-16 1-5/16-12 -16 2.72 1-7/16 1-1/2

E-90

Construction: Steel nipple, nut and shell.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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PAGE Fittings Visual Index

PAGE
Fittings

PERMANENT

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

PAGE Series Permanent

NOTE:

Female Cam & Male Cam & Female Sanitary Female I-Line® Female JIC 37°
CL-S Groove E-S Groove FBS-S Bevel Seat FIL-S Sanitary FJX-S Swivel
E-93 E-93 E-94 E-96
¢ | Female Seal-Lok™ o Female NPTF Pipe _c| Male Sanitary _c | Malel-Line® u Male NPTF Pipe
FORFS-5 Swivel Short FP-S Rigid MBS-S Bevel Seat MIL-S Sanitary MP-S Rigid
E-96 E-95 E-94 E-94 E-95
Mini Sanitary Female A-Lok® Sanitary Flange &
MSAN-S Flange PF | ANSIFlange PLCF-S Compression SAN-S Step Downs 9 SFR-S | Flange Retainer
=
YA
Al
:
E-98 E-96 E-98 E-97
A-Lok® Male Stand
TUBE-S pipe-Rigid "V" Notch
E-97

The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end
size and hose size are reversed.

PAGE fittings require a PAGE collar. See pg. E-92.

Length calculations for PAGE hose assemblies are typically made sealing surface to sealing
surface per the NAHAD Fluoropolymer Hose Assembly Specification Guidelines unless otherwise

requested by customer at time of order.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-91
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PAGE Fitting Collars - Size & Style

PAGE

COLLARS

By Size

By Style

PAGE Series Permanent

Hose c‘:i':;# o4 | o6 | 08 | 12 | 16 | 20 | 24 | 32 | 40 | 48 | e
sTW

i ST300 | ST300 | ST300 | ST300 | ST300 | ST300 | ST300 | ST300

g‘é‘g S€300 | SC300 | SC300 | SC300 | SC300 | SC300 | SC300 | SC300 | SC300

';‘é‘g PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300

oWV

oy SC300 $C300 | SC300 | $C300 | SC300 | SC300 | SC300 | SC300 | SC300 | SC300
PCWY

heny PC300 PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300 | PC300
g';FFYB" SBF300 SBF300 | SBF300 | SBF300 | SBF300 SBF300

RCTW

o RC300 RC300 | RC300 | RC300 | RC300 | RC300 | RC300 | RC300 | RC300 | RC300

Inserts & Collars Sold Separately

Examples:

If you need a Female JIC Swivel Fitting for a 08-SCW Hose (1/2” Convoluted), place an order for
(1) 08-08 FJX-S and (1) 08-SC300.

If you need a Male Pipe Fitting for a 12-RCTW Hose, place an order for (1) 12-12 MP-S and (1) 12-RC300.

Size ST300 SC300 PC300 SBF300 RC300
For use with Fos::uw.fslesgv;th F:E;Isli(‘;v;th For use with | For use with
STW/STB SCWV. /SCB’V PCWV. /PGB’\I SBFW/SBFB | RCTW/RCTB
1/4” 04-ST300 04-SC300 04-PC300 — —
3/8” 06-ST300 06-SC300 06-PC300 | 06-SBF300 —
1/2” 08-ST300 08-SC300 08-PC300 | 08-SBF300 | 08-RC300
3/4” 12-ST300 12-SC300 12-PC300 | 12-SBF300 | 12-RC300
1” 16-ST300 16-5C300 16-PC300 | 16-SBF300 | 16-RC300
1-1/4” | 20Z-ST300 20-SC300 20-PC300 — 20-RC300
1-1/2" | 24Z-ST300 24-SC300 24-PC300 | 24-SBF300 | 24-RC300
2" — 32-SC300 32-PC300 — 32-RC300
3” — 48-SC300 48-PC300 — 48-RC300
4” — 64-SC300 64-PC300 — 64-RC300

Construction: Stainless Steel.
NOTE: also available in carbon steel “CS”.

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. Length
calculations for PAGE hose assemblies are typically made sealing surface to sealing surface per the NAHAD Fluoropolymer Hose Assembly
Specification Guidelines unless otherwise requested by customer at time of order.

E-92

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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CL-S Female Cam & Groove

“_m_"

il

ler?llger I-:o[?e A E
# | ©
inch | mm | inch | mm | inch | mm
16-16CL-S 1 4.2 1.44
24-24CL-S 1-1/2 5.2 2.10
32-32CL-S 2 6.0 2.48
48-48CL-S 3 7.2 3.60
64-64CL-S 4 7.8 4.70

E-S Male Cam & Groove

Construction: Stainless Steel.

NOTE: Also available as encapsulated female cam under part number
TEC-S and TECL-S.

Part Hose
Number L.D. A E
| # ©
inch | mm | inch | mm | inch | mm
12-12E-S 3/4 2.60 1.26
16-16E-S 1 2.91 1.44
20-20E-S 1-1/4 3.64 1.78
24-24E-S 1-1/2 4.03 2.10
32-32E-S 2 4.75 2.48
48-48E-S 3 5.75 3.60
64-64E-S 4 5.88 470
Construction: Stainless Steel.
FBS-S Female Sanitary Bevel Seat
Part Acme Hose A
A Number Thread I.D.
inch inch | mm | inch | mm

16-16FBS-S 1-1/2-8 1 2.74

U 24-24FBS-S 2-8 1-1/2 3.41

H 32-32FBS-S 2-1/2-8 2 3.94

40-40FBS-S 3-8 2-1/2 437

48-48FBS-S 3-1/2-8 3 4.85

64-64FBS-S 4-5/8-6 4 5.24

Construction: Stainless Steel.

PAGE Series Permanent

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. Length
calculations for PAGE hose assemblies are typically made sealing surface to sealing surface per the NAHAD Fluoropolymer Hose Assembly
Specification Guidelines unless otherwise requested by customer at time of order.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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MBS-S Male Sanitary Bevel Seat

FIL-S Female I-Line® Sanitary

-

— O
@]

L

MIL-S Male I-Line® Sanitary

PAGE Series Permanent

e

o

L

Part Acme Hose A
Number Thread 1.D.
# ©
inch | inch | mm | inch | mm
16-16MBS-S 1-1/2-8 1 2.74
24-24MBS-S 2-8 [ 1-1/2 3.41
32-32MBS-S | 2-1/2-8 | 2 3.94
40-40MBS-S 3-8 | 2-1/2 437
48-48MBS-S | 3-1/2-8 | 3 4.85
64-64MBS-S | 4-5/8-6 | 4 5.24
Construction: Stainless Steel.
Part Hose A Flange Size D
Number 1.D. C
# | ©
inch | mm | Inch | mm | Inch | mm | Inch | mm
16-16FIL-S 1 2.60 1.25 2.00
24-24FIL-S 1-1/2 3.43 1.76 2.00
32-32FIL-S 2 423 2.26 2.64
40-40FIL-S 2-1/2 4.42 2.76 3.31
48-48FIL-S 3 4.84 3.31 3.87
Construction: Stainless Steel.
Part Hose A Flange Size D
Number I.D. C
# | ©
inch | mm | Inch | mm | Inch | mm | Inch | mm
16-16MIL-S 2.60 1.25 2.00
24-24MIL-S 3.43 1.76 2.00
32-32MIL-S 423 2.26 2.64
40-40MIL-S 4.42 2.76 3.31
48-48MIL-S 4.84 3.31 3.87

Construction: Stainless Steel.

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. Length
calculations for PAGE hose assemblies are typically made sealing surface to sealing surface per the NAHAD Fluoropolymer Hose Assembly
Specification Guidelines unless otherwise requested by customer at time of order.

E-94

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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FP-S Female NPTF Pipe-Rigid

PAGE Series Permanent

Part Thread Hose A H
R Number Size 1.D. Hex
# | 2| © O
inch mm inch mm inch
;’MMML 04-04FP-S 1/4-18 1/4 6 1.63 4 3/4
: 06-06FP-S 3/8-18 3/8 10 1.73 44 7/8
08-08FP-S 1/2-14 1/2 13 2.25 57 | 1-1/16
12-12FP-S 3/4-14 3/4 19 2.60 66 | 1-5/16
16-16FP-S 1-111/2 1 25 2.85 72 1-5/8
20-20FP-S | 11/4-111/2 | 1-1/4 32 3.50 89 2
24-24FP-S | 11/2-111/2 | 1-1/2 38 3.63 92 2-3/8
32-32FP-S 2-111/2 2 51 4.25 108 | 2-7/8
Construction: Stainless Steel.
MP-S Male NPTF Pipe-Rigid
Part Thread Hose H
Number Size I.D. Hex
| ’ 1 H nenananr @ O
! inch mm inch mm inch
w 04-04MP-S 1/4-18 1/4 6 1.63 4 9/16
" 06-06MP-S 3/8-18 3/8 10 1.76 45 11/16
08-08MP-S 1/2-14 1/2 13 2.34 59 7/8
12-12MP-S 3/4-14 3/4 19 2.59 66 1-1/8
16-16MP-S 1-111/2 1 25 3.00 76 1/3/8
20-20MP-S 11/4-111/2 | 1-1/4 32 3.39 86 1-3/4
24-24MP-S 11/2-111/2 | 1-1/2 38 3.89 99 2
32-32MP-S 2-111/2 2 51 4.58 116 | 2-1/2
40-40MP-S 2-1/2 8 2-1/2 64 5.28 134 3
48-48MP-S 3-8 3 76 5.93 151 3-3/4
64-64MP-S 4-8 4 102 6.82 173 | 4-5/8

Construction: Stainless Steel.

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. Length
calculations for PAGE hose assemblies are typically made sealing surface to sealing surface per the NAHAD Fluoropolymer Hose Assembly
Specification Guidelines unless otherwise requested by customer at time of order.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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PAGE Series Permanent

FJX-S Female JIC 37° Swivel

Part Thread Hose A H
Number Size I.D. Hex
/ # | 2w | O O
L inch mm inch mm inch
| 04-04FJX-S 7/16-20 1/4 1.44 9/16
4\,4 06-06FJX-S 9/16-18 3/8 1.65 11/16
08-08FJX-S 3/4-16 12 2.13 7/8
12-12FJX-S 1-1/16-12 3/4 2.54 1-1/4
16-16FJX-S 1-5/16-12 1 2.76 1-1/2
20-20FJX-S 1-5/8-12 1-1/4 3.25 2
24-24FJX-S 1-7/8-12 1-1/2 3.73 2-1/4
32-32FJX-S 2-1/2-12 2 4.55 2-7/8
40-40FJX-S 3-12 2-1/2 4.76 3-3/8

Construction: Stainless Steel.

FORFS-S Female Seal-Lok® Swivel-Short

Part Thread Hose A C H J
Number Size 1.D. Hex | Hex

# || © OO

inch | mm | inch | mm | inch | mm | inch | inch
04-04FORFS-S 9/16-18 1/4 1.50 32 9/16 | 11/16
06-06FORFS-S | 11/16-16 | 3/8 1.85 32 11/16 | 13/16
08-08FORFS-S | 13/16-16 | 1/2 2.00 43 13/16 | 15/16
12-12FORFS-S | 1-3/16-12 | 3/4 2.30 57 1-1/8 | 1-3/8
16-16FORFS-S | 1-7/16-12 | 1 2.50 58 1-3/8 | 1-5/8
24-24FORFS-S 2-12 1-1/2 3.98 .59 2 | 2-1/4

Construction: Stainless Steel.

NOTE: When measuring overall length to the end of the nut, B+C dimensions must be used
to calculate cut-off allowance. Stainless steel fittings must be assembled with Karrykrimp2 or
Parkimp2. See CrimpSource for more information.

PLCF-S Female A-LOK® Compression (With Nut & Ferrules)

Part Thread Hose A H J
Number Size 1.D. Hex | Hex

—— # | © OO

inch | mm | inch | mm | inch | inch

- - 04-04PLCF-S 7/16-20 | 1/4 1.52 9/16 | 9/16
06-06PLCF-S 9/16-20 | 3/8 1.63 11/16 | 11/16

08-08PLCF-S 3/4-20 1/2 2.05 7/8 | 7/8

12-12PLCF-S 1-20 3/4 2.30 1-1/8 | 1-1/8

16-16PLCF-S | 1-5/16-20 | 1 257 1-3/8 | 1-1/2

Construction: Stainless Steel.

NOTE: The PAGE fitting call-out does not follow traditional Parker fitting nomenclature. The end size and hose size are reversed. Length
calculations for PAGE hose assemblies are typically made sealing surface to sealing surface per the NAHAD Fluoropolymer Hose Assembly
Specification Guidelines unless otherwise requested by customer at time of order.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-96 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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PAGE Series Permanent

TUBE-S A-LOK® Male Standpipe-Rigid with “V” Notch

Part Diameter Hose A C D H
. Number R I.D. Hex
# (U © O
inch inch | mm | inch | mm | inch | mm | inch | mm | inch
04-04TUBE-S 1/4 1/4 1.75 18 .66 7/16
" 06-06TUBE-S 3/8 3/8 2.06 25 85 5/8
08-08TUBE-S 12 1/2 2.56 .34 .97 3/4
12-12TUBE-S 3/4 3/4 2.86 40 1.02 1-1/8
16-16TUBE-S 1 1 3.34 52 1.30 1-3/8
20-20TUBE-S 1-1/4 | 1-1/4 4.05 50 1.75 1-3/4
Construction: Stainless Steel.
PF ANSI B16.5 Flange
Carbon Steel 316 304 Flange Hose Bolt Spacing
(Epoxy Coated) | Stainless Steel | Stainless Steel | Diameter A I.D. B
# # # | O | ©
Flange Flange Flange inch | mm | inch | mm | inch | mm
08-PF150 08-PF156 08-PF154 3-1/2 1/2 2-3/8
12-PF150 12-PF156 12-PF154 3-7/8 3/4 2-3/4
16-PF150 16-PF156 16-PF154 4-1/4 1 3-1/8
20-PF150 20-PF156 20-PF154 4-5/8 1-1/4 3-1/2
24-PF150 24-PF156 24-PF154 5 1-1/2 3-7/8
32-PF150 32-PF156 32-PF154 6 2 4-3/4
40-PF150 40-PF156 40-PF154 7 2-1/2 5-1/2
48-PF150 48-PF156 48-PF154 7-1/2 3 6
64-PF150 64-PF156 64-PF154 9 4 7-1/2

NOTE: Also available in 300 Ib. flange and other materials. Contact Customer Service for options.

SFR-S Flange Retainer

Flange not included

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

For detailed ordering information, please consult price list or contact Parflex® Division.

Part Flange Hose A Bolt Spacing
Number Diameter 1.D. E
# ©  ©
inch | mm | inch | mm | inch | mm | inch | mm

08-08SFR-S 3-1/2 1/2 2.30 2-3/8
12-12SFR-S 3-7/8 3/4 2.60 2-3/4
16-16SFR-S 4-1/4 1 3.00 3-1/8
20-20SFR-S 4-5/8 1-1/4 3.25 3-1/2
24-24SFR-S 5 1-1/2 3.65 3-7/8
32-32SFR-S 6 2 4.25 4-3/4
40-40SFR-S 7 2-1/2 5.00 5-1/2
48-48SFR-S 7-1/2 3 5.50 6
64-64SFR-S 9 4 7.00 7-1/2

Construction: Stainless Steel.

NOTE: The PAGE fitting
call-out does not follow
traditional Parker fitting
nomenclature. The end
size and hose size are
reversed. Length calcu-
lations for PAGE hose
assemblies are typically
made sealing surface to
sealing surface per the
NAHAD Fluoropolymer
Hose Assembly Specifi-
cation Guidelines unless
otherwise requested

by customer at time of
order.
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MSAN-S Mini Sanitary Flange

Part Hose A Flange Size
Number I.D. D
o # O

ﬁ inch | mm |[inch | mm | inch | mm

D 04-04MSAN-S 1/4 1.47 .98

L_U—UMJ—MML 04-08MSAN-S 1/4 1.50 .98

06-06MSAN-S 3/8 1.53 .98

06-08MSAN-S 3/8 1.53 .98

06-12MSAN-S 3/8 1.66 .98

08-08MSAN-S 1/2 1.90 .98

08-12MSAN-S 112 1.94 98

12-12MSAN-S 3/4 2.16 98

16-16MSAN-S 1 2.27 1.34

Construction: Stainless Steel.

NOTE: The PAGE fitting call-out does not follow traditional Parker
fitting nomenclature. The end size and hose size are reversed.

Compliant ASME-BPE

SAN-S Sanitary Flange & Step-Downs

PAGE Series Permanent

NOTE: The PAGE fitting call-out
does not follow traditional Parker
fitting nomenclature. The end
size and hose size are reversed.
Length calculations for PAGE
hose assemblies are typically
made sealing surface to seal-

ing surface per the NAHAD
Fluoropolymer Hose Assembly
Specification Guidelines unless
otherwise requested by customer
at time of order.

For detailed ordering information, please consult price list or contact Parflex® Division.

’ number | 1D R
# | ©
D inch | mm | inch | mm | inch | mm

08-08SAN-S 1/2 2.1 1.98
08-16SAN-S 1/2 2.11 1.98
08-24SAN-S 1/2 2.34 1.98
12-12SAN-S 3/4 2.32 1.98
16-16SAN-S 1 2.45 1.98
12-24SAN-S 3/4 2.34 1.98
16-24SAN-S 1 2.32 1.98
24-24SAN-S 1-1/2 3.10 1.98
24-32SAN-S 1-1/2 3.12 2.52
32-32SAN-S 2 3.67 2.52
40-40SAN-S 2-1/2 4.00 3.05
48-48SAN-S 3 4.50 3.58
64-64SAN-S 4 4.75 4.68

Construction: Stainless Steel. Compliant ASME-BPE

NOTE: The PAGE fitting call-out does not follow traditional Parker

fitting nomenclature. The end size and hose size are reversed.

E-98

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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BA Series Visual Index

BA
Series

FIELD
ATTACHABLE

Male Taper Pipe
Rigid

206

SAE (JIC) 37° Swivel

o | )

==

201BA Male Taper Pipe Rigid

BA Series Field Attachable

206BA Female SAE (JIC) 37° Swivel

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Hose A Cutoff Allow. | H W
Number Size I.D. B Hex | Hex
# | | © OO
inch | mm | inch | mm | inch | mm | inch | inch
201BA-4-4 1/4-18 1/4 2.43 1-1/4 5/8 3/4
201BA-6-6 3/8-18 3/8 2.62 1-1/4 3/4 7/8
Construction: Steel.
Part Thread Hose A Cutoff Allow. | H J W
Number Size I.D. B Hex | Hex | Hex
# | we | © OO0
inch | mm | inch | mm | inch | mm | inch | inch | inch
206BA-6-4 9/16-18 1/4 2.62 1-3/8 11416 | 1116 | 3/4
206BA-6-6 9/16-18 3/8 2.76 1-3/8 3/4 3/4 7/8
206BA-8-8 3/4-16 12 3.26 1-11/16 7/8 7/8 |1-1/16
Construction: Steel.
NOTE: Size -8 incorporates a dual seat.
For detailed ordering information, please consult price list or contact Parflex® Division. m
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BU Series Visual Index

BU
Series

PERMANENT

201

Male Taper Pipe
Rigid

206

SAE (JIC) 37° Swivel

213

Male Taper Pipe

Swivel

o | )

==

ag——

BU Series Field Attachable

E-100 E-100 E-100
201BU Male Taper Pipe Rigid
Part Thread Hose A Cutoff Allow. | H w
Number Size I.D. B Hex | Hex
A |
— | | e | (© OO
inch | mm | inch | mm | inch | mm | inch | inch
201BU-2-2 1/8-27 1/8 1.50 1 7/16 | 7/16
H w Construction: Steel.
206BU Female SAE (JIC) 37° Swivel
Part Thread Hose A Cutoff Allow. | H J W
Number Size I.D. B Hex | Hex | Hex
# | o | © OO
inch | mm | inch | mm | inch | mm | inch | inch | inch
206BU-3-2 3/8-24 1/8 1.72 1-3/16 1/2 | 9/16 | 7/16
206BU-4-2 7/16-20 1/8 1.77 1-3/16 9/16 | 9/16 | 7/16
206BU-4-3 7/16-20 1/8 1.89 1-1/16 9/16 | 9/16 | 7/16
Construction: Steel.
NOTE: Size -4 incorporates a dual seat.
213BU Male Taper Pipe Swivel
Part Thread Hose A Cutoff Allow. | H J W
Number Size I.D. B Hex | Hex | Hex
# | oo | © OO
inch | mm | inch | mm | inch | mm | inch | inch | inch
213BU-2-2 1/8-27 1/8 2.07 1-1/2 12 | 1/2 | 7116

E-100

Construction: Steel.

WARNING: Fittings allow minor movement to relieve stress on hose but are not recommended
for continued or extensive swiveling. Not recommended for use in CNG applications.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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CY Series Permanent
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- Male Pipe Swivel -
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0
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E-102

E-103

E-103

E-103

E-104

Female Seal-Lok™
Swivel Straight Short

- Male Grease

E-104

ane-

E-104

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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101CY Male Taper Pipe Rigid

CY Series Permanent

102CY Female Pipe Thread

106CY Female SAE (JIC) 37° Swivel

E-102

Part Thread Hose A Cutoff Allow. | H
Number Size I.D. B Hex
inch | mm | inch | mm | inch | mm | inch
101CY-2-2 1/8-27 1/8 1.31 13/16 7/16
101CY-2-3 1/8-27 3/16 1.72 15/16 1/2
101CY-4-2 1/4-18 1/8 1.51 1 9/16
101CY-4-3 1/4-18 3/16 1.91 1-1/8 9/16
Construction: Steel.
Add “C” for Stainless Steel.
Part Thread Hose A Cutoff Allow. | H
Number Size I.D. B Hex
# | oo | © O
inch | mm | inch | mm | inch | mm | inch
102CY-2-3 1/8-27 3/16 1.97 1-1116 1/2
Construction: Steel.
Add “C” for Stainless Steel.
Part Thread Hose A Cutoff Allow. | H J
Number Size 1.D. B Hex | Hex
# | = | © OO
inch | mm | inch | mm | inch | mm | inch | inch
106CY-2-2 Flare 5/16-24 | 1/8 1.52 15/16 7/16 | 7/16
106CY-3-2 Flare 3/8-24 1/8 1.55 1 12 | 172
106CY-4-2 Flare 7/16-20 | 1/8 1.58 1 7/16 | 9/16
106CY-4-3 Flare 7/16-20 | 3/16 1.98 1-1/16 9/16 | 9/16

Construction: Steel.
Add “C” for Stainless Steel.
NOTE: Sizes -4 incorporates a dual seat.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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113CY Male Pipe Swivel*

CY Series Permanent

Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
# | oo | O OO
inch | mm | inch | mm | inch | mm | inch | inch
113CY-2-2 1/8-27 1/8 1.89 1-5/16 12 | 1/2
113CY-2-3 1/8-27 3/16 2.29 1-3/8 12 | 1/2

Construction: Steel.

Add “C” for Stainless Steel.

*NOTE: For use with petroleum based fluids.

WARNING: Fittings allow minor movement to relieve stress on hose but are not recommended for
continued or extensive swiveling. Not recommended for use in CNG applications.

139CY Female JIC 37° Swivel 90° Elbow Short Drop

N

‘R ma‘

\J

Part Thread Hose A Cutoff E J
Number Size 1.D. Allow. B Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch
139CY-4-2 7/16-20 1/8 1.61 1-1/8 0.83 9/16
139CY-4-3 7/16-20 3/16 1.90 1 0.83 9/16
Construction: Steel.
Add “C” for Stainless Steel.
1GKCY Bulkhead with Integrated Zerk Port
Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
inch | mm | inch | mm | inch | mm | inch
1/8-27 NPSM
1GKCY-2-2 Male w/1/4-28 | 1/8 1.45 7/8 1/2
UNF Female
1/8-27 NPSM
1GKCY-2-3 Male w/1/4-28 | 3/16 1.86 15/16 1/2
UNF Female
1/8-27 NPSM
1GKCY-2-2-L77* | Male w/1/4-28 | 1/8 1.71 1-1/4 1/2
UNF Female
1/8-27 NPSM
1GK91N-2-4** Male w/1/4-28 | 3/16 1.46 15/16 1/2
UNF Female

Construction: Steel.
Add “C” for Stainless Steel.

NOTE: *Long bulkhead for use with plates under 3/4” thick. Uses 2GK-NUT, sold separately.
**Use with 919 hoses.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1JCCY Female Seal-Lok™ Swivel Straight Short

CY Series Permanent

Part Thread Hose A Cutoff Allow. C H J
Number Size I.D. B Hex | Hex
# || O OO
inch | mm | inch| mm | inch | mm |inch | mm | inch | inch

1JCCY-4-2 9/16-18 1/8 1.29 3/4 .32 9/16 | 11/16

Construction: Steel.
Add “C” for Stainless Steel.

NOTE: When measuring overall length to the end of the nut, B+C dimensions must be used to calculate cut-off
allowance. Stainless steel fittings must be assembled with Karrykrimp2 or Parkimp2. See CrimpSource for more

information.

1J9CY Female O-ring Face Seal Swivel Short Drop

1LMCY Male Grease

[s2]

E-104

Part Thread Hose A Cutoff E
Number Size I.D. Allow. B Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch
1J9CY-4-2 9/16-18 1/8 1.81 1-1/4 .83 11/16
Construction: Steel.
Add “C” for Stainless Steel.
Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
# || © O
inch | mm | inch | mm | inch | mm | inch
1LMCY-2-2 1/4-28 1/8 1.26 11/16 3/8

Construction: Steel.
Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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SF Series Permanent

SF Series Visual Index

> Hose

10 ) e | e )
SF
Series ﬁ: S f [E:’
PERMANENT
E-105 E-105 E-106 E-106
101SF Male Taper Pipe Rigid
A Part Thread Hose A Cutoff Allow. | H
. Number Size I.D. B Hex
# |o| © O
inch | mm | inch | mm | inch | mm | inch
101SF-2-1 1/8-27 .090 1.13 3/4 7/16
H Construction: Steel
106SF JIC 37° Swivel
A Part Thread Hose A Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
b— B
# | oo | O OO
_ - inch | mm | inch | mm | inch | mm | inch | inch
106SF-2-1 5/16-24 .090 1.37 15/16 7716 | 1/2

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Construction: Steel

E-105

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Series SF

m Fittings

Tooling, Equipment

M g Accessories

@) General Technical


http://parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series SF

, Equipment
& Acc%ssgrie%

Toolin

n

@ General Technical

1JSSF Female Seal-Lok™ Swivel Long

SF Series Permanent

Part Thread Hose Cutoff Allow.| H
Number Size 1.D. B Hex
# || © O
inch | mm | inch | mm | inch | mm | inch
1JSSF-4-1 9/16-18 .090 1.50 3/4 11/16
Construction: Steel
™ - -
1JBSF Male Seal-Lok™ Bulkhead with O-ring
Part Thread Hose Cutoff Allow. | H
Number Size 1.D. B Hex
# || © @
inch | mm | inch | mm | inch | mm | inch
1JBSF-4-1 9/16-18 .090 2.06 1-11/16 5/8

E-106

g

Construction: Steel

NOTE: Bulkhead Locknut sold separately.

WLNL Locknuts are manufactured by the Tube Fittings Division. Refer to Catalog 4300 for
additional information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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For detailed ordering information, please consult price list or contact Parflex® Division. G
Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd E-107
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101HY Male NPTF Pipe Rigid

HY Series Permanent

E-108

Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
# |2 | O O
inch | mm | inch | mm | inch | mm | inch
101HY-2-4 1/8x27 1/4 6 | 234 | 59 | 100 | 25 | 5/8
101HY-4-4 1/4x18 1/4 6 | 253 | 64 | 119 | 30 | 9/16
101HY-4-5 1/4x18 516 | 8 | 256 | 65 | 1.22 | 31 |11/16
101HY-4-6 1/4x18 3/8 | 10 | 255 | 65 | 119 | 30 |[11/16
101HY-6-4 3/8x18 1/4 6 | 253 | 64 | 119 | 30 | 3/4
101HY-6-5 3/8x18 516 | 8 | 256 | 65 | 122 | 31 | 3/4
101HY-6-6 3/8x18 3/8 | 10 | 255 | 65 | 119 | 30 | 3/4
101HY-6-8 3/8x18 172 | 13 | 272 | 69 | 138 | 35 | 7/8
101HY-8-4 1/2x14 1/4 6 | 272 | 69 | 138 | 35 | 7/8
101HY-8-6 1/2x14 3/8 | 10 | 273 | 69 | 138 | 35 | 7/8
101HY-8-7 1/2x14 13/32| 10 | 273 | 69 | 138 | 35 | 7/8
101HY-8-8 1/2x14 172 | 13 | 291 | 74 | 141 | 40 | 7/8
101HY-8-10 1/2x14 58 | 16 | 294 | 75 | 159 | 40 |1-1/8
101HY-8-12 1/2x14 3/4 | 19 | 3.08 | 78 | 150 | 38 |1-1/4
101HY-12-8 3/4x14 172 | 13 | 291 | 74 | 156 | 40 |[1-1/16
101HY-12-10 3/4x14 58 | 16 | 298 [ 76 | 159 | 40 |1-1/8
101HY-12-12 3/4x14 3/4 | 19 | 3.08 | 78 | 150 | 38 |1-1/4
101HY-12-16 3/4x14 1 25 [ 323 | 82 | 1.63 | 41 |1-3/8
101HY-16-12 1x11-1/2 3/4 | 19 | 327 | 83 | 169 | 43 |1-3/8
101HY-16-14 1x11-1/2 7/8 | 22 | 327 | 83 | 178 | 43 |1-3/8
101HY-16-16 1x11-1/2 1 25 | 342 | 87 | 1.81 | 46 |1-3/8
101HY-20-20 | 1-1/4x11-1/2 |1-1/4| 32 | 3.84 | 98 | 200 | 51 |1-3/4

Construction: Steel

Add “C” for Stainless Steel.
NOTE: Stainless steel fittings must be assembled with Karrykrimp 2 or Parkrimp 2. See CrimpSource

for more information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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102HY Female NPTF Pipe Rigid

HY Series Permanent

Part Thread Hose A Cutoff Allow. | H
Number Size I.D. B Hex
A |
o | | e | © O
B I A 5 inch [ mm | inch | mm | inch [ mm | inch
102HY-2-4 1/8x27 1/4 6 | 234 | 59 | 100 | 25 | 5/8
\ H 102HY-4-4 1/4x18 1/4 6 | 247 | 63 | 113 | 29 |11/16
102HY-4-6 1/4x18 38 | 10 | 248 | 63 | 113 | 29 |11/16
102HY-6-4 3/8x18 1/4 6 | 247 | 63 | 113 | 29 | 7/8
102HY-6-6 3/8x18 38 | 10 | 248 | 63 | 113 | 29 | 7/8
102HY-8-6 1/2x14 38 | 10 275 | 70 | 141 | 36 1
102HY-8-8 1/2x14 172 | 13 | 284 | 72 | 150 | 38 1
102HY-12-12 3/4x14 34 | 19 | 283 | 72 | 125 | 32 |1-1/4
102HY-16-16 1x11-1/2 1 25 | 327 | 83 | 1.66 | 42 |1-1/2
Construction: Steel
103HY Male JIC 37° Rigid
Part Thread Hose A Cutoff Allow. | H
Number Size I.D. B Hex
# | 2| © O
inch | mm | inch | mm | inch | mm | inch
103HY-4-4 7/16x20 1/4 6 | 252 | 64 | 119 | 30 | 5/8
103HY-5-4 1/2x20 1/4 6 | 252 | 64 | 119 | 30 | 5/8
103HY-6-4 9/16x18 1/4 6 | 253 | 64 | 119 | 30 |11/16
103HY-6-5 9/16x18 5/16 8 2.56 65 1.22 31 | 11116
103HY-6-6 9/16x18 38 | 10 | 254 | 65 | 119 [ 30 |11/16
103HY-6-8 9/16x18 172 | 13 | 272 | 69 | 138 | 35 | 7/8
103HY-8-6 3/4x16 38 | 10 | 264 | 67 | 1.28 | 33 |13/16
103HY-8-8 3/4x16 172 | 13 | 281 | 71 | 147 | 37 | 7/8
103HY-10-6 7/8x14 38 | 10 | 281 | 71 | 147 | 37 1
103HY-10-8 7/8x14 172 | 13 | 291 | 74 | 156 | 40 1
103HY-10-10 7/8x14 58 | 16 [ 298 | 76 | 159 | 40 |1-1/8
103HY-10-12 7/8x14 34 | 19 [ 308 | 78 | 150 | 38 |1-1/4
103HY-12-8 1-1/16x12 172 | 13 | 302 | 77 | 166 | 42 |1-1/8
103HY-12-10 1-1/16x12 58 | 16 [3.09 | 78 | 172 | 44 |1-1/8
103HY-12-12 1-1/16x12 34 | 19 | 319 | 81 | 163 | 41 |1-1/4
103HY-14-12 1-3/16x12 34 | 19 [ 319 | 81 | 163 | 41 |1-1/4
103HY-16-12 1-5/16x12 34 | 19 [ 323 | 82 | 166 | 42 |1-3/8
103HY-16-16 1-5/16x12 1 25 | 339 | 86 | 1.78 | 45 |1-3/8
103HY-20-16 1-5/8x12 1 25 | 344 | 87 | 181 | 46 |1-3/4
103HY-20-20 1-5/8x12 1-1/4 | 32 | 383 | 97 | 200 | 51 |1-3/4

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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105HY Male SAE Straight Thread Rigid (with 0-ring)

E-110

HY Series Permanent

Part Thread Hose A Cutoff Allow. | H
Number Size 1.D. B Hex
# | = | O O
inch [ mm | inch | mm | inch [ mm | inch
105HY-4-4 7/16x20 1/4 6 | 233| 59 097 | 25 | 916
105HY-5-4 1/2x20 1/4 6 | 233 | 59 | 097 | 25 | 5/8
105HY-6-4 9/16x18 1/4 6 | 242 | 61 | 106 | 27 |11/16
105HY-6-6 9/16x18 3/8 10 2.38 60 1.03 26 | 11116
105HY-8-6 3/4x16 38 | 10 | 242 | 61 | 106 | 27 | 7/8
105HY-8-8 3/4x16 172 | 13 | 259 | 66 | 125 | 32 | 7/8
105HY-10-6 7/8x14 38 | 10 | 255 | 65 | 119 | 30 1
105HY-10-8 7/8x14 172 | 13 | 266 | 68 | 1.31 | 33 1
105HY-10-10 7/8x14 58 | 16 | 280 | 71 | 1.41 | 36 |1-1/8
105HY-12-8 1-1/16x12 172 | 13 | 2.81 | 71 | 1.47 | 37 |1-1/4
105HY-12-10 1-1/16x12 58 | 16 | 283 | 72 | 1.44 | 37 |1-1/4
105HY-12-12 1-1/16x12 34 | 19 | 292 | 74 | 134 | 34 |1-1/4
105HY-16-12 1-5/16x12 34 | 19 | 292 | 74 | 134 | 34 |1-1/2
105HY-16-16 1-5/16x12 1 25 | 3.08 | 78 | 1.47 | 37 |1-12

Construction: Steel

NOTE: 0-ring not compatible with Phospate Ester fluids.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd


http://parker.com/pfd

106HY Female JIC 37°Swivel

HY Series Permanent

Part Thread Hose Cutoff Allow. | H W
Number Size I.D. B Hex | Hex
# | me| O O
inch [ mm | inch | mm | inch | mm | inch | inch
106HY-3-4 3/8x24 1/4 6 | 258 | 66 | 122 | 31 | 916 | 1/2
106HY-4-4 7/16x20 1/4 6 | 260 | 66 | 1.25| 32 | 9/16 | 9/16
106HY-4-6 7/16x20 38 | 10 | 267 | 68 | 131 | 33 | 3/4 | 9/16
106HY-5-4 1/2x20 1/4 6 | 265 | 67 | 131 | 33 | 916 | 58
106HY-5-5 1/2x20 516 | 8 | 269 | 68 | 1.34 | 34 | 58 | 58
106HY-5-6 1/2x20 38 | 10 | 273 | 69 | 138 | 35 | 3/4 | 5/8
106HY-6-4 9/16x18 1/4 6 | 267 | 68 | 131 | 33 | 916 | 11/16
106HY-6-5 9/16x18 5/16 8 2.70 69 1.34 34 5/8 | 11/16
106HY-6-6 9/16x18 3/8 10 2.69 68 1.34 34 1116 | 11/16
106HY-8-6 3/4x16 38 | 10 | 272 | 69 (138 | 35 | 7/8 | 7/8
106HY-8-8 3/4x16 172 | 13 | 290 | 74 | 141 | 40 | 7/8 | 7/8
106HY-8-10 3/4x16 5/8 16 2.98 76 1.59 40 | 1-1/8 | 7/8
106HY-8-12 3/4x16 34 | 19 | 308 | 78 | 153 | 39 |1-1/4| 7/8
106HY-10-6 7/8x14 38 | 10 | 281 | 71 | 147 | 37 | 7/8 1
106HY-10-8 7/8x14 172 | 13 | 298 | 76 | 1.63 | 41 1 1
106HY-10-10 7/8x14 58 | 16 | 306 | 78 | 169 | 43 |1-1/8| 1
106HY-10-12 7/8x14 34 | 19 | 316 | 80 | 159 | 40 |1-1/4| 1
106HY-12-6 1-1/16x12 38 | 10 | 300 | 76 | 166 | 42 |1-1/8 | 1-1/4
106HY-12-8 1-1/16x12 172 | 13 | 3.05 | 77 | 1.69 | 43 |1-1/8 | 1-1/4
106HY-12-10 1-1/16x12 58 | 16 | 312 | 79 | 175 | 44 |1-1/8 | 1-1/4
106HY-12-12 1-1/16x12 34 | 19 | 322 | 82 | 166 | 42 |1-1/4|1-1/4
106HY-12-16 1-1/16x12 1 25 | 338 | 86 | 1.75 | 44 |1-3/8|1-1/4
106HY-14-12 1-3/16x12 34 | 19 | 323 | 82 | 166 | 42 |1-1/4|13/8
106HY-16-12 1-5/16x12 34 | 19 | 330 | 84 | 172 | 44 |1-3/8 | 1-1/2
106HY-16-14 1-5/16x12 7/8 | 22 | 330 | 84 | 172 | 44 |1-3/8|1-1/2
106HY-16-16 1-5/16x12 1 25 | 345 | 88 | 1.84 | 47 |1-3/8|1-1/2
106HY-16-20 1-5/16x12 | 1-1/4| 32 | 3.84 | 98 | 2.00 | 51 |1-3/4|1-1/2
106HY-20-16 1-5/8x12 1 25 | 370 | 94 | 209 | 53 |1-3/4| 2
106HY-20-20 1-5/8x12 1-1/4 | 32 | 409 | 104 | 225 | 57 2 2

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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HY Series Permanent
3
I - -
A 107HY Female NPSM Pipe Swivel (60° Cone)
Part Thread Hose A Cutoff Allow. | H W
Number Size 1.D. B Hex | Hex
# | o] © OO
inch | mm | inch | mm | inch | mm | inch | inch
107HY-4-4 1/4x18 1/4 6 266 | 68 | 1.31 | 33 | 9/16 [ 11/16
= \W \H 107HY-6-4 3/8x18 1/4 6 272 | 69 | 138 | 35 3/4 | 7/8
= 107HY-6-6 3/8x18 3/8 10 | 255 | 65 | 119 | 30 3/4 | 7/8
B 107HY-8-8 1/2x14 1/2 13 | 291 | 74 | 156 | 40 1 1
107HY-12-8 3/4x14 1/2 13 | 305 | 77 | 169 | 43 |1-1/4 | 1-1/4
107HY-12-12 3/4x14 3/4 19 | 322 | 82 | 166 | 42 |1-1/4 | 1-1/4
107HY-16-16 1x11-1/2 1 25 | 339 | 8 | 178 | 45 |1-3/8 | 1-1/2
® Construction: Steel
3
T
=w
%LI
O
C
S
= o -
g 108HY Female SAE 45° Swivel
= Part Thread Hose A CutoffAllow.| H | W
D Number Size 1.D. B Hex | Hex
# | o | O OO
inch | mm | inch | mm | inch | mm | inch | inch
108HY-4-4 7/16x20 1/4 6 260 | 66 | 1.26 | 32 | 9/16 | 9/16
>
%ﬁ 108HY-5-4 1/2x20 1/4 6 266 | 68 | 131 | 33 | 9/16 | 58
D
L%% 108HY-5-5 1/2x20 5/16 8 268 | 68 | 1.34 | 34 5/8 | 5/8
E 108HY-6-4 5/8x18 1/4 6 273 | 69 | 1.38 | 35 |[11/16| 3/4
108HY-6-5 5/8x18 5/16 8 276 | 70 | 1.41 | 36 5/8 | 3/4
108HY-6-6 5/8x18 3/8 10 [ 275 | 70 | 1.41 | 36 |11/16| 3/4
108HY-8-6 3/4x16 3/8 10 [ 273 | 69 | 1.38 | 35 |13/16| 7/8
108HY-8-8 3/4x16 1/2 13 [ 290 | 74 | 156 | 40 7/8 | 7/8
= 108HY-8-12 3/4x16 3/4 19 [ 317 | 81 | 159 | 40 |1-1/4| 7/8
[<5)
_gg 108HY-10-8 7/8x14 1/2 13 [ 298 | 76 | 1.63 | 41 1 1
Efg 108HY-10-10 7/8x14 5/8 16 [ 306 78 | 169 | 43 |1-1/8| 1
§’§ 108HY-12-10 1-1/16x12 5/8 16 | 333 | 8 | 194 | 49 |[1-1/8 | 1-1/4
o
o 108HY-12-12 1-1/16x12 3/4 19 | 341 | 87 | 184 | 47 [1-1/4|1-1/4
F Construction: Steel
8
=
[&)
@
i)
D
S
(&)
G For detailed ordering information, please consult price list or contact Parflex® Division.

E-112 Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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10GHY Male SAE Straight Thread Swivel (with 0-ring)

HY Series Permanent

10LHY Male SAE Straight Thread Swivel 90° Elbow (with 0-ring)

Part Thread Hose A CutoffAllow. | H | W
Number Size I.D. B Hex | Hex
# | o | O OO
inch | mm | inch | mm | inch | mm | inch | inch

10GHY-4-4* 7/16x20 1/4 3.00 1.66 9/16 | 5/8
10GHY-5-4* 1/2x20 1/4 3.00 1.66 9/16 | 5/8
10GHY-6-4 9/16x18 1/4 3.16 1.81 5/8 | 11/16
10GHY-6-6 9/16x18 3/8 3.14 1.78 11/16 | 11/16
10GHY-8-6 3/4x16 3/8 3.24 1.88 13/16 | 7/8
10GHY-8-8 3/4x16 1/2 3.36 2.00 78 | 7/8
10GHY-10-8 7/8x14 1/2 3.44 2.09 1 1
10GHY-12-8 1-1/16x12 1/2 3.66 2.31 1-1/4 | 1-1/4
10GHY-12-12 1-1/16x12 3/4 3.89 2.31 1-1/4 | 1-1/4
10GHY-16-16 1-5/16x12 1 3.95 2.34 1-3/8 | 1-1/2

Construction: Steel

NOTE: Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on
extensive or continuous swiveling. 0-ring not compatible with Phospate Ester fluids.

Part Thread Hose A Cutoff Allow. E W
Number Size I.D. B Hex
# AANAAMANY @
inch | mm | inch | mm | inch | mm | inch | mm | inch
10LHY-4-4 7/16x20 1/4 2.31 0.97 1.63 11/16
10LHY-6-4 9/16x18 1/4 2.31 0.97 1.66 7/8
10LHY-6-6 9/16x18 3/8 2.33 0.97 1.66 11/16
10LHY-8-4 3/4x16 1/4 2.31 0.94 1.75 7/8
10LHY-8-6 3/4x16 3/8 2.33 0.97 1.73 7/8
10LHY-8-8 3/4x16 1/2 3.00 1.09 1.80 7/8
10LHY-10-8 7/8x14 12 3.00 1.09 1.88 1
10LHY-12-12 1-1/16x12 3/4 2.77 1.19 2.23 1-1/4
Construction: Steel
NOTE: Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on
extensive or continuous swiveling.
For detailed ordering information, please consult price list or contact Parflex® Division.
E-113

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
m Seriegs HY

Tooling, Equipment

M g Accessories

@) General Technical


http://parker.com/pfd

> Hose

00 Tubing

Coiled Air Hose

O Transportation @) & Fittings

Fittings
M Series HY

, Equipment
& Accgessgrie%

Toolin

n

@ General Technical

HY Series Permanent

111HY Male Ferulok Flareless Rigid (24° Cone w/Nut and Ferrule)

Part Thread Hose A CutoffAllow. | H | W
Number Size 1.D. B Hex | Hex
# || © OO
inch | mm | inch | mm | inch | mm | inch | inch

111HY-4-4 7/16x20 1/4 2.42 1.06 9/16 | 9/16
111HY-4-6 7/16x20 3/8 2.44 1.09 3/4 | 9/16
111HY-5-6 1/2x20 3/8 2.44 1.09 3/4 | 5/8
111HY-6-4 9/16x18 1/4 2.44 1.09 5/8 |11/16
111HY-6-6 9/16x18 3/8 2.45 1.09 11/16 | 11/16
111HY-8-6 3/4x16 3/8 2.61 1.25 78 | 7/8
111HY-8-8 3/4x16 1/2 2.72 1.38 78 | 7/8

111HY-10-8 7/8x14 1/2 2.78 1.44 1 1
111HY-12-12 1-1/16x12 3/4 3.02 1.44 1-1/4 | 1-1/4

Construction: Steel

NOTE: The Parker Ferrule-Fix fitting makes it possible to salvage the bent tube section from a hose
assembly for quick, easy on the job repairs. See page G-41 for Ferrule-Fix installation instructions.

113HY Male NPTF Pipe Swivel

E-114

Part Thread Hose A Cutoff Allow. | H | W
Number Size 1.D. B Hex | Hex
# | o | © OO
inch | mm | inch [ mm | inch | mm | inch | inch

113HY-2-4 1/8x27 1/4 2.97 1.63 9/16 | 5/8
113HY-4-4 1/4x18 1/4 3.06 1.72 9/16 | 5/8
113HY-4-6 1/4x18 3/8 3.17 1.81 11/16 | 11/16
113HY-6-4 3/8x18 1/4 3.13 1.78 5/8 | 11/16
113HY-6-6 3/8x18 3/8 3.11 1.75 11/16 | 11/16
113HY-6-8 3/8x18 1/2 3.31 1.97 78 | 7/8
113HY-8-6 1/2x14 3/8 3.38 2.03 7/8 | 7/8
113HY-8-8 1/2x14 1/2 3.50 2.16 7/8 | 7/8
113HY-12-12* 3/4x14 3/4 3.95 2.38 1-1/4 | 1-1/4
113HY-16-16* 1x11-1/2 1 423 2.63 1-1/2 | 1-1/2

Construction: Steel

NOTE: Fitting allows minor movement under pressure to relieve stress on hose but is not to be used for
continuous swiveling. See Hose Products Catalog 4400 for pressure limitations.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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11LHY Male NPTF Pipe Swivel 90° Elbow

HY Series Permanent

128HY Male Inverted SAE 45° Swivel

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Hose A Cutoff Allow. E W
Number Size 1.D. B Hex
# | v | © 9
inch [ mm | inch [ mm | inch | mm | inch | mm | inch
11LHY-2-4 1/8x27 1/4 2.31 0.97 1.50 5/8
11LHY-4-4 1/4x18 1/4 2.31 0.97 1.69 11/16
11LHY-4-6 1/4x18 3/8 2.33 0.97 1.69 11/16
11LHY-6-4 3/8x18 1/4 2.31 0.97 1.63 11/16
11LHY-6-6 3/8x8 3/8 2.33 0.97 1.63 11/16
11LHY-8-6 1/2x14 3/8 2.73 0.97 1.88 7/8
11LHY-8-8 1/2x14 1/2 3.00 1.09 1.93 7/8
Construction: Steel
Part Thread Hose A Cutoff Allow. | W
Number Size 1.D. B Hex
# | 2| O O
inch | mm | inch | mm | inch | mm | inch
128HY-3-4 3/8x24 1/4 3.09 1.75 3/8
128HY-4-4 7/16x24 1/4 3.28 1.94 7116
128HY-5-4 1/2x20 1/4 3.34 2.00 1/2
128HY-5-6 1/2x20 3/8 3.17 1.81 1/2
128HY-6-5 5/8x18 5/16 3.75 2.41 5/8
128HY-6-6 5/8x18 3/8 3.73 2.38 5/8
128HY-7-6 11/16x18 3/8 3.73 2.38 11/16
128HY-8-6 3/4x18 3/8 3.42 2.06 3/4
128HY-8-8 3/4x18 1/2 3.66 2.31 3/4
Construction: Steel
For detailed ordering information, please consult price list or contact Parflex® Division.
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129HY Female Inverted SAE 45° Rigid

HY Series Permanent

Part Thread Hose A Cutoff Allow.| H
Number Size 1.D. B Hex
# |»| © @
inch | mm | inch | mm | inch | mm | inch
129HY-5-4 1/2x20 1/4 2.25 0.91 5/8
129HY-6-6 5/8x18 3/8 2.25 0.91 7/8
Construction: Steel
134HY Male Standpipe Rigid (Inch Size Tube 0.D.)
Part Diameter Hose A Cutoff Allow.
Number R I.D. B
inch | mm | inch | mm | inch | mm | inch | mm
134HY-6-6 3/8 3/8 317 1.81
134HY-8-6 1/2 3/8 3.33 1.97
134HY-12-12 3/4 3/4 3.89 2.31
Construction: Steel
137HY Female JIC 37° Swivel 45° Elbow Short Drop
Part Thread Hose A Cutoff Allow. E W
Number Size 1.D. B Hex
inch | mm | inch | mm | inch | mm | inch | mm | inch
137HY-4-4 7/16x20 1/4 2.59 1.32 0.39 9/16
137HY-5-4 1/2x20 1/4 3.27 1.91 0.36 5/8
137HY-6-4 9/16x18 1/4 2.70 1.43 0.43 3/4
137HY-6-5 9/16x18 5/16 3.34 2.00 0.39 11/16
137HY-6-6 9/16x18 3/8 2.72 1.44 0.43 11/16
137HY-8-6 3/4x16 3/8 2.88 1.60 0.58 7/8
137HY-8-8 3/4x16 1/2 3.10 1.81 0.59 7/8
137HY-10-8 7/8x14 1/2 3.20 1.91 0.63 1
137HY-10-10 7/8x14 5/8 3.29 1.93 0.63 1
137HY-12-10 1-1/16x12 5/8 3.94 2.56 0.77 1-1/8
137HY-12-12 1-1/16x12 3/4 3.82 2.29 0.83 1-1/4
137HY-16-12 1-5/16x12 3/4 435 2.78 0.89 1-1/2
137HY-16-16 1-5/16x12 1 4.31 2.69 0.89 1-1/2

E-116

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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139HY Female JIC 37° Swivel 90° Elbow Short Drop

HY Series Permanent

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Hose A Cutoff Allow. E W
Number Size 1.D. B Hex
H peannen @ )
inch | mm | inch | mm | inch | mm | inch | mm | inch
139HY-4-4 7/16x20 1/4 6 | 240 | 61 | 113 | 29 | 083 | 21 | 9/16
139HY-5-4 1/2x20 1/4 6 | 250 | 64 |1.23 | 31 | 083 | 21 5/8
139HY-6-4 9/16x18 1/4 6 | 265 | 67 | 138 | 35 | 091 | 23 | 3/4
139HY-6-5 9/16x18 516 | 8 | 325 | 83 | 191 | 49 | 086 | 22 |[11/16
139HY-6-6 9/16x18 3/8 | 10 | 257 | 65 | 129 | 33 | 091 | 23 |[11/16
139HY-6-8 9/16x18 172 | 13 | 341 | 87 | 206 | 52 | 086 | 22 |11/16
139HY-8-6 3/4x16 3/8 | 10 | 264 | 67 | 137 | 35 | 114 | 29 | 7/8
139HY-8-8 3/4x16 172 | 13 | 285 | 72 | 156 | 40 | 114 | 29 | 7/8
139HY-10-8 7/8x14 172 | 13 | 301 | 76 | 172 | 44 | 126 | 32 1
139HY-10-10 7/8x14 58 | 16 | 3.09 | 78 | 173 | 44 | 126 | 32 1
139HY-10-12 7/8x14 34 | 19 | 325 | 83 | 169 | 43 | 123 | 31 1
139HY-12-8 1-1/16x12 172 | 13 | 361 | 92 | 225 | 57 | 1.83 | 46 |1-1/4
139HY-12-10 1-1/16x12 58 | 16 | 361 | 92 | 225 | 57 | 1.89 | 48 |[1-1/4
139HY-12-12 1-1/16x12 34 | 19 | 368 | 93 | 215 | 55 | 1.89 | 48 |[1-1/4
139HY-16-12 1-5/16x12 3/4 | 19 | 433 | 110 | 278 | 71 | 214 | 54 [1-12
139HY-16-16 1-5/16x12 1 25 | 431 | 109 | 269 | 68 | 231 | 59 |1-1/2
Construction: Steel
141HY Female JIC 37° Swivel 90° Elbow Long Drop
Part Thread Hose A Cutoff Allow. E W
Number Size I.D. B Hex
# | me| © 9
inch | mm | inch | mm | inch | mm | inch | mm | inch
141HY-4-4 7/16x20 1/4 6 | 268 | 68 | 141 | 36 | 1.81 | 46 | 9/16
141HY-5-4 1/2x20 1/4 6 | 316 | 80 | 181 | 46 | 177 | 45 | 5/8
141HY-6-4 9/16x18 1/4 6 | 289 | 73 | 162 | 41 | 213 | 54 |11/16
141HY-6-6 9/16x18 38 | 10 | 276 | 70 | 1.49 | 39 | 213 | 54 |11/16
141HY-8-6 3/4x16 3/8 | 10 | 285 | 72 | 158 | 40 | 252 | 64 | 7/8
141HY-8-8 3/4x16 172 | 13 | 289 | 73 | 160 | 41 | 252 | 64 | 7/8
141HY-10-8 7/8x14 172 | 13 | 301 | 76 | 172 | 44 | 276 | 70 1
141HY-12-12 1-1/16x12 34 | 19 359 | 91 203 | 52 | 373 | 95 |1-1/4
141HY-16-16 1-5/16x12 1 25 | 456 | 116 | 2.94 | 75 | 433 | 110 | 1-1/2
Construction: Steel
For detailed ordering information, please consult price list or contact Parflex® Division.
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167HY Male Inverted SAE 45° Swivel 45° Elbow

HY Series Permanent

177HY Female SAE 45° Swivel 45° Elbow

Part Thread Hose A Cutoff Allow. E W
Number Size I.D. B Hex
# || © O

inch | mm | inch | mm | inch | mm | inch | mm | inch
167HY-4-4 7/16x24 1/4 3.31 1.97 0.78 7/16
167HY-5-4 1/2x20 1/4 3.55 2.19 0.88 1/2
167HY-5-6 1/2x20 3/8 3.38 2.03 0.88 1/2
167HY-6-6 5/8x18 3/8 416 2.81 0.94 5/8
167HY-8-8 3/4x18 1/2 422 2.88 1.06 3/4

Construction: Steel
o : o
169HY Male Inverted SAE 45° Swivel 90° Elbow

Part Thread Hose A Cutoff Allow. E w
Number Size I.D. B Hex
# | o | © @

inch | mm | inch | mm | inch | mm | inch | mm | inch
169HY-3-4 3/8x24 1/4 3.09 1.75 1.38 3/8
169HY-4-4 7/16x24 1/4 3.28 1.94 1.47 7/16
169HY-4-6 7/16x24 3/8 3.11 1.75 1.47 7/16
169HY-5-4 1/2x20 1/4 3.52 2.16 1.66 1/2
169HY-5-6 1/2x20 3/8 3.34 2.00 1.66 1/2
169HY-6-5 5/8x18 5/16 4.05 2.69 1.69 5/8
169HY-6-6 5/8x18 3/8 4.03 2.69 1.69 5/8
169HY-7-6 11/16x18 3/8 416 2.81 1.69 11/16
169HY-8-8 3/4x18 1/2 4.09 2.75 1.88 3/4

Construction: Steel

Part Thread Hose A Cutoff Allow. E W
Number Size I.D. B Hex

# | o | © O

inch | mm | inch | mm | inch | mm | inch | mm | inch
177HY-6-6 5/8x18 3/8 3.33 1.97 0.39 3/4
177HY-12-12 1-1/16x14 3/4 4.03 244 0.77 1-1/4

E-118

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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179HY Female SAE 45° Swivel 90° Elbow

HY Series Permanent

Part Thread Hose A Cutoff Allow. E w
Number Size 1.D. B Hex
A
| | e | © O
f¥ | inch | mm | inch | mm | inch | mm | inch | mm | inch
.z |
e ([ 179HY-6-5 5/8x18 5/16 3.25 1.91 0.86 3/4
ﬂﬁ \ w 179HY-6-6 5/8x18 3/8 3.23 1.88 0.86 3/4
‘ 179HY-12-12 1-1/16x14 3/4 3.98 2.39 1.83 1-1/4
Construction: Steel
193HY Female JIC 37° Swivel 90° Elbow (Block Type)
Part Thread Hose A Cutoff Allow. E W
Number Size I.D. B Hex
A —m>
— # || © O
T”_'l_'* fffff — inch | mm | inch | mm | inch | mm | inch | mm | inch
E | 193HY-6-6 9/16x18 3/8 2.33 0.97 0.78 11/16
L@/W 193HY-8-6 3/4x16 3/8 2.33 0.97 0.82 7/8
193HY-8-8 3/4x16 1/2 3.00 1.09 0.85 7/8
193HY-12-12 1-1/16x12 3/4 3.33 1.19 0.99 1-1/4
Construction: Steel
1DOHY Male Metric L Rigid (24° Ccone)
1ISO 12151-2
Part Thread Hose A Cutoff Allow. | H
‘ X ‘ Number Size 1.D. B Hex
e | # || © O
: ’Ill.l mm inch | mm | inch | mm | inch | mm | inch
----- L 1DOHY-6-4 6 | Mi2x15 | 1/4 2.36 1.00 14
H 1DOHY-8-4 8 | Mi4x15 | 1/4 2.36 1.00 17
1DOHY-10-4 10 | Mi16x1.5 | 1/4 2.40 1.03 19
1DOHY-10-6 10 | Mi16x1.5 | 3/8 2.42 1.06 19
1DOHY-12-6 12 | Mi18x1.5 | 3/8 2.42 1.06 22
1DOHY-15-6 15 | M22x1.5 | 3/8 2.52 1.16 24
1DOHY-15-8 15 | M22x1.5 | 172 2.63 1.28 24
1DOHY-18-10 | 18 | M26x1.5 | 5/8 2.71 1.31 27

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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13DHY Male Standpipe Metric S Rigid

End Connection per ISO 8434-1-SDS

1SO 228-1

A

‘%B‘H

|

Part Diameter Hose Cutoff Allow.
Number R I.D. B
mm | inch | inch | mm | inch | mm | inch | mm
13DHY-16-8 16 1/2 3.53 2.16
13DHY-30-16 30 1 415 253
Construction: Steel
1D9HY Male BSP Parallel Pipe Rigid (60° Cone)

Part Thread Hose Cutoff Allow. | H
Number Size 1.D. B Hex
# | o | © @

inch | mm | inch | mm | inch | mm | inch
1D9HY-4-4 1/4x19 1/4 2.40 1.03 13/16
1D9HY-6-6 3/8x19 3/8 2.55 1.19 7/8
1D9HY-8-6 1/2x14 3/8 2.65 1.28 1-1/16
1D9HY-8-8 1/2x14 1/2 2.83 1.47 1-1/16

i1

HY Series Permanent

Construction: Steel

NOTE: When used in a port, a bonded seal must be used.

1GJHY Female Grease Connection -SPL- PTF Taper Thread Rigid 1/2 x 27

E-120

Part Thread Hose Cutoff Allow.| H
Number Size I.D. B Hex
inch | mm | inch | mm | inch | mm | inch
1GJHY-8-4 1/2x27 1/4 2.41 1.06 3/4

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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HY Series Permanent

1J1HY Female Seal-Lok™ Swivel 90° Elbow Long Drop
1ISO 12151-1 - SWEL90

1J7HY Female Seal-Lok™ Swivel 45° Elbow

ISO 12151-1 - SWE45

Part Thread Hose Cutoff Allow. E W
Number Size 1.D. B Hex
H s @ @

inch | mm | inch | mm | inch | mm | inch | mm | inch
1J1HY-4-4 9/16x18 1/4 2.68 1.41 1.81 11/16
1J1HY-6-4 11/16x16 1/4 2.89 1.62 213 13/16
1J1HY-6-6 11/16x16 3/8 2.76 1.49 213 13/16
1J1HY-8-6 13/16x16 3/8 2.85 1.58 2.52 15/16
1J1HY-8-8 13/16x16 1/2 2.94 1.65 2.52 15/16
1J1HY-10-8 1x14 1/2 3.01 1.72 2.76 1-1/8
1J1HY-10-10 1x14 5/8 3.42 2.03 2.76 1-1/8
1J1HY-12-12 1-3/16x12 3/4 3.68 215 3.78 1-3/8
1J1HY-16-16 1-7/16x12 1 4.45 2.84 4.50 1-5/8
Construction: Steel

Part Thread Hose Cutoff Allow. E W
Number Size 1.D. B Hex
# || © O

inch | mm | inch | mm | inch | mm | inch | mm | inch

1J7HY-4-4 9/16x18 1/4 2.59 1.32 0.39 11/16
1J7HY-6-4 11/16x16 1/4 2.70 1.43 0.43 13/16
1J7HY-6-6 11/16x16 3/8 2.72 1.44 0.43 13/16
1J7HY-6-8 11/16x16 1/2 3.41 2.06 0.44 13/16
1J7HY-8-4 13/16x16 1/4 2.95 1.68 0.59 15/16
1J7HY-8-6 13/16x16 3/8 2.89 1.62 0.59 15/16
1J7HY-8-8 13/16x16 112 3.10 1.81 0.59 15/16
1J7HY-10-8 1x14 12 3.20 1.91 0.63 1-1/8
1J7HY-10-10 1x14 5/8 3.29 1.93 0.63 1-1/8
1J7HY-10-12 1x14 3/4 3.69 2.13 0.69 1-1/8
1J7HY-12-10 1-3/16x12 5/8 3.74 2.38 0.83 1-3/8
1J7HY-12-12 1-3/16x12 3/4 3.82 2.29 0.83 1-3/8
1J7HY-16-12 1-7/16x12 3/4 4.39 2.84 0.97 1-5/8
1J7HY-16-16 1-7/16x12 1 455 2.94 0.97 1-5/8

Construction: Steel
For detailed ordering information, please consult price list or contact Parflex® Division.

E-121

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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HY Series Permanent

1J9HY Female Seal-Lok™ Swivel 90° Elbow Short Drop

ISO 12151-1 - SWES90

i

1JCHY Female Seal-Lok™ Swivel Short
ISO 12151-1 - SWSA

E-122

Part Thread Hose A Cutoff E W
Number Size I.D. Allow. B Hex
# | 2| © O
inch | mm | inch | mm [ inch | mm | inch | mm | inch
1JOHY-4-4 9/16x18 1/4 2.40 1.13 0.83 1116
1JOHY-4-6 9/16x18 3/8 3.08 1.72 0.83 1116
1JOHY-6-4 11/16x16 1/4 2.65 1.38 0.91 13/16
1J9HY-6-5 11/16x16 | 5/16 3/14 1.72 0.91 13/16
1JOHY-6-6 11/16x16 3/8 2.57 1.29 0.91 13/16
1JOHY-6-8 11/16x16 1/2 2.77 1.48 0.91 13/16
1JOHY-8-6 13/16x16 3/8 2.64 1.37 1.14 15/16
1JOHY-8-8 13/16x16 112 2.85 1.56 1.14 15/16
1JOHY-10-8 1x14 112 3.01 1.72 1.26 1-1/8
1J9HY-10-10 1x14 5/8 3.09 1.73 1.26 1-1/8
1J9HY-10-12 1x14 3/4 3.52 1.97 1.33 1-1/8
1JOHY-12-8 1-3/16x12 1/2 3.84 2.39 1.89 1-3/8
1JOHY-12-10 1-3/16x12 5/8 3.61 2.25 1.89 1-3/8
1JOHY-12-12 1-3/16x12 3/4 3.68 2.15 1.89 1-3/8
1JOHY-16-12 1-7/16x12 3/4 427 2.69 2.25 1-5/8
1J9HY-16-16 1-7/16x12 1 4.45 2.84 2.25 1-5/8
1J9HY-20-16 1-11/16x12 1 477 3.16 2.51 1-7/8
Construction: Steel
Part Thread Hose A Cutoff Allow. | H | W
Number Size I.D. B Hex | Hex
# || © O
inch | mm | inch | mm | inch | mm | inch | inch
1JCHY-4-4 9/16x18 1/4 2.61 0.94 9116 | 11/16
1JCHY-6-6 11/16x16 3/8 2.69 0.94 11/16 | 13/16
1JCHY-8-8 13/16x16 1/2 2.91 1.13 7/8 | 15/16
1JCHY-12-12 1-3/16x12 3/4 3.31 1.13 1-1/4 | 1-3/8

Construction: Steel

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1JOHY Male Seal-Lok™ Rigid (with 0-ring)

ISO 1215-1-S

==

HY Series Permanent

1JSHY Female Seal-Lok™ Swivel Long
ISO 12151-1 - SWSB

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Part Thread Hose A Cutoff Allow. | H
Number Size I.D. B Hex

# | me| O O

inch [ mm | inch [ mm | inch [ mm | inch

1JOHY-4-4 9/16x18 1/4 2.36 1.00 5/8
1JOHY-6-6 11/16x16 3/8 2.49 1.13 3/4
1JOHY-8-8 13/16x16 1/2 2.69 1.34 7/8
1JOHY-12-8 1-3/16x12 1/2 2.91 1.56 1-1/4
Construction: Steel

Part Thread Hose A Cutoff Allow. | H W

Number Size I.D. B Hex | Hex

# | = | O O

inch | mm | inch | mm | inch | mm | inch | inch

1JSHY-4-4 9/16x18 1/4 2.59 1.25 9/16 | 11/16
1JSHY-6-4 11/16x16 1/4 2.67 1.31 5/8 | 13/16
1JSHY-6-5 11/16x16 5/16 2.70 1.34 5/8 | 13/16
1JSHY-6-6 11/16x16 3/8 2.75 1.34 11/16 | 13/16
1JSHY-8-6 13/16x16 3/8 2.84 1.50 7/8 | 15/16
1JSHY-8-8 13/16x16 1/2 2.95 1.59 7/8 | 15/16
1JSHY-10-8 1x14 1/2 3.16 1.81 15/16 | 1-1/8
1JSHY-10-10 1x14 5/8 3.17 1.78 1-1/8 | 1-1/8
1JSHY-10-12 1x14 3/4 3.27 1.69 1-1/4 | 1-1/8
1JSHY-12-10 1-3/16x12 5/8 3.20 1.81 1-1/8 | 1-3/8
1JSHY-12-12 1-3/16x12 3/4 3.30 1.72 1-1/4 | 1-3/8
1JSHY-16-12 1-7/16x12 3/4 3.44 1.88 1-3/8 | 1-5/8
1JSHY-16-16 1-7/16x12 1 3.59 1.97 1-3/8 | 1-5/8
1JSHY-20-16 1-11/16x12 1 3.47 1.75 1-5/8 | 1-7/8
1JSHY-20-20 1-11/16x12 | 1-1/4 3.98 2.16 1-3/4 | 1-7/8

Construction: Steel
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LV Series Visual Index

106 | SAE [JIC) 37° Swivel

LV —
Series e
-@!
PERMANENT
E-124

106LV SAE (JIC) 37° Swivel

LV Series Permanent

Part Thread Hose Cutoff Allow. | H J
Number Size I.D. B Hex | Hex
# |oem| © OO
inch [ mm inch [ mm inch mm inch | inch

106LV-4-3 7/16-20 3/16 1.93 15/16 9/16 | 9/16
106LV-12-12 1-1/16-12 3/4 412 1-13/16 1-1/8 | 1-1/4
106LV-16-16 1-5/16-12 1 4.81 1-13/16 1-3/8 | 1-1/2

Construction: Steel nipple,

nut and shell.

Add “C” for Stainless Steel.

For detailed ordering information, please consult price list or contact Parflex® Division.

E-124 m Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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MS Series Visual Index

MS
Series

FIELD
ATTACHABLE

MS
Series

FIELD
ATTACHABLE

108 | SAE 45° Swivel 134 | Straight Tube TF | [lorine Jube
= i
g —
E-125 E-125
o Marine Tube
208 | SAE 45° Swivel 2TF | oSonector

o=

ZT77

E-126

108MS Permanent SAE 45° Swivel (Brass)

MS Series Field Attachable

|

Part Thread Hose Cutoff Allow. | H J
A Number Size I.D. B Hex | Hex
# |2 © OO
inch | mm | inch | mm | inch | mm | inch | inch
108MS-6-5B 5/8-18 5/16 1.72 1-1/8 5/8 | 13/16
108MS-6-6B 5/8-18 3/8 1.82 1-1/16 3/4 | 13/16
Construction: Brass.
134MS Permanent Straight Tube (Brass)
Part Diameter Hose A Cutoff Allow. | H
Number R I.D. B Hex
- # | J] O O
inch | mm | inch | mm | inch | mm | inch | mm | inch
i 134MS-6-5B 3/8 5/16 2.00 1-3/8 5/8
NH 134MS-6-6B | 3/8 3/8 2.08 1-3/8 3/4

Construction: Brass.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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1TFMS Permanent Marine Tube Connector (Brass)

e
pS L

MS Series Field Attachable

Part Thread Hose A Cutoff Allow. | J H
Number Size 1.D. B Hex | Hex
# |2 © OO
inch | mm | inch | mm | inch | mm | inch | inch

1TFMS-6-5B | 9/16-24 | 5/16 1.70 11116 3/4 | 5/8

Construction: Brass.

NOTE: Connector Mates are Manufactured by the Fluid Systems Connection Division. Refer to
Catalog 3501E for Ordering, Installation Instructions and Replacement Components.

208MS Field-Attachable SAE 45° Swivel (Brass)

Part Thread Hose A Cutoff Allow. | J H w
Number Size I.D. B Hex | Hex | Hex
# | (O OO
inch | mm | inch | mm | inch | mm | inch | inch | inch

208MS-6-5B 5/8-18 | 5/16 2.06 15/16 13/16 | 5/8 | 13/16
208MS-6-6B 5/8-18 3/8 2.37 17/16 13/16 | 5/8 | 13/16

Construction: Brass.
2TFMS Field-Attachable Marine Tube Connector (Brass)

Part Thread Hose Cutoff Allow. | J H W
Number Size I.D. B Hex | Hex | Hex
# | O OO
inch | mm | inch | mm | inch | mm | inch | inch | inch

2TFMS-6-5B | 9/16-24 | 5/16 2.02 15/16 3/4 | 5/8 | 3/4

E-126

Construction: Brass.

NOTE: Connector Mates are Manufactured by the Fluid Systems Connection Division. Refer to
Catalog 3501E for more information.

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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SQ Series Visual Index

SQ Series Permanent

101 | 5757777 [THU saMender
Sa (]
Series | | IIII - L i :
UL : '
(]
PERMANENT
E-127 E-127
THUSQ Mender
Part Hose Cutoff Allow.
Number I.D. B
= # ©
7% ————— «]} fffff %L Hose inch mm inch mm inch mm
| | S410 | 1HUSQ-10-10 | 5/8 3.90 5/16
k A |
S612 | 1HUSQ-12-12 | 3/4 3.70 9/16
S616 | 1HUSQ-16-16 1 3.99 9/16
S620 | 1HUSQ-20-20 | 1-1/4 453 9/16
S912 | 1HUSQ-12-12 | 3/4 3.70 9/16
S916 | 1HUSQ-16-16 1 3.99 9/16
Construction: Steel
NOTE: See pg. G-42 for swage die selection.
101SQ Male Taper Pipe Rigid
Part Hose Cutoff Allow.
Number I.D. B
Hose inch mm inch mm inch mm
S612 | 101SQ-12-12 3/4 3.08 1-1/2
S616 | 101SQ-16-16 1 3.42 1-13/16
$620 | 101SQ-20-20 | 1-1/4 3.84 2
S912 | 101SQ-12-12 3/4 3.08 1-1/2
S916 | 101SQ-16-16 1 3.42 1-13/16

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd

Construction: Steel
NOTE: See pg. G-42 for swage die selection.
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E-128

For detailed ordering information, please consult price list or contact Parflex® Division.

Parker Hannifin Corporation | Parflex® Division | Ravenna, Ohio | parker.com/pfd
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